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Only a small down payment 


... terms as low as $5 a month 


You, like thousands of our customers, will find our Easy Payment Plan a con- 
venient, economical way to get the power tools and accessories you want now 
... to use and to enjoy while paying for them over the months ahead. 

You don’t have to have all ready cash, nor is it necessary to disturb your 
savings to buy CRAFTSMAN power tools and accessories ... the better quality 
merchandise ...from this new 1949 Power Tool Catalog. Everything, yes 
everything, we sell regardless of price is available on Easy Terms. The total 
purchase, however, must amount to $20.00 or more ($10.00 if you already 
have an open account). A small down payment with your purchase and the 
balance in convenient monthly payments brings you the things you want when 
you need them. Any of our salespeople will be glad to give you further details. 


Important Notice about Prices 


The low prices in this catalog will be maintained if possible. However, because 
of the uncertainty of raw material markets we cannot guarantee to maintain 
the prices shown, and we reserve the right to increase the price of any item if 


it becomes necessary to do so. 


Furthermore, should the Federal Government or any State increase by taxes 
or otherwise the cost or selling price of any of the merchandise shown in this 
book, we reserve the right to add such taxes or other increases of cost or selling 


to the prices shown in this catalog. 


SEARS GUARANTEE 
° TO DELIVER ALL MERCHANDISE SAFELY 
* TO SATISFY YOU PERFECTLY 


We guarantee that every article in this catalog is honestly described and 
illustrated. 


We guarantee that any article purchased from us will give you the service 


you have a right to expect. 


If for any reason whatever you are not satisfied with any article purchased 
from us, we want you to return it to us at our expense. 
We will then exchange it for exactly what you want, or will return your money. 
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SEARS, ROEBUCK AND CO. 


RAFTSMAN “100” 


REGUS. PAL 


NOW CraFTsMAN offers you the most important and 
indispensable wood working power tool in TWO sizes 

.. an 8- and 10-inch bench saw. These CRAFTSMAN 
Tilting Arbor Bench Saws are tough, rugged, powerful 
saws and are precision built to do accurate, high qual- 
ity continuous production work. 


Work stays level. No more holding lumber at an 
awkward, uncomfortable angle! The blade and arbor 
tilt 0 to 45 degrees... the table and work always 
stay level. Saw blade and arbor are rigidly sup- 
ported in massive cradle and trunnions. .. raise and 
lower to vary depth of cut... lock at any desired 
angle. No twisted belt ... motor tilts with the blade. 


Exceptionally large table. Heavy cast semi-steel; 
precision ground. Has removable insert for dadoing 
or sanding. Quick-acting, self-squaring rip fence 
locks at both ends with onehandle; can be used on 
either side of blade. Vernier adjustment. Grooved 
on both sides for right or left hand miter cuts. Cuts 
all angles including compound miters. Accurate 
miter gauge has stop rods for repetitive cuts. 


Automatic leveling guard. Tilts with the blade. 
Has transparent plastic insert . . . protects the opera- 
tor... permits him to see work. Guard equipped 
with non-kick back pawls and splitter blade. Has 
built-in sawdust chute and guard. 


SPECIFICATIONS for 8-inch model: 


© Depth offcut, maximum ....).0.55.554 <. 2% inches 
e Blade, combination type—size.....8 inch diameter 

ORE siccneceonevs arece ¥% inch 
OT ADE SIG nc gic setear: Saag ¥: 5h. < mca nage ee eoe 18x20 inches 


e Table size, 
with front extension (not included). .18x27 inches 
e Dado capacity: with 6-inch dado saw 


WA CU gee pacucneliee coe w 0x esate oo Se eens 134.6 inch 
Me pothiens scree cpus, ole. seevivans, ans. 1% inches 
# ROarin gs. or cwersncavs ene. Two sets precision ball 


e Arbor speed recommended approx... . 4200 R.P.M 
© Motor recommended, 


lebsiigotthoctmiace nee een ¥ U.P. 3450 R.P.M. 
@ Machine pulley (included)............. 2% inches 
© Motor pulley (included)................. 3 inches 
eMounting dimensions........ 1134x1376 inches 


© Over-all dimensions: Height 17% inches; width 
20% inches; length 26% inches. 


99 AM 2240—8-inch model without motor. 

Shipping weight 140 pounds..........+0.. $82.50 
99 AM 2249—8-inch modei with 8 H.P. capacitor 
3450 R.P.M. 110-120 volt 60 cycle A.C. motor. 
Shipping weight 188 pounds................ $121.45 


SPECIFICATIONS for 10-inch model: 


e Depth, of cut, maximums.......0.4. 6505.5 3% inches 
¢ Blade, combination type—size....10-inch diameter 
bores. csit.ccs.a 58 ¥% inch 
eae Sian sth ahs 3) a's sale eaxa des ace 20x27 inches 
© Dado capacity: with 6-inch dado saw 
WGL Ele sevogeterenaget est as stays vashsanevomet ans wvoreteeerere 1375 inch 
es thie we ce sepetets, sss. 5 guste sia Gis: sian. < petegaeees 1% inches 
CUSTER STINE Sr cin 1 ROE ee are ee Two sets precision ball 
e Arbor speed recommended.......... 3450 R.P.M. 
© Motor recommended. 
BAY MTIUTI, «Gln 0a hia am = agers 34 H.P. 3450 R.P.M. 
¢@ Machine pulley (included)............. 24% inches 
© Motor pulley (included)............... 2% inches 


¢ Mounting dimensions. . . .. 1134x1376 inches 
e Over-all dimensions: Height 1814 inches; width 
21% inches; length 33% inches. 

99 AM 2241—10-inch model without motor. 
Shipping weight 160 pounds............. $96.50 

99 AM 2250—10-inch model with 34 H.P. capacitor 

3450 R.P.M. 110-120 volt 60-cycle A.C. motor. 

Shipping weight 208 pounds................ $135.45 


¢] Table Extension Bracket. For side extension on 
above 8- and 10-inch bench saws. Comes packed 

one bracket per package. 

9 A 2253—Shipping weight 1 Ib. 5 oz............ 80c 


Dp] Table and Rip Fence Extension. Tor above 8-inch 

saw only. Increases table size to 18x27 inches. 
97 A 02245—Shipping weight 18 'bs........... $8.95 
[E] Dado Insert. For 8 or 10-incn bench saws above. 

9 A2212—Shipping weight 12 0z.............. 90c 
(F] Sanding Insert. For above 8- or 10-inch saws. 
— 9 A2283—Shipping weight 12 oz.............-90e 


Tilting Arbor Bench Saws in two sizes 
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=. $6250 
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RAFTSMAN 


REG.U.S. PAT. OFF 


Has maximum depth of cut of 212 inches 


Woodworkers. . modelmakers. . patternmakers. . building maintenance men. . home crafts- 
men! Here is the ideal saw for you men who want a sturdy, accurate tool. The CRAFTSMAN 
8-inch tilting table bench saw meets the most rigid demands of amateur and professional crafts- 
men and industrial shops. It’s big, rugged... a real brute of a tool. Heavy duty, too! It has 
the famous CRAFTSMAN quality in every detail. And it’s priced so you can afford it. Check the 
following specifications and features for yourself. You’ll agree it’s an outstanding tilting table 
bench saw! Just the one you need for your work and your workshop. 


Large capacity. Maximum depth of cut is 214 
inches. Depth of dado cut is 1% inches and width 
of dado cut is 94.-inch maximum. With this saw, 
you can miter up to 2-inch lumber. 


Ample working surface. The table, a full 15 34x 
1836 inches, is sturdily made of heavy cast iron, 
smoothly ground and polished. It’s large enough 
for you to handle good sized work. Table is rib 
braced for added strength and is grooved on both 
sides of blade for either left or right hand mi- 
ter cuts. Removable insert for dadoing. 


Table tilts to any angle up to 45 degrees on 
oversize double trunions. Table tilting easily and 
quickly controlled by convenient handwheel and 
self-locking screw. Table may be manually locked 
if desired. The accurate gauge shows angle of tilt. 


Precision high speed ball bearing operation. 
Arbor spins freely on two sets of ball bearings. 
Bearings are accurately ground and finished, 
packed in grease and sealed against dirt and grit. 
This assures you of smooth, long-life operation. 


8-inch combination blade can be used as rip, 
crosscut or miter blade. Expertly made of heat 
treated ‘‘Super-Tuft’’ steel. Blade can be raised 
and lowered by convenient hand wheel control. 
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SPECIFICATIONS: 
e Depth of cut, maximum........... 2% inches 
et Mable: size: aisare-cuceeietsyace are 1534x1834. inches 
e Table size with extensions (not included) 

Be ns a ee eee 2634x23 % inches 
e Dado capacity, maximum, with 6-in. head.: 


e Blade...... DAMELGE oo: s equals aweeun 8 inches 
IBOReR: Hie suo ote eee Ss ¥ inch 
WAC INES ie css aes es ea RA eS 2 sets ball 


e Recommended arbor speed (approx.)4400 R.P.M. 


© Machine pulley (induded)............. 2 inch 
e Motor pulley (not included)......... 2% inch 
e Mounting dimensions...... 9346x1454. inches 


e Over-all dimensions: Height 141432 inches; 
width 19 inches; length 24 9%» inches. 

With blade, machine pulley, rip fence, splitter; 
automatic-leveling double-pivot guard with en- 
closed spring loaded non-kick-back pawls, miter 
gaugeand stop rods for repetitive cut-offs. 

99 AM 2199-CRAFTSMAN 8-inch Bench Saw with- 
out motor. Shipping wt. 99 lbs,....... $62.50 
99 AM 2197—CRAFTSMAN 8-inch Bench Saw with 
14-H.P. 3450 RPM ball bearing capacitor 110-120- 
volt 60-cycleA.C. motor, 2}4-in. motor pulley, 4x 
44 in.V Belt. Shpg. wt. 135 lbs..........$93.50 


Caarrsman 


THE RIGHT WAY 
TO SAY 


HARDWARE 
AND TOOLS 


Automatic-leveling double-pivot guard 
moves back and up as work approaches 
blade. Operates much more smoothly than 
ordinary guard. Can be tilted back out of the 
way without removing it from machine. Note 
the fully enclosed spring-loaded kick-backs 
which are included as standard equipment. 


“80” 8-inch Tilting Table Saw 


Table Extension Set for above saw 
Increases the working surface of your 99 AM 2199 bench 
saw table to 2634x2384 inches. Gives an additional 59/.- 
inch table surface ahead of saw blade. Fits99 AM 2199 saw 
perfectly . . . gives you a solid working surface that permits 
you to handle larger work than you could without this ex- 
tension set. Set includes: two ast iron front extensions, 
smooth ground and polished; two stamped steel side exten- 
sions; one rear support bar and all the necessary bolts and 
fittings needed to install extensions. 

99 A 02232—Shipping weight 31 lbs.......... $14.95 


Easy Terms 
Short of cash? Buy your 
power tools on Sears 
Easy Terms. A _ small 
amount down; balance 
payable monthly ... see 
inside front cover. 


Replacement Blades 
Eight-inch combination type 
circular saw blades for use on 
99 AM 2199 saw are listed and 
shown on page 8 of this 1949 
CRAFTSMAN Power Tool Cat- 
alog. Buy yours today! 


With- 
out 
mofor 


$4 


$3 


$37°%2 
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CRAFTSMAN “30” 
Tilting Table Saw 


Rugged heavy duty type. . . our finest 7-inch tilting table~ 


saw. Massive, heavy cast iron construction throughout. 

Bigger, heavier table. 16346x12}<-inch table tilts 0 to45 
degrees . . . locks in angle position. Grooved on both sides of 
blade for mitering. Has removable insert for dadoing. Self- 
aligning rip fence may be used on either side of blade. 

Depth of cut adjustable 0 to 24 inches. 7-inch combination 
blade with 4%-inch bore. Table may be raised and lowered 
by geared mechanism. Convenient hand wheel controls 
depth of cut. Streamlined, metal guard over blade. 

Massive cast iron base completely encloses mechanism. Self- 
lubricating oilite bronze bearings; oil well around each. 


Comes with guard, splitter, miter gauge, rip fence and blade. 


SPECIFICATIONS: 
e Depth of cut, maximum ..................... 2% inches 
e Blade......... 7-inch combination type with }4-inch bore 
® Table. Siz@wios gti ees eee ee 1214x16 34ginches 
© Table size with extensions (not included). .2334x16 34 in. 
¢ Dado capacity, max, with 6 inch head.......... %-¢ inch 
@ Bearings... << sacs ans siecstea Two self-lubricating oilite bronze 
e Recommended arbor speed (approx.)........ 4400 R.P.M. 
© Motor recommended, minimum..... ¥ H.P. 1750 R.P.M. 
© Machine pulley (included)....................... 2 inch 
© Motor pulley (not included)....................- 5 inch 
e Mounting dimensions.................. 11 56x68 inches 


© Over-all dimensions: Height 143% inches; width 12 inches; 
length 2074 inches 

99 A 02342—Without motor. Shpg. wt. 62 Ibs......... $37.50 

99 AM 2376—With }¢ H.P. 1750 R.P.M. split phase ball bearing 

motor for 110-120 volt A.C. 5-in, motor pulley, 4 x 42 inch 

V Belt. Shpg. wt. 92 Ibs...............4 eects CN OTE $56.50 


OUNLAP 7=inch 


REG.U.S.PAT.OFF. 
e e bil 
Tilting Table Saw 


The ideal saw for home or small workshop use. It does a fine 
job of crosscutting, ripping, mitering and grooving. 

Maximum depth of cut 2% inches. Has 7-inch combination 
blade. Ball crank mechanism raises and lowers blade. 

14Y%ax10e-inch table tilts 0 to 45 degrees. Table smooth 
ground; made of cast iron. Removable insert for dadoing. 
Self-aligning rip fence locks in position. Adjustable guard. 
Complete with guard, splitter, miter gauge, rip fenceand blade. 


SPECIFICATIONS: 
e Depth of cut, maximum..................000. 2% inches 
© Blade) asses, sco ars 7 inch rip blade with 14-inch bore 
© Table. Size)... :..<6::,4, eaeean eae 1444x101, -inches 
© Extensions.........6.¢000008+-+.- fae Not available 
e Dado capacity, max., with 6 inch head........... %4¢ inch 
O Beart gserad sic ec nacciten Two self-lubricating oilite bronze 
e Recommended arbor speed (approx.)........ 4500 R.P.M. 
e Motor recommended, minimum. ... . 4 H.P. 1750 R.P.M. 
© Machine pulley (included)..................... 1% inch 
© Motor pulley (not included)...................... 4 inch 
e Mounting dimensions..................+. 934x434 inches 


© Over-all dimensions . . Height 1144 inches; width 10146 
inches; length 17% inches. 

99 A02169—Without motor. Shpg. wt. 36 Ibs....... $26.00 

99 AT 2165—With }¢ H.P. 1750 R.P.M. split phase ball bearing 

motor for 110-120 volt A.C. 4-inch motor pulley, 4x40-inch 

V Belt. Shpg.GVtKOO1DSs 0.650. Mere ccaeceeenesse cen $44.50 


Table Extension 


25 Designed for use with CRAFTSMAN 7-inch 
$5 heavy duty tilting table saw, 99 A 02342, 
above. Fits perfectly. Provides much bigger 
working surface so you can handle larger work with greater 
ease. Total working surface of saw table increased from 1234x 
16346 inches to 2334x1636 inches. Set consists of two 
smooth steel side extensions, each 54x16 34¢ inches in size, 
plus all necessary support bars and fittings for attaching ex- 
tensions to saw. One extension is mounted on each side of 
blade. Rip fence may be used over the entire length of the 
extensions. Extensions easily installed. 
9 A2174—Shipping weight 7 Ibs. 8 oz.........0.0. Set $5.25 


Motor Pulleys and V-belts 
Supplied with all saws with motor shown on these two pages. 
For V-belts, see page 44; for pulleys, page 45. 


Zone 1 POWER TOOL,. 3 


The blade, guard, arbor and motor are mounted 
on the rugged carriage that rolls smoothly on 


6 ball bearing rollers . . 


. All working parts are 


below the table surface...out of the way 


RAFTSMAN // 


REG.U.S. PAT. OFF 


=” $QQ50 


DOWN ON SEARS 
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TY] @ y 
100” Builder’s Saw 


Heavy duty type to meet all your construction and production needs 


Most outstanding builder’s saw of the year! . . . per- 
fect for cutting and ripping building materials, for 
cutting crating in shipping rooms and for making 
miter and dado cuts, Removable insert for dadoing. 
Sturdy steel frame, legs, and side panels welded into 
one solid unit...will withstand steady production use. 

Extra large capacity. The 10-inch combination 
rip and crosscut blade allows you to make cuts up to 
3% inches in depth. Saw travels full 1544 inches. At 
any point in travel of saw the depth of cut can be 
easily adjusted by the large handwheel conveniently 
located at the front. Removable and adjustable saw 
guard raises and lowers with saw blade depending on 
depth of cut; also protects operator. 

Lumber remains stationary. Forget about sliding 
long heavy lumber into the blade. Now... you sim- 
ply hold lumber firmly on the table and move blade 
through it by pulling convenient handle. Cuts large 
heavy work faster, easier and more accurately than 
the ordinary bench saw. 
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Extra large table. 35x24-inch table top is one- 
piece steel, stamped and coined. Sturdy ribbing 
braces are welded to under sides. Equipped with two 
miter gauges: left hand is used when work is station- 
ary and blade is pulled through work; right hand is 
used when blade is stationary for making shorter cuts. 
Rip fence locks at both ends for better squaring accu- 
racy in cutting. It moves along table by pinion in rack 
under guide bar. Arbor is mounted on two roller type 
needle bearings. 


SPECIFICATIONS: 
e Depth of cut, maximum.............. 34 inches 
e Blade, combination type........ 10-inch diameter 
5%-inch bore 
e Bearings: arbor..... 2 sets of roller needle bearings 
Carriage rollers............ 6 sets of ball bearings 
e Dado capacity: with 6-in. dado saw 
‘Width? ‘maximum. .4./, «age cies ee 14 inch 
Depths imaximiim:, ...% 2.2 48-2 eee ee 1% inch 


e Distance in front of blade (at miter gauge). .15 in. 


Arbor speed recommended. . (approx,) 4200 R.P.M. 
Motor recommended, min. % H.P., 3450 R. P. M. 


© Machine pulley (included) 24-inch 
double ‘‘V” groove 

e Motor pulley (included) 3 in. double ‘‘V” groove 
e Switch (included)............... 2 H.P. capacity 
e Carriage travel, maximum........... 15% inches 
e Miter cut, maximum.............. 334x15 inches 
e Miter graduations L.H......... 1° in 180° radius 
e Miter graduations R. H......... 1° in 180° radius 
©: Tablesheight®, sh. siusetey-gt cee etre 33 inches 
© Over-all dimensions: Height (including handle) 40 


inches; length 4244 inches; width 27 inches. 
99AM2262—Without motor. Shpg. wt. 160 Ibs. $99.50 
99AM2266—With %& H. P. 3450 R.P.M. capacitor ball 
bearing, 110-120-volt, 60 cycle A. C. motor. 
Shipg.cwts 208 IDS. ...s:2..5 . 0 s).@ ciesapeamsieecitesie $138.45 
99 AM 2268—With 1 H.P. 1750 R.P.M. capacitor ball 
bearing, 110-120-volt, 60 cycle A.C. motor; two 34x43 
in. V-belts and 6 in. double groove motor pulley. 
Shipping weight 230 Ibs.............-0.ee005 $155.50 


Perfect-fitting 
straight and com- 
pound miter cuts 
quickly and eas- 
ily cut right on the 
job with this 
portable handsaw. 


RAFTSMAN 


REG.U.S.PAT, OFF 


s] Oo DOWN ON SEARS 


2%-in. depth of 
cut permits you to 
cut several pieces 
at once in vertical 
position ... up to 
2-in. depth of cut 
at 45 degrees. 


EASY PAYMENTS 


W's easy to cut 
large plywood 
panels; to notch 
and cut rafters, 
siding, and floor- 
ing. Saves you 
time and money. 


Electric Hand Saw 


Cuts faster than any similar saw we know of .. only $10.00 Down 


The rugged, portable electric saw that does any saw- 
ing operation 10 TIMES FASTER than ordinarily 
performed with a hand saw . . . actual tests proved it. 
And it’s so easy to use. Do your ripping, crosscut- 
ting, mitering and notching and cutting rafters, floor- 
ing, panels and siding the modern speedy way... 
with a CrAFTsMAN 8-inch Electric Hand Saw. Tre- 
mendously useful in carpentry, building construction, 
crate and box making, etc. 

Super-large capacity. The base is adjustable for 
depth of cut: From 0 to 2% inches in vertical posi- 
tion and 2 inches at 45 degrees. The 8-inch blade, 
mounted on right side for visibility and convenience, 
is protected at every angle by an automatic telescop- 
ing guard . . . rotates on needle bearings. 

New close-coupled design. The motor and handle 
are mounted close to the blade . . . gives better bal- 
ance... more efficient gear arrangement. Gears are 
made of helical cut alloy steel. One Zerk grease fitting 


lubricates all the gears. Knob handle on the left 
side for two handed operation. 


SPECIFICATIONS: 
© Depth of cut, maximum: vertical position. 274 in. 
BS? POSIHIOR. ..< sc:caggas som nde cs 2 inches 
e Blade (included) diameter............. 8 inches 
LY) oe nt Seecte Se cee air eee ee ¥% inch 
LYE RES Spaysic ea eid combination 
e Free blade speed................. 6400 R.P.M. 
e Base adjustment: For depth of cut. 0 to 274 inches 
For angle of cut........ .45 to 90 degrees 
e Bearings....... Double sealed SKF ball bearings 


¢ Motor. .General Electric, universal; 110-120 volt 
25 to 60 cycle A.C.-D.C. 


e Switch ...... Non-locking Trigger type, enclosed 
OSawdust blowers ttt g wesgcbacttrs Sento cas 3 Built-in 
@ REP PIB EO Wde Gtr e.e id sin. « ho Merete’ in se oa Built-in 


© Over-all dimensions: Height (with handle) 1134 
inches; length 13 inches; width 9 inches 


The lightweight frame is made of strong, die-cast 
aluminum alloy. Actual weight of this CRAFTSMAN 
Electric Hand Saw is only 19 pounds. A convenient 
steel carrying case is included with saw. Open-front 
type with shelf for carrying saw and space below for 
storing extra blades, cords, tools, etc. Size of case is 
16x1334x10 inches, 


Complete with 8-inch blade, 10-foot 3 wire rubber 
covered cord, unbreakable plug, wrench and handy all 


. Steel carrying case. Shipping weight 38 Ibs. 


99 A 02560—CraFTSMAN Electric Hand Saw.. .. $97.50 


9 A 6455— Cut-off Wheel. For use on above saw. 8-inch 
diameter, 39-inch thick. Use for cutting tile, concrete, 
granite, cast iron, etc. Specify Y2-inch bore. 

Shipping weight 8 ounces................ Each $1.59 


9 A 4940—CRAFTSMAN Combination Biade. For use on 
abovesaw. Made of toughsawsteel. 8-inch 
diameter; 34-inch bore. Shpg. wt. 1Ib......... $3.35 


Zone i POWER TOOL.. 5 
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“aa an 
RAFTSMAN “100” Jig Saw 
Ball bearing equipped... 24-inch capacity 


Woodworkers! Pattern makers! Printers! Engravers! Sign makers! Here’s an extra large capacity jigsaw... 


cuts to center of a 48-inch circle in wood up to 2-inches thick . . . 


that will be a valuable asset in your 


plant or shop. Besides sawing wood, this Crarrsman ‘‘100” jig saw, with the sensational ‘‘Walking 
Beam” drive action, is ideal for sawing metals, plastic, fiberboard and other materials. Especially designed for 
makingintricate cuts and for doing fine pattern work. Read the full explanation (at the right) of the ‘Walking 
Beam” drive action. You’ll want a CRAFTSMAN 24-inch jig saw in your shop today. 


Extra large size table. Notice the 16x16-inch 
adjustable table. Plenty of working surface there. 
And it can be tilted 45 degrees either to the right or 
left or it can be tilted to the front or rear. To make this 
jig saw more adaptable to the delicate inside or outside 
scrollwork or fretwork, the blade and chuck swivel 
a full 90 degrees. 


Lifetime lubrication. No need to worry about 
burned out bearings ...no spoiled work due to oil 
spots...this jig saw is permanently lubricated. 
Double row precision ball bearings on drive shaft. 
Entering cuts at sharp angles are possible because 
the new blade support guides the blade above and 
below the work ... close to the working surface... 
reduces blade breakage, too. Narrow, almost tissue 
paper thin cuts are possible on this jig saw because 
of the smooth, exclusive “‘Walking Beam” drive 
action. The hold down foot prevents lifting work off 
the table on the upward stroke of the blade. 


Built-in blower. A blower, located in the head, ° 


delivers a constant air blast through the upper chuck. 
Keeps your work free of sawdust. Ideal when follow- 
ing a pattern. Lamp, built in the head, lights up the 
working area. In actual operation, this CRAFTSMAN 
jig saw is practically vibrationless and_ noiseless. 
Vibration reduced by the use of ‘‘Walking Beam” 
drive action which eliminates the usual jerky return 
spring and crankcase. 


6 . . SEARS, ROEBUCK AND CO. Zone 1 


Check the following specifications. It’s just THE 
saw you need for your production work. 


SPECIFICATIONS: 


et Depth) of throatizeccis:.c)a% sredi B gsteicrenstelss 24 inches 
© Depth of cut, maximum, in wood........ 2 inches 
WY DlaStie: deci wa wadisne ree analll ey, INCHES 
BEUNSEEBSD cpio 6, rex csonsie: daiomnen wees a aeaccree « OPAC 
in aluminum and Zin: 64.6436 eux cise ses 5A¢ inch 
© Table ssizer cirsrcersis < y anectegenre + siageretese 16x16 inches 


e Table can be turned 90 degrees, tilts up to 45 degrees 
e Drive shaft has 2 rows precision ball bearings 

© Motor recommended, min... }4 H.P. 1750 R.P.M, 
e Machine pulley (included) . .. 5 and6-in. ‘‘V” type 
© Motor pulley (not included) ..... 2-inch and 3-inch 
e@ Speed....................525 and 1015 R.P.M. 
e Work lamp (with cord and plug)...7% watt; 

built into the head; convenient switch 


e Sawdust blOWER:.. s:o)4s:eftiecue sed Built into head 
e Mounting dimensions.......... 554x30!1¥, inches 


e Over-all dimensions: Height 211% inches; length 
393% inches; width 165 inches 

The motor (not included) can be mounted above, 

below or behind the machine pulley. Pulley drive is 

at the rear on the side of the base. One 6-inch plain 

end blade included. Shpg. wt. 124 Ibs. 

99 AM 2344—24-inch jig saw without motor.. $75.00 

99 AM 2393—24-inch jig saw with 4 H.P. 

1750 R.P.M. split phase ball bearing 110-120 volt, 60- 

cycle A.C. motor. 2-in. and 3-in. motor pulley, 

14x36-in. V belt. Shpg. wt.148lbs. .......... $87.00 


$75 
$7.5 DOWN .. ON 


EASY TERMS 


“Walking Beam” Action 


“Walking Beam” type of drive action is an 
“H" shaped stamped channel section, an ex- 
clusive feature of this new CRAFTSMAN ‘‘100” 
Jig Saw. This drive action operates through 
double bearing guides above and below 
blade. Eliminates the need for return spring 
(power delivered in both up and down stroke). 
Maintains uniform tension of blade on both up 
and down stroke to give blade longer life, 
even when using fine fret or jewelers’ blades. 
This new design greatly minimizes blade break- 
age and vibration. It also eliminates any need 
for crankcase. And you'll find it's practically 
noiseless in operation. 


=. $3209 


$3.50 casy tims 


Crartsman “40” Magnetic Jig Saw 


Our popular, low priced jig 
saw that operates without a $] 250 
motor or belt. Just plug it in 
...Snap the new on-off switch 
and gotowork. That's all there isto it. Mag- 
netic power unit, in the base, moves blade so 
rapidly...7200strokes per minute. ..thatsuper- 
smooth edges are produced. No sanding 
necessary] Cuts tothe center of a 22-in. circle. 

The safe, easy-to-operate hobby tool that 
every member of the family can use and enjoy. 
Less dangerous for a child to use than a ham- 
mer. If’s more than a toy. It's a rugged, well- 
made power tool. Just the thing for making hun- 
dreds of articles from wood, plywood, thin 
plastic, or metal. 

No motor to buy! No belt! No gears! No 
oiling necessary . . . you don’t have to worry 


about parts burning out from lack of oil... or 
about oil spots on work. Portabletoo...can be 
used anywhere. So clean you can use it on 
the kitchen table. 


SPECIFICATIONS: 


© Depthiofithroat)... 5. 0c 5 meres, ore 11 inches 
e Depth of cut, maximum in wood.... 4% inch 
@, Ma DleisiZe Wee vdeas sajse shoyu ss se 846x8 inches 
® Over-all dimensions: Height 1044 inches, 


width 8% inches; length 1614 inches 

All metal construction; non-slip rubber feet. 
Comes complete with one 5-inch pin-end blade. 
54 ft. of connecting cord and operating instruc- 
tions. Use on 110-120 volt 50-60 cycle A. C. 
99 A 02632—Shpg. wt. 14 Ibs.......... $12.50 
9 A2690—Extra blades for above jig saw. 

6 blades, each 5 in. long. Shpg. wt. 1 oz...25¢ 


RAFTSMAN 


REG. U.S. PAT. OFF 


"80" Jig Saw 


18-inch work capacity 


© Cuts to center of 36 inch circle 
e Handles material up to 2 inches thick 


This CrarrsMan 18-inch Jig Saw is especially designed 
for your professional or hobby use. 12x12-inch table 
provides a large working surface. Smooth ground, cast 
iron table can be tilted up to 45°. . . locked in position. 
Modified Scotch yoke action runs in a bath of oil. 
This gives the saw a well balanced, smooth cutting 
action. The new, strong blade chuck rotates 90 degrees; 
enables you to rip pieces longer than 18 inches. No 
twisting of blade... the shoe in chuck gives a firm 
grip between the blade and the clamping member. 
Fully enclosed coil spring keeps the blade tight for 
smoother operation. Equipped with adjustable hold 
down and blade guides. Built-in air pump clears saw- 
dust from working area. Oiltite bronze main bearings. 


SPECIFICATIONS: 
* Depth of throatic., 2. .4.... iceman eee 18 inches 
e Depth of cut, maximum.................. 2 inches 
© Dable: Sig@.cese 5.4 Se aa orgies eg 12x12 inches 
© Machine pulley (included)...... 4-inch single groove 
e Motor pulley (not included)............... 2 inches 
© Motor recommended, minimum 34 H.P. 1750 R.P.M. 
Speed) cwevsayot cid sa: Sis sacs ake @ or 860 R.P.M. 
e Sawdust blower..................- Built into head 
e Mounting dimensions............. 5 34x22 7A¢ inches 


© Over-all dimensions: Height 172542 inches; length 
29 inches; width 12 inches. 

Strong cast iron frame has three point mounting of 

base which eliminates cross strain. Upper arm is re- 

movable for saber sawing and filing. Uses five or 

six-in. plain end blade (one included). Shpg. wt. 72 lbs. 


99 AM 2315— 18-inch jig saw without motor. ....$32.00 


99 AM 2360— 18-inch jig saw with 4 H.P.1750 R. P. M. 
split phase ball bearing 110-120 volt, 60 cycle 

A.C. motor. 2-in. motor pulley, }4x66-in. V belt. Ship- 
ping weight 102 pounds................eee0-2- $51.00 


yy 
Craftsman “40” Jig Saw 


REG US PAT_OFF. 
Asmooth operating small jig saw. Just Vy 


the saw for use in your hobby shop or Without motor 
home work shop. This Jig Saw gives you a full 9x9-inch 
smooth ground cast iron table...can be tilted to any 
angle up to 45 degrees .. can be locked in angle position. 

Balanced modified Scotch yoke action runs ina bath of oil. 
The fully enclosed coil type spring eliminates blade whip. 
Uses 5-inch pin type blade (one included). Adjustable blade 
guide and hold down. 


SPECIFICATIONS: 


© Cuts to center of 24-inch circle 
© Handles work up to 1 inch thick 


QM GDL Th Of Chr Gat torscjs, «she 2 tivlcgaust sat vein cee oes 

e Depth of cut, maximum 

ENA DICLSIZON «0 30.5, sister + « se sus eb celein tls Sage: 

® Machine pulley (included)....... 4-inch single groove 
® Motor pulley (not inciuded).................. 2 inch 
© Motor recommended, minimum 4 H.P., 1750 R.P.M. 
BSCE rey. sts, ih «ois Ais sa lhaye lee eee 860 R.P.M, 
© Mounting dimensions............... 1614x4]4 inches 
e 


Over-all dimensions: Height 14%% inches; length 
17 34, inches; width 9 inches. Shpg. wt. 32 lbs. 

99 A 02179-—12-in. jig saw without motor........ $17.00 
99 AT 2184—12-in. jig saw with 14 H.P., 1750 R.P.M. 
split phase sleeve bearing 110-120 volt, 60 cycle 

A.C. motor. 2-in. motor pulley, }4x54-in. V belt. Shpg. 
WEED ODEN or tea. crit. Gre iat Nariel oe aah eet $28.50 


Zone 12 POWER TOOL..7 


Circular Saws... precision heat treated 


Cross and Rip Saws 
(al CRAFTSMAN. Professional quality. Made to stand 
up under day-after-day production work in factories 
and shops. Made of special ''Super-Tuff'’ steel, pre- 
cision heat treated. Hammered to correct tension. Deep 
gullets to clear out sawdust. Expertly hand set and filed, 
State center hole size and diameter wanted. 


9 A 4925 CRAFTSMAN Crosscut 


mare Gauge ae R.P.M. Shpg. wt. Each 
6 |. .18..]. 4 or $,. -|. .6830. |... ...80z.. ...1 $2.50 
Tak che elon ah 900, 95. a8 0900: 1b. 2 VS OB |, 295 
eee lS. aN. Aare. 0700 ..1-... Ib... 3:35) 
10. -|..16..)..9 or %..|. .4570..]...1 Ib. 12 02. 4.25 
2a ..15..]..% orl ..|..3810..}...2 Ibs. 11 oz...) .5.50 
9 A4926 CRAFTSMAN Rip 
6.....]..18..]..44 or %. .|..6830..)......80z......{ $2.50 
Verse. argh Bl «ins GON Of. J]).) GSU. \'scis.0.. 13'OZs sars|| 2195 
(eegn| (ae) S| oa CLely ie Reeey (01) Cones LAID etter 3539) 
10.....]..16..]..% or %..|..4570..]...1 Ib. 120z...| 4.25 
12. Pelberile teal lesan S810. (5 -.2 IDS. 11 oz..2)' 15150 


Flat-ground Combination Saws 


A combination saw is the handiest of all circular saws. 
Practically three saws in one. Can be used equally well 
for crosscutting, ripping or mitering in hard or soft 
wood. Professional quality. 
CRAFTSMAN. Special ‘’Super-Tuff'' steel accu- 
rately heat treated and hardened . . . far superior 
to ordinary high carbon steel. Hammered for proper 
tension. Expertly hand set and filed. 
State center hole size and diameter wanted. 


yranter | Rpm. | Shpg. wt. 984937 
4 or %. .|, 6830. ].... Boz... ..|..$2.50 
“M4 or . .|.16500..]°) 213 02... .}.. 295 

4 or 5%..|..5700..|.. Vibe vs fe > 3:35 


“|. .% or &%..|. 4570. .].-1 Ib. ; 
: eerie: ..3810..]..2tbs. 9oz..}. 5.50 


9 A4935—7-inch Combination Blade for our former 
model Electric Hand Saw 2186 which has diamond 
shaped arbor. (Not illustrated.) 

Shipping weight 12 ounces.........-...-e0004- $2.95 


J 
f] 


EDEC@OPY 


Power Tool Instruction Books 


The Wood Lathe. Handy CraFTsMAN 3 5c 
power tool instruction book that ex- 
plains the construction and operation of Each 
the wood lathe. It’s jam-packed with help- 
ful hints and a world of technical and general informa- 
tion. Enables even the novice to do excellent work. It 
contains over 100 actual photographs and step-by-step 
illustrations. Tells how to turn spindles, how to do ele- 
mentary metal turning, how to do grinding, sanding, 
finishing and many other operations. Easy to read and 
understand. Paper bound. 32 pages. Postpaid. 
9 A 2920—(Shipping weight 2 ounces).............. 35e 


The Drill Press. A superb CRAFTSMAN 
manual for the home craftsman and shop 
owner. Explains in detail the construction Each 
features and operation of the drill press. 
Over 100 actual photographs and step-by-step illustra- 
tions explain vividly how to do drilling, shaping, sand- 
ing, mortising, dovetailing, routing and carving. De- 
scribes completely and accurately the uses of accessor- 
ies and suggests many helpful homemade aids that will 
help you make and save money. Paper bound. 32 pages. 
Postpaid. 
9 A2921—(Shipping weight 2 ounces).............. 35c 


8 . . SEARS, ROEBOCK AND CO. Zone 1 


The Bench Saw and Jointer. CRAFTS- 35° 
MAN instruction and information man- 
ual that describes the construction and Eaeh 
over 100 operations of the circular saw and 
jointer. Photographs and step-by-step illustrations 
tell you exactly what to do and how to doit. Will help 
to make your bench saw and jointer more useful. 
Paper bound. 32 pages. Postpaid. 
9 A2923—(Shipping weight 2 ounces)............ 35¢ 


] Metal Lathe Manual. A complete, up- $]40 
to-date manual of metal lathe opera- 
tions and machinists’ tables. Easy to fol- Each 
low directions give you a sound, practical 
explanation of the construction of the metal lathe. 
Ideal book for students, apprentices, machinists and 
experienced lathe operators. Replete with actual pho- 
tographs and pen and ink drawings. Index tabs sepa- 
rate each section. Paper bound; spiral back. 234 
pages. Postpaid. 
9 A2925—(Shipping weight 11 0z.). ............ $1.40 
9 A 5411—224-page Welders’ Handbook (not illustrated). 
Helpful, easy-to-understand manual of oxyacetylene 


welder operation, construction and maintenance. Post- 
Fit ARTS Ee SRO TELA re ORS Ris ce CUCU T $3.50 


Hollow-ground Saws 


(c) CRAFTSMAN Combination type. Taper grind- 
ing makes this the best saw for all-around 
work. Runs with less set. Makes the smoothest 
cut of any circular saw . . . smooth enough to glue 
without sanding. Specially filed for ripping, cross- 
cutting or mitering. Special ‘'Super-Tuff'’ steel, 
heat treated for toughness . . . far superior to or- 
dinary high carbon steel . . . stays sharp much 
longer. 3-gauge taper grinding provides ample 
clearance for free, easy cutting. Hammered for 
proper tension. Ideal for fine woodworking. 
9 A 4939—State center hole size and diameter of saw 
wanted when ordering. 
ae ed WS 


6...]..16 to 19).....6830.. .|. ye, ee | 
ifded| 15 to 18). ..6500...|.44 or %..|......12...) 4.95 


Center | Shpg. wt. 
Hole, in. | Lbs. Oz, | E2¢h 


8...|..15 to 18]... 5700... |.14 or Za 4 |e aie ih 5.95 
10...}..14 to 17]....4570.. .|.54 or %.. 10...) 7.50 
12...]..13 to 16}.. ..3810.. .|.34 or 1.. Chon BOWE) 


=) 


aA 
Ee 


Saw File Sets 


CRAFTSMAN Jig Saw File Set. 
C) Handy set of 12 jig saw files. Fit $695 
all standard makes of jig saws. Help Set 
eliminate tedious hand filing on metal 
or wood patterns dies, scroll work, etc. 3 in. 
long with }4-in. round shank. Swiss pattern, size 
00, sharp, deep-cut teeth. 

Set includes: 3 pillar files, 1 three-square file, 1 
square file, 1 round file, 1 crochet file, 1 quarter- 
round file, 1 triangular file, 1 diamond file, 1 knife 
file and 1 round back file. In wooden box. 

9 A6778—Shipping weight 12 ounces....... $6.95 


Special Jig Saw Files. Expertly made from spe- 
cial steel heat treated, tempered and hardened. 
Strong, deep-cut teeth stay sharp and wear long. 
Use of these files eliminates that tedious hand fil- 


ing. Have }-inch square shanks. Shipping 
weight, each, 1 ounce. 

Q) 9 42742—Half Round File... . .....Each 59¢ 
(kK) 9 A2740—Pillar File..............Each 59e 
it] 9 A 2738—Round File.............. Each 59¢ 
i] 9 A 2739—Crochet File............. Each 59c 
(| 9 A 2737 —3-Square File............ Each 59c 
(P) 9 A2741—Square File.............Each 59c 


4 


NOTE 
Above view shows dado 
saw assembled. With 
dado saws, you can use 
your bench saw for da- 
doing, grooving, rab- 
beting, tenoning, etc. 


Dado Sets, Miter Gauge, Saw Mandrels 


(al DUNLAP 52-inch Dado Set. Tempered high 
carbon steel. Complete set includes: two 
342-inch thick outside saws, and six !A¢-inch 


inside chippers. Shipping weight 1 pound 10 ounces. 
9 A 4888—With }4-inch hole. ................205.. Set $4.95 
9 A 4889—With %-inch hole..................-00- Set 4.95 
9 A 4884—Outside saw only. Specify 34 or %-inch hole. 
Shipping weight 9 ounces.................000005 Each $1.45 
9 A 4881—Inside Chipper only. Specify 34 or 54-inch hole. 
Phippinge Weight SOUNCES)). ....-. - 2.05% oie she a ste apenas Each 55¢ 


CRAFTSMAN ¢6-inch Dado Set. Precision 
ground perfectly matched chippers. Tem- 
pered steel Set includes two \-inch thick out- 
side saws, one }4-inch chipper, two -inch chippers, one 
\Ag-inch chipper. Shipping weight 3 pounds 8 ounces. 
9 A 4874—With }4-inch center hole............... Set $12.95 
9 A 4875—With %-inch center hole............... Set 12.95 


Separate Dado Saw Parts. Specify Ya or %-inch hole. 


9 A 4876—Outside Saw. Shipping weight 8 oz....Each $4.95 
9 A 4877— \A,-inch Chipper. Shpg. wt. 3 oz....Each 98c¢ 
9 A 4878—\4-inch Chipper. Shpg. wt.3 0z..... Each 1.55 
9 A 4879—\4-inch Chipper. Shpg. wt.3 0z....... Each 1.65 


~ ~ 


CRAFTSMAN Miter 

Gauge. Scaled $450 
from 30 to 90 degrees 
left and right. 3x3%x1513%{_ inch 
bar fits in miter groove in table top. 
Fitted with adjustable stop rods for 
repetitive cuts. Chromium plated 
knobs; other parts have rust-resist- 
ing cadmium plated finish. 
9 A 2257—Shpg. wt. 4 lbs..... $4.50 


DUNLAP Bronze $375 


Bearing Mandrels. 

2-in. double V-pulley Size 00 

for flat belt, single or multiple V- 

belt drive. Steel shaft; stamped 

steel flanges. Set collar takes up 

end play. Oil plugs. 14 in. long. 
9 A4946—Please state size 


Size 00. 5-in. shaft; turned to }4-in. at 
ends. Shpg. wt. 5 Ibs. 5 oz... .$3.75 


Size 0, %-in. shaft turned down to 
5%-in. at ends. Shpg. wt. 6 lbs. .$3.90 


II 


SIS 


Jig, Fret, Coping Saw Blades 


CRAFTSMAN. Special alloy ‘‘Super-Tuff” 
steel, heat treated and hardened for long 
life and fast easy cutting. 6 and 8-in. 
plain end blades can be snapped off to fit 
machine taking shorter plain end blades. 
Saber tooth blades may be used for heavy 


For wood or metal, use: 


Forgeneralapplication, use: 9A2866, 942869, 9A2712 
For wood and plastic, use: .942710 


For wood cutting, use: .... 9A2692, 942693, 942694, 942690 
- 9A2695, 942702, 942704, 942700 
9A2701, 942705, 942706, 942707 


9A2709, 942867 


cutting as well as saber work. For metal only, use: ...... DATOS! svc Ss Re Pipi ns 
Catalog Type Length Teeth Thickness Width Shippin. 
Number Pad inches per inch inch i wales 
9A PPine xe =: tye EISae OL sae LT Ea Tey Me ear (ae a 
9A es Pit". of eset S18ive alec O10. . ae el teres 
9A ieee) ares 5 yng =e | PEM 020. : LOZ ee rl Pea. ete 
9A meRinuge <4 ‘5 Sa) [ea] 020. . ; l.ozzeneil ae ae 
9A saPlainw.ceale << .6 ne aeee| (ee el PLR (e-E1i) (iil Dean (mies Dae M025 Moles 
9A Plain 36 PELE Bae Rs O08 os ten O85 ean <B ieee Se: UGE Reed be, 
9A a 6 BOK Serafin -ger 0205 More SI eee 16 :2re Ta er loz. 
9A Plain 6 al Te rr 010. . gid [rd Moz eee 
9A Plain ae 6 Sees ar ae 020. . Cisattal beet More. = [ee 
9A Plain... .|. eae bea pal atin 014... Geese aac. Myozees fur 
9A Plain... ese on Torey 010. . Bar [oan Ozer | eee 
9A Plain eae | a Vee ed 010... re | a TOR eo] Bee 
9A Plain.....).... LB joo Lee ee 020. . er ee TINGE Sa (5 3 
9A Blain... .a|t oc (Snel ae sah | erat 020. . Seoul el o2 ace [ao 
9A Saber....}.... (3 Ree (40 eerraet) ae 028.. ‘oes OZ ee ilar 
9A Saber....].... Bie So Se Mcae chs 108g berg 028. . + ee IF 1 oz 
9A Saber... 1]... (ieae| (ee cee eS 028). | aa CH cree ie 
9A Plains Vio: BG. chew eae Fae | 020), a eee 62 ey. 1 tee loz 
9A Plain... EAB Gne tN ce LO tee C20 eae Ce So) Ropes icra mas PRs 


Zone 1 POWERTOOL, . 9 


iG CRAFTSMANBall- bearing Mandrels. Stream- 
lined cast iron housing. Improved, compact 

design. Oversize precision ball bearings grease 

sealed against dirt. 

9 A 4948—Size 00. %-inch shaft turned down to \4-inch at 


$585 


Size 00 


ends. Length 913% inch. Shpg. wt. 3 Ibs. 8 oz.........:$5.85 
9 A4949—Size 0. 5-inch straight shaft with %-inch ends. 
Length 11}4 inches. Shipping wt. 4 Ibs................ $6.15 
Heavy Duty Saw Mandrels. Precision 
Gi built. High speed babbitted bearings. $290 
Machined steel collars. Cold rolled steel shaft. Size 00 
Set collar, With bolts, State size wanted. _ 
Pulley Shaft Shaft Size Shpg \99 A 04947 99 A 04932 
Size} diameter | Size at end wt, | Left hand Right hand 
and face inches inches threads | threads 
00 q FH in.}16 x 8 ¥%...| 7 tbs.|...$2.90.. $2.90 
0 in. |1614x is ....¥%...| Wlbs.)... 4.20. 4.20 
it 163336 | iat 164xltA,_!...1 ...| 20 Ibs 5205, 5.20 
2/3 x4 injl9 xb3_))...134...| 24 Ibs 6.30.. 6.30 
3 | 344x4%4 in.|2114x1 546). ..13¢...| 30 Ibs. 7.40. 7.40 
6/5 x6 in.j28yoxl vie .. 1%...} 40 Ibs 1220 12.20 
7 | 54x64 in.}3014x1 (he Boise 48 Ibs.|...13.75.. 13.75 
8 |} 6 x7 in.j3244oxl1 vel. .14...| 60 Ibs. 15.30.. 15.30 


CUS POG, 


Band Saw Blades 


Finest quality saw steel. Low as 
Every blade properly set 
and filed for recommended 


85< 
use. Shipping weight each, 


7 ounces. Please stote width wonted. 

9 A 2660—For wood. 564 in. long, % 
or }4-in. width Each 85¢ 
9 A2336— For wood. Skip tooth. 58 in. 
long. 246, 4 or %-in. width....... 95 
9A 2663— For wood. Skip feoth. 62 in. 
long. ¥{¢ 14 or %-in. width. . .95¢ 
9 A2665—For wood. 63 in. 
X or &%-in. width 
9 A2657—For wood. 78 in. long. % 
M, % or 34-in. width............. 

9 A2623—For wood. 80 in. long; oy 
\{, % or \-in. width............. 95c 
9 A2668—For brass and non-ferrous 
metal. 78 in. long; 4-in. width... .95¢ 
9 A2624—For brass and _ non-ferrous 
metal. 80 in. long; }4-in. width... .98¢ 
9 A2625—For steel 80 inches longs, 14: 
inch ‘width: . 52) alae: osc « 5 ote 


gue: é 


Special length Band Saw Blades 


9 A2669F—Not brazed. Blades brazed 
for 45c each, in addition to prices be- 
low. State length and width wanted and 
if you wont blodes brazed. Shipped from 
factory in Chicago. 


Width Shpg. wt. 


Yineh.... ..]....L ounce....]....... 
745 ee... 
\ inch... 


Per foot 


ee 


CRAFTSMAN: 


— 


RAFTSMAN “190” 


REG.U.S.PAT. OFF 


Cuts wood 6 inches thick 


Here’s a mighty essential saw for all woodworking shops! You're 
able to saw curves in lumber up to 6 inches thick and to the center 
of a 24-inch circle with this CRAFTSMAN heavy duty Band Saw. This 
extra large, extra safe saw is designed to meet your toughest produc- 
tion problems. When equipped with special blades, it can be used for 
sawing asbestos, bakelite, paper, insulation, fiberboard, sheet metal, 
etc. When a rip fence (described below) is attached to the table, 
this saw is ideal for ripping lumber. 


Large cutting capacity. The 1436x12}4-inch table tilts and locks 
to any angle up to 45°. . . adjusts with accurate tilt angle indicator. 
With the non-tilting extension the table size is 183¢x143/4_ inches. 
Regular table made of smooth ground heavy ribbed cast iron. In 
center of table, around the saw blade, is a soft aluminum throat plate 
that prevents damage to blade in case of breakage. 


Extra safe. Notice the fully enclosed design! It’s sleek, stream- 
lined and safe. Safe because practically all the working parts, except 
the actual cutting section of the blade, are completely enclosed in 
a sturdy steel frame or casing. No chance of injury tothe operator if 
the blade should accidentally break! It’s inside the casing where it can’t 
fly out This is one of the safest band saws ever built. 


Rugged superior construction. The two rubber-tired cast iron 
wheels used in this CRAFTSMAN Band Saw are much heavier than con- 
ventional steel or die cast wheels found in other saws. The lower 
wheel is the driver and is connected by a belt to the motor. This fea- 
ture and the extra weight gives a flywheel effect for exceptionally 
smooth operation even on deep cuts. The upper wheel raises and 
tilts on sturdy mounting to adjust the blade tracking and tension. 
Each wheel runs on two sets of ball bearings. 


= 7 [5° CASH 


Without Motor 


$750 DOWN .. 


ON TERMS 


Accurate cutting. The saw guides, one above and one below the 

table, hold the blade firmly but gently in place . . . keep the 

blade from twisting and wobbling . . . enables you to make true, ac- 

curate cuts. The guides are made of hardened steel and have oil im- 

pregnated adjustable bronze blocks. Ball bearing thrust wheels. 
SPECIFICATIONS: 


@ Depthofithroat, maximum. ...../!).0. . 22...) .aeeeeee 12} inches 
emDepth, of cut, maximum. |. <5 .).j0:2l. tetas ae ie ee 6% inches 
ea bleisiZe re oars; 6s sbsss’suStesyevn oe eee ee Bie ee inches 
e Table size with auxiliary table (included). ..... 1834x143/44 inches 
@ Length ofpblade’, v4). 03. :2coscad Mo cat aon eee eee 80 inches 
e Width of blade ene saan rat oca Rigavaas oo, aa, eae ee ¥-inch 
e Blade capacity. . a sid eae .% to % inch 
WB GSPIIES, Fy.<, ce a.hvce Ha tihes See eae “Ra our Si ball bearings 
eSizeiofieach wheel... 60 6ic..ac0% es «ane ts ee 12 inches 
© Machine pulley (included)..................000eeeeee 5 inches 
© Motor pulley (not included)..............0.cce ee ueee 2 inches 
e Motor recommended minimum............ ¥% HLP. 1750 R.P.M. 
e Recommended speed: Revolutions per minute........ approx. 690 

Feet:persminute: = > ssaceten nace 2200 
© Mounting dimensions... .; «2.7 s::..0+5 20. perenne 534x135 inches 


© Over-all dimensions: Height 35 inches; width 24146 inches; depth 

143.4, inches. 

The strong, rigid steel column and heavy cast iron castings form 
asuperstrongframe. All parts of the frame are locked in perfect 
alignment . . . helps eliminate vibration and insure smoothness of 
operation. Shipping weight 104 pounds. 

99 AM 2337—CRAFTSMAN 12-inch Band Saw without motor.....$71.50 


99 AM 2379—CRAFTSMAN 12-inch Band Saw with 4g H.P. 1750 R.P.M. 
ball bearing split phase, 110-120-volt, 60-cycle A.C. motor. 2-in. motor 
pulley, }4x38-in. V-Belt. Shpg. wt. 134 lbs.........eceeeeeee $90.00 


Rip Fence for above Band Saw 


Here’s a very handy band saw accessory for use when making straight 
cuts on thin pieces of lumber. The best results can be obtained if 
you use it with a 44-inch blade. 44-inch blades have little tendency 
to be deflected by heavy grain in wood. Equipped with locks at front 
and rear for better alignment. Comes complete with all the neces- 
sary fittings. (Illustrated at left.) Shipping weight 5 pounds. 

9 A 2343—Rip Fence for 99 AM 2337 Band Saw above........ $4.80 
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RAFTSMAN “100” 


REG.U.S.PAT. OFF 


Entirely new! Extra large capacity CRAFTsMAN band saw. Now you can cut to the 
center of a 36-inch circle in lumber up to 1234 inches thick. It’s the finest 18-inch 
band saw we’ve ever sold and the price is so low. Just the band saw for your pat- 
tern shop, hobby shop or plant. 


(RAFrsmMan 


THE BIGHT War 


TO Say 
Streamlined, fully endosed design. All operating parts except the actual cut- Antenne 
ting edge of blade are covered by heavy gauge steel casing. Has heavy duty welded all AND TOOLS 


steel frame. Two-wheel (rubber-tired) cast iron construction. Lower wheel is the 

driver and is connected by belt to motor. ° 
Extra large table, 20%x17% inches, of smooth ground cast iron tilts down and 

locks at any angle from 0 degrees to 45 degrees. Saw guides above and below the 

table guide blade straight and accurately . . . have ball bearing thrust wheels . . . 

gives you accurate, true cutting. 


SPECIFICATIONS: 

MDepr iol WETOAG, 88. | sinc eile no) wees Msyiew ees wads ace owe ne ene es 18 inches 
OU ceo ac tol: er 1234 inches 
© Table size. ...: ETS SORE PVG: cree SON Ye che IM etna al! 2044x17% inches 
e Length of Blade (one %-in. width included).....................005: 11 feet 
OB) DIRE. JW odliiah > AS bG cle oe Ges oq eaten ean a ere to 1 inch 
UREAMIN Gu. ae ide es eos enon’ o Six sets of grease sealed precision ball bearings 
SESIZELOHeAGHY wheel ee cent eer e ister ofak eS iee eaAa ss Nvhe Sagan g)s arene S cee 18 inches 
© Machine pulley (included)....................000000: 7 inch Single V groove 
© Motor pulley (not included)..................00eeeee 3 inch Single V groove 
© Motor recommended, minimum....................+5% 1 H.P. 1750 R.P.M. 
© Over-all dimensions:........... Height 75 in.; width 2234 in.; depth 31 inches 
99 AM 2377—Without motor. Shipping weight 420 pounds.............. $260.00 
9 A2715—Woodcutting blades for above saw. State width wanted. 

Y-inch width. Shipping weight 3 ounces...............2.000.s00e $1.85 

%-inch width. Shipping weight 4 ounces..................---.-0e $1.95 

S-inch width. Shipping weight 6 ounces,................-.20000- 2.30 


See page 9 catalog No. 9A2669F for other band saw blades up to 1-in, width 


$260°° 


Without Motor 
( RAFTSMAN “100” $2600 Psy TERMS 
REG. U.S. PAT. OFF 


Belt and Disc Sander 


One of the most versatile and useful CRAFrsmMAN Power Tools. It takes the hard 
tedious work out of sanding. Both flat and curved surfaces can be sanded with it 
... end grain and small work with the 9-in. disc; curved and irregular work with 
the end drums and all types of flat work with 6-inch wide flat belt. 

Large adjustable sanding disc table. 634x12-inch table can be tilted to any 
angle up to 45 degrees. Use the sanding plate and table on either right or left side ) > 
of sander or at the end. Table and sanding disc can be removed to enable you to 
sand extra long work on the belt. Miter gauge included fits slot in table. 


Position of belt sander easily adjusted. 6-inch belt sander can be used in verti- 
cal position (as shown in small illustration at right) or any intermediate angle 0° 
to 90° with sanding table mounted at end of machine, in horizontal position. 

Quick-change belt release. Rapid change from belt of one grit to another. 
Lever releases belt tension. Rubber-covered belt rollers act as sanding drums. 

Rugged, long-life construction. Large self-lubricating bronze bearings insure 
long life and smooth operation. Oil well around each. Table and frame made of 
durable cast iron, gray enamel finish. 


SPECIFICATIONS: 

e Width of belt .................6 inches; Circumference of belt. .4854. inches 
e Table size—sanding belt table....................20000 00 634x179 inches 

Sean e iSC ADNG oF eros a 20% en nies oad oe ues oe oi 634x12 inches 
SP MiAMELETIONGISE SANGET:...... ¥ <forcisS Eloisa, Fists yeiejecs. eo: oslo siarete/eTRelele oe Reeys 9 inches 
WBLLOATIN CSR RIE eas ete ay ike Neo PESUsfe: js: 0! esate de te gshare SPE due.o:abofevecerats Four oilite bronze 
BINT ETAUCLEATEICCET oy ss ARM =. 0 «cas cgaga Paley us (o esehes dh ere things sis) ayalasevsiodele Guana ea ais 3 inches 
eeMachine pulleys (included), .,.::,..< MMe .-<isiais.2 ekageis-0. overs She eresace wa alse arose s wae 3 inch 
© Motor pulley (not included)............. 0.00. cece ccc eee eee eens 234 inch 
© Motor recommended, minimum....................005 ¥ H.P. 1750 R.P.M. 
eo Motnting dimensions) - 4 ;- -.5:.%.-.6 sa s.. + s:e:B aye sisrege «8S e's aie ele © one 7x15 346 inches 


© Over-all dimensions: Ht. 1134 in.; width 20% in.; lgth. 2834 in. 
Comes complete with miter gauge, adjustable stop guard, 9-inch sanding plate, 
sanding belt and 3-inch machine pulley. 

CRAFTS MAN Belt and Disc Sander without motor, motor pulley or V-belt. 

99 AM 2235—Shipping weight 65 pounds.............. cece etc e eee eens $45.00 


CRAFTSMAN Belt and Disc Sander with 34-H.P. 1750 R.P.M. capacitor ball 
bearing 110-120volt A.C. motor, 50x}4-in. V-belt and2}4-in. motor pulley. 
99 AM 2233—Shipping weight 100 Ibs.......... 0... cece cee cece ee eee e eee $74.00 


For replacement belts and discs for above see 9A21467 or 9A2526 on page 43. 


Zane POWER TOOL.. 11 
my eee Oy ee Pp 3 | 


| $5.50 Bei 


‘ 


In the view at the left, you see the 
spiral cut steel gears used in CRAFTS- 
MAN Portable Belt Sander. The ex- 
clusive triple-drum construction makes 
possible a direct gear reduction from 
the motor to the drive shaft. No 
right-angle drive requiring a compli- 
cated arrangement of worm or bevel 
gears is needed. 


Notice, in the drawing at the left, how 
the three-drum construction makes 
possible more efficient construction 
+++ modern streamlined design. The 
sturdy motor is mounted in the center 
inside the housing for greater effi- 
ciency, better balance and easier 
handling. Permits use of a longer belt 
which gives you greater belt life. 


RAFTSMAN 


REG. U.S. PAT. OFF 


Portable Belt Sander 


Exclusive 3-drum construction .. Heavy duty G. E. Universal Motor 


Do your sanding the modern electric sander way! 
Save time...take this Crarrsman Portable Belt 
Sander to the job. You'll be amazed... it’s so light 
weight and easy to handle. The frame and housing 
are made of strong die cast aluminum... motor is 
mounted in the center...completely protected. 
Here is the ideal sander for craftsmen, boat builders, 
cabinet makers, pattern makers, etc. 

3-drum design. The great development in sander 
construction that is far superior to conventional 
2-drum con.-ruction. It permits direct spiral gear 
‘eduction to drive shaft. No right angle drives or 
“omplex worm or bevel gearing. It also makes pos- 
sible the modern functional design . . . gives minimum 
clearance on one side and front for getting into tight 
places as well as close to walls and corners. 


Superior sanding surface. The 26%x3 inch sand- 
ing belt is longer and wider than belts used on con- 
ventional 2 drum sanders of the same general size. 
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This sander produces a new, clean, smooth surface 
swiftly. And it means less wear and longer belt life 
with fewer belt changes. Metal shoe, on bottom of 
sander, keeps belt in even contact with work. 
Smooth, easy operation. The convenient quick- 
change belt release lever is located on outside of 
housing. Just flip it and belt is loose . . . ready to be 
removed. All you do is replace belt, flip lever again 
and you're set to go back to work. All three drums 
are equipped with dust-protected, self-lubricating 


bronze bearings . . . extra large oil reserves. Built-in 
fan air cools the motor. 
SPECIFICATIONS: 

@:Belt:size: width. awsicianas -eyyse the waa 3 inches 
lengthis.ac ccc omen cadas Hees 26% inches 

e Bearings: motor .....%-. sc. .0. 04a. precision ball 
@numshe.acck self lubricating bronze 

e Free speed of belt............ 1200 ft. per minute 

BLQGBES Ss ctutawn iran -pasanene spiral cut steel 


e Belt release.......... quick change, cam operated 
e Motor....... G.E. universal, 110-120 volt AC-DC 
eSwitehiejc.4c0e0 safety trigger type; non-locking 


e Over-all dimensions: Height 8 inches; length 114% 
inches; width 5 inches 
Powerful G.E. universal ball-bearing motor de- 
velops % H. P. maximum; has heat and abrasion- 
resistant Formexinsulation that guardsagainst motor 
“burnout.” This sander is safe too, Will not run unless 
operator holds trigger switch in ‘‘on’’ position, Comes 
complete with 10 feet of 3-wire cord, plug, 3 assorted 
belts and heavy duty all-steel carrying case. 
99 A 02230—Shipping weight 18 Ibs.......... $53.95 
Replacement Belding Belts. Made of silicon carbide 
abrasive on cloth, 3x26% inches. Your choice of four 
grit sizes: 00 (extra fine), 0 (fine), 1 (medium) and 
2 (coarse). Please state grit size wanted. 
9 A2231—Shpg. wt. per belt 40z.........-0005 32c 


See inside front cover for Sears Easy Terms 


‘45° 


$4.50 onrerms 


Really o work saver! Perfect 
for polishing your cor, remov- 


ing rust, and similar jobs 


RAFTSMAN 


REG. U.S. PAT. OFF 


Flexible sanding discs are just 
the thing for sanding curved or 
irregular work surfaces 


Bas 


Works in any position. Use 
for resurfacing floors, wood- 
work, ceilings, furniture, etc. 


With box and accessories 


Takes the hard work out of polish- 
ing furniture, floors, linoleum, etc. 
Saves time in the home or shop 


Disc Sander, Buffer, Polisher 


Will actually do the job IO times faster than by hand 


Painters, cabinet makers, metal workers, auto .refin- 
ishers, hobby crafters and housewives. . . you’ll want 
this CRAFTSMAN Disc Sander for your work. Every- 
one who does sanding or polishing will want it. It’s 
ideal for work on autos, boats, furniture, floors, wood 
or metal ... and for all types of general mainte- 
nance work. You'll actually be able to do your sand- 
ing, polishing and buffing jobs 10 times faster than by 
hand. Produces a better job without all the hard work. 

Easy to operate. Just think ...No rubbing! 
No pressing! No more aching arms and backs! You'll 
be amazed at how easy this disc sander is to operate 
and how swiftly it does your work. Simply plug it in 
. .. snap the handy trigger switch . . . and go to work. 
The machine does the work for you almost like magic. 
All you do is guide it. 

Lightweight. It weighs only 6 pounds. Solight and 
well designed that it’s as easy to handle as an ordinary 
flatiron. Women can use it to zip through those 


ordinarily tiresome polishing tasks in the home. 


Sturdy construction. Frame is made of strong die- 
cast aluminum alloy . . . makes this disc sander light 
and easy to operate yet withstands many long hours 
of steady use. Equipped with a heavy duty 110—120- 
volt General Electric Universal A.C.-D.C. motor de- 
velops 4% H.P. maximum. Formex insulation .. . giv- 
ing long motor life. The motor, mounted directly over 
disc, provides maximum power and perfect balance. 


SPECIFICATIONS: 
© Dise:sizendiameter..02% + iste ne ccs + axes 6 inches 
e Over-all height, with disc............... 7 inches 
DA BCROIIEOL See wes. care gs tugs wahie sane Precision ball 
AER a A oa i callb isi hast wah Sime, ad Helical spur 
© Free speed of disc................5, 1600 R.P.M. 
e Switch................. Trigger type; Non-locking 


e Motor..............G.E. Universal 110-120 volt, 
25~60 cycle, A.C.-D.C. 
© Bengthiol cord). fires, 09 s-.s0ki; nla Sais as ee 10 feet 


Handy knob and switch. Convenient, easy to con- 
trol trigger switch is located on hand-fitting handle. 
Switch is non-locking. Large plastic knob for two 
hand control can be mounted on either side. 


Accessories included. Comes complete with 10-ft. 
3-wire rubber covered cord and plug, 6-inch flexible 
rubber sanding disc, 7-inch lamb’s wool buffing bon- 
net, 6 assorted sanding discs, socket wrench for at- 
taching discs and steel case to hold sander and acces- 
sories. Sander may be used on wood, metal, plastic, 
concrete, stone, wallboard etc. either flat or curved 
surfaces. Shipping weight 12 pounds. 

99 A 02561—CRraFTSMAN Disc Sander......... $41.50 


Sanding discs for above sander. Made of silicon car- 
bide abrasive. Choice of four grits; 00 (extra fine), 
0 (fine), 1 (medium) or 24 (coarse). Package of 6 of 
any one grit. Diameter of discs 6 inches. 

9 A2562—State grit wanted. Shpg. wt. 7 oz....... 39¢ 
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_ Headstock and tailstock both 
equipped with No. | Morse taper 


amen anemone eset 


Without motor 


DOWN .. ON 
$5 EASY TERMS 


RAFTSMAN 


REG.U.S. PAT. OFF 


No wrench necessary to 
adjust height of tool rest 


New convenient locati 


“100” Ball-bearing Lathe 


Ball Bearings in Headstock—Threaded Spindle 


9-inch swing . .. 30 inches between centers... 46%-inch bed. By far our finest 
wood-turning lathe. A big, production-type lathe—with extra heavy duty con- 
struction throughout. A perfect tool for the master craftsman. Because of its 
excellence in every detail, it is sure to gain an important place in professional 


Comes complete with tool rest, spur and cup centers, wrench (same wrench is used 
for both tool-rest slide and tailstock), 4-inch 4-step motor pulley. 44x44 in. V-belt. 
Chromium plated hand wheels and headstock spindle cover. 


dworki 4 h " naet SPECIFICATIONS: 
woodworking an pattern shops a over . merica. : ; SP oc. cise osc n Bayona 34-inchx16 right hand thread; No. 1 Morse female taper 
Extra heavy cast semi-steel construction reduces vibration. Even under heavy : ‘ 
: A i : © Spindlespeeds iss:ccs gas ss emewwas exes Four: 875, 1350, 2250 and 3450 R.P.M. 
cuts or high speeds this lathe operates with exceptional smoothness and accuracy. eo Tailstadket No. 1M f 1 
Bed is sturdy, rigid and well braced. Three-point mounting helps eliminate twist at Eels ac I ec eet 2 econ baa red eaacc ocd gh oe se © 
and strain. All parts are accurately machined. @ Tailstook mam (travels ojos... 656s 56.5 6 sco: «ys eienass siasanssanene s HEROEORISE 234 inches 
Two precision ball bearings—oiled for life—and one ball thrust bearing in head- * Machine pulley (included)..... . iE fs ROBE BS ae gery 4-in. 4-step V type cone 
stock. Provide almost limitless service. Protected against grit and dirt. Assures e Motor pulley recommended (not included)........... 4-in. 4-step V type cone 
longer life—-greater accuracy in operation. Ball thrust bearing absorbs end thrust. e¢ Motor recommended (minimum)...................55 \ H.P.; 1750 R.P.M. 
No. 1 Morse taper in both headstock and tailstock. Easy to use with work e Mounting dimensions (hole centers)... ........ 0.000000 eeeee seed 4gx43)4 in, 
arbor, drill chuck, etc. Removable cover on outboard end of %-inchx16 left ¢ Over-all dimensions.............height 1034 in.; width 8% in.; length 50% in. 
hand thread headstock spindle permits outboard turning of larger diameter work 99 AM 2307—Without motor. Shipping weight 82 lbs...............0.00% $47.50 
without reversing motor. Has indexing pin for use in fluting. May be driven from 99 AM2396—With % H. P. split phase 1750 R.P.M. 110-120-volt 60-cycle A.C. 
rear or below. Has attractive rust-resisting gray enamel finish. ball bearing motor and 4-inch, 4-step motor pulley. Shpg. wt. 112 lbs...... $66.00 
CENTERS CHUCKS ARBORS 


For Centers to fit the CRAFTSMAN Lathe above 


see page 25 


Lathe Bed Extension 


Exceptionally 
A) handy acces- $895 
sory for your lathe 
when doing extra long turning 
such as table legs, bed posts, 
lamp standards, etc. It’s 18 
inches long. Increases the dis- 
tance between centers to any- 
thing you require. 

Heavy cast semi-steel in one 
piece. [t's ribbed and _ rein- 
forced just like lathe bed. For 
CrartsMAN 994M2307 lathe 
shown above or 2318. Shpg. 
wt. 20 Ibs. 


Long Tool Rest 


A great conven- 

e) ience when mak- $500 
ing long turnings such 

as table legs, bed posters, lamp 
spindles, etc. Makes it unnecessary 
to shift the standard tool rest down 
the bed. 

It’s extra long...a full 20-inches. 
Made of high quality cast semi- 
steel . . . well machined and nicely 
finished. Mounts rigidly on lathe 
bed. Readily adjusted for height. 
May be used on the CRAFTSMAN 
9 AM 2307 lathe above or 2318. 
With one bed bracket. 

9 A2316—Shpg. wt. 10 Ibs. . .$5.00 


EASY TERMS 


It's easy to buy the power tools you need in one order for only a 
small amount down if you use Easy Terms. See inside front cover. 
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For Chucks to fit the CRAFTSMAN Lathe above . 


see page 25 


High grade Face Plates 


Make your lathe much more useful. High 95 
quality cast iron construction. Complete with $] 
setscrew. 

For 99A02160 lathe shown on opposite 9A2320 
\ page or any other lathe with %-inch straight un- 
threaded spindle. 
9 A2320—4-inch diameter. Shpg. wt. 1 lb. 5 oz.,... $1.95 
‘pl For 2318 lathe or any other lathe with %-inch straight 
— unthreaded spindle. For inboard turning. 
9 A2324—4-in. diam. ‘Shpg. wt. 2 Ibs........0..00.. $1.95 
9 A2325—8-in. diam. Shpg. wt. 2 Ibs. 8 oz......... 3.65 
For 99AM2307 lathe shown above or any other lathe with 
34x16-thread spindle. Shipping weight 2 pounds. 


For Arbors to fit the CRAFTSMAN Lathe above 


see page 25 


Sanding Plates 
Carefully machined $390 


and balanced. Fitted 
with sandpaper. Cast =r 
iron construction. eieeaiom: 


For 99 AM 2307 lathe 
shown above or other 3-in.x16 right 
hand threaded spindles. 
9 A2491—8-inch diameter. Shipping 
wt. 2 Ibs: 8u0ze ssc eee $3.90 


For 99 A 02160 lathe on opposite 
page or other %-inch straight un- 
threaded spindles. 


9 A2341—8-inch diameter. Shpg. 


9 A2489—4-in. diam. For inboard turning......... $2.20 
9 A 2490—8-in. diam. For inboard turning......... 3.95 MUSOU RES aac ee See 368 ohp 5: ibe 
9 A2492—8-in. diam. For outboard turning........ 4.00 For 2318 lathe or any lathe with 


3-inch diameter. (Not shown.) Complete with spurs, re- 
movable center and screw center. 


9 A2091—Shipping weight 1 pound 12 ounces...... $1.65 


34-inch plain unthreaded spindle. 


9 A 2308—8-inch diameter. 
Shpg. wt. 2 lbs. Siozs g......2- $3.60 


~~ 


Headstock spindle rotates 
: —a 2 oilite self- lubricating 
‘ bronze bearings 


LY 


Height of wv easily 


CSSD adjusted . . with just a twist 


of the wrench 


Without Motor 


($25 


(Rartsman 


THE RIGHT WAY 
To Say 


HARDWARE 
AND TOOLS 


DOWN ON 
TERMS 


RAFTSMAN “40” Lathe .. new design, features 


Only $3 down will put this fine Wood Turning Lathe in your shop 


8-inch swing . . . 24 inches between centers . . . 36%-inch bed. Famous 
CRAFTSMAN quality is built into every part of this rugged, well made lathe. Modern 
in every way ... with many important post-war improvements in design and con- 
struction. We believe you will find it impossible to buy another lathe in this price 
range that matches this CRAFTSMAN Lathe for quality features, performance and 
capacity. It’s a “must” in any well equipped work shop. 

Heavy cast semi-steel construction for smooth, accurate operation. Entire 
bed is made in one piece, ribbed and reinforced to reduce vibration to a minimum. 
All parts are accurately machined. 3-point mounting helps eliminate twist and 
strain. Tailstock easily and quickly adjusted. 

Two oilite self-lubricating bronze bearings and one ball thrust bearing in 
headstock. Oil well surrounds each bearing. This close, tight seal keeps spindle 
journals accurate—protects them against dirt and grit. Oil actually filters through 
bronze. Assures longer life and greater accuracy in operation. Ball thrust bearing 
absorbs spindle thrust to give smooth, accurate operation. 


¥%-inch straight unthreaded spindles in headstock and tailstock. Removable 
cover on outboard end of spindle makes it easy to turn large diameter work without 


CENTERS 


For Centers to fit the CRAFTSMAN Wood Turning 
Lathe above—turn to page 25 


CHUCKS 
For Chucks to fit the CRAFTSMAN Wood Turning 
Lathe above—turn to page 25 


reversing the motor. May be driven from the rear or below. Comes complete 
with tool rest, spur and cup centers, wrench (for tool rest slide, tool rest, and tail- 
stock lock) and 3-inch 3-step pulley. (V-belt not included.) Attractive rust-resist- 
ing gray enamel finish; handles and headstock spindle cover are cadmium plated. 


SPECIFICATIONS: 
SSOINUNG.. waa. « Seo Lane ee wa ae 54-inch straight unthreaded 
a Spindle speeds jc 6 cs oc Weinsendsresnia oo Meee Three: 1025, 1750 and 2985 R.P.M. 
eo: Tailstockiramtravel:... cs eseceiuss, fs aires aoc ee ee Ee 14 inches 
© Machine’ pulley. (included). sc. 24... ee 3-inch 3-step V-type cone 
© Motor pulley recommended (not included)........... 3-inch 3-step V-type cone 
e Motor recommended (minimum) .................00005- 4 H.P. 1750 R.P.M. 
© Mounting dimensions (hole centers)... .......... 0000 eseeeceeeeee 3334 x 6 in. 
© Over-all dimensions.................. Height 874 in.; width 7 in.; length 40 in. 
99 A02160—Without motor. Shipping weight 54 pounds.................. $25.00 


99 AM 2162—With 14 H.P. split phase 110-120-volt 60-cycle A.C. 1750 R.P.M. 
ball bearing motor. 3-inch 3 step cone-type pulley, }4x36-inch ‘‘V'’-belt. Shipping weight 
SA GOUT wi. o:asie:osesestracs,eite-3 ateyengrarst ase raze coh MO) Sees ee ROMER TE PERO te TRE Fe ECTS TE $44, 


ARBORS 


For Arbors to fit the CRAFTSMAN Wood Turning 
Lathe above—turn to page 25 


—— 


CAAFISUAE 


Crarrsman Turning Chisels Crarrsman heavy duty Chisels 


Crarrsman Jack Shaft 


CRAFTSMAN Cone Pulley Jack 25 
Shaft. Used with matching $6 
cone pulley on machine. Pro- 
vides broad speed variations on 4-inch 
lathes, drill presses, jig saws, sanders, grinders, 
etc. Speed is varied in certain definite steps. 
It is most commonly used between the motor 
and tool being driven. With proper pulleys, 
the speed of the jack shaft itself may be varied 
from motor speed, thus raising or lowering 
the range of speeds which are available in the 
driven machine. 

Has self-aligning, self-lubricating bronze 
bearings with oil reservoirs. Cast iron base. 
Shaft of durable cold rolled steel. Die-cast 
pulleys. For use with -inch V-belts. Ship- 
ping weight each 7 pounds 8 ounces. 


9 A 2494— Please state size wanted. 
With 4-inch 4-step pulley............... $6.25 
With 5-inch 4-step pulley............... 6.40 


In these fine chisels, you get genuine CRAFTSMAN $ 25 
quality at moderate prices. All have brightly 

polished 4-inch steel blades, carefully tempered 9 A 2850 
to take and hold a keen edge for fast, clean 

cutting. Expertly ground. 8-in. handles of smoothly fin- 
ished hardwood, securely fastened to blades. Heavy ferrule. 
Average over-all length 13 inches. Shpg. wt. each 13 oz. 


(B) 9 A 2850—Gouge, 4-inch wide................ 
(C) 9 A 2851—Gouge, 34-inch wide............... 
(D) 9 A2852—Gouge, 34-inch wide.. 
(E) 9 A2854—Spear Point Chisel, 44-in. wide 


(F) 9 A2856—Round Nose Chisel, }4-in. wide...... 1.40 
(G) 9 A 2858—Parting Tool, 14-in. wide........ = 130 
(H) 9 A 2862—Skew Chisel, 4-in. wide............ 1.10 
(J) 9 A 2863—Skew Chisel, 1-inch wide............ 1.30 


9 A 2853—Complete set of 8 chisels listed above, in sturdy 
wood box covered with attractive artificial leather. 
Shipping weight 8 pounds 10 ounces.............. $11.50 


The finest wood-turning chisels we have ever 25 
sold. Real professional quality. Forged “Super- $2 
Tuff"’ steel blades, about 6 inches long, heat 
treated to take and hold a super keen edge. 9 A2877 
Expertly ground. Blades are highly polished and beauti- 
fully finished. 10-inch maple handles; lustrous natural finish. 
Average length 16% in. Shpg. wt. each, 1 Ib. 2 oz. 


(K) 9 A2877—Gouge, 34-inch wide............... a S2t25 
(L) 9 A2878—Gouge, 34-inch wide............... 2.40 
(M) 9 A 2879—Gouge, 34-inch wide................ 2.55 
(N) 9 A 2890—Spear Point Chisel, }4-inch wide..... 1.60 
(P) 9 A2891—Round Nose Chisel, 44-inch wide.... 1.60 
(R) 9 A 2893—Parting Tool, 4%-inch wide.......... 2.05 
(S) 9 A 2894—Skew Chisel, }4-inch wide........... 1.60 
{T) 9 A2895—Skew Chisel, 1-inch wide........ aan AKSO 


9 A 2898— Set of 8 professional chisels listed above, in heavy 
wood box covered with attractive artificial leather. 
Shippingéweight ‘Ui Wsremery cr Meh cic. coe ste $17.50 
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Crartsman Jointer-Planers ... accurate and safe 


REG.U.S. PAT. OFF 


Crarrsman “80” ball bearing type 


REG.U.S.PAT.OFF. 
The ideal jointer-planer for small woodworking shops, school shops and home 
workshops. The three 4% inch high speed steel knives in the 43-inch cutter 
head are securely locked in. Retain sharp, easy-cutting qualities. 

Front and rear table are precision ground cast iron and operate on accurately 
machined ways to insure perfect alignment. 19 44-inch fence tilts 45 degrees 
either way ... locks in position. Rugged one-piece cast iron base, with three- 
point mounting, eliminates twist or strain, gives rigid support. 

Quick-acting guard gives positive protection . . . readily removable for mak- 
ing rabbeting cuts. Accurate gauge indicates depth of cut and angle of tilt with 
rip fence. Ball bearings sealed against dirt and lubricated for life. 

SPECIFICATIONS: 


Ce nr ee rc er 4% inches 
CPG ust ees aig nt es Rg es Few FoR ED cose ER ears ¥% inch 
e Rabbet depth......... See tins 5 sce cio seme Bion ...¥% inch 
© Bearingsaccict. cerern- ser ste ok SN cscs eis 2 sets sealed precision ball 
e'Cuttemknives®. jc a6 occ esses eerie 3 high speed steel, 434x'}44x% inches 
© Léngth obfront table... oid .asdie sob spas +x deme ie shai. «mated 11346x6% inches 
i hewethuol mearames 5. ic Senne AER ee ae eas 1134x6% inches 
et een CERMOL EEN COn anc cacsne seve reir Senses eerie Sa sees seeder 8 aes 1914 inches 
SISpiNalerdiaMctert. 72 c.mestw was cmos Betas t SS gles 0 sae mrad 44 inch 
e Recommended speed, approximately................0000 0 eee 4500 R.P.M. 
e Motor recommended, minimum.................-.0.05 14 H.P. 1750 R.P.M. 
e Machine pulley (included)....................... 2 inch single ‘‘V” groove 
© Motor pulley (not included)..................... 5 inch single ‘‘V” groove 
® Mounting. dimensions. ....... <8 < Ssageaetée addecesge0s8kes 734 x 2184 inches 
© Overall dimensions: Height 8 inches; width 934 inches; length 29 ihe inches 
99 AM 2334—CRAFTSMAN Jointer without motor. Shpg. wt. 95 Ibs...... $47.50 


99 AM 2340—CRAFTSMAN Jointer with 14 H.P. 1750 R.P.M. ball bearing split 
phase motor for 110-120-volt 60 cycle AC. 5-inch motor pulley, }4x40-inch V-belt. 
Shipping weight 95) lbs. -eemeasunie Meer an odes + .cuasus «eon asa $66.00 


4¥-inch Jointer Replacement Knives. Highsy:eed steel blades; ground to a keen 
edge. Set of three for above jointers or for Nos. 2287 and 2290. 
FrAl229 li —Ship pingiweightas OUNCES c.aycsc5% a sous. n.0 we ahe: das, side ece hie Si¥yepe Be Set $3.25 


16 .» SEARS, ROEBUCK AND CO, Zons1 


Crarrsman “100” ball bearing type 


REG.U. S.PAT.OFF. 

Heavy duty jointer-planer gives you greater accuracy, smoother operation and 
greater safety. 6-inch solid steel cutterhead has 3 high speed steel knives. 

Sturdy construction. Extra long precision ground cast iron table. Three-point 
suspension mounting of rear table aligns it perfectly with front table. Front 
table mounted on double set of widely spaced ways. One-piece base is rugged 
cast iron for rigid support. Three-point-of-contact mounting eliminates twist. 

Quick-octing spring-loaded guard gives complete protection. It never needs 
to be removed while machine is running. Guard can be removed in one mo- 
tion for rabbeting cuts. Belt and pulley fully enclosed by guard for safety. 
31 ® 44-inch fence tilts up to 45° in either direction . . . locks in place. 


SPECIFICATIONS: 
Oe Width Oetbeccn «: neewue : 5 < cee 5 RROES « 5 eee aa Se 634 inches 
CAG So tas) | ee ee en oe 44 inch 
ORa b bet: dep three. e.-sssststascers aise: eu Beware te ROL ete ov tegen vaste) oo ¥ inch 
@EERIINES. 52 aer 5d Sees awhg 2 as ee ee 2 sets sealed precision. ball 
Sutter KNIVES a6 «Wiens naw cage stone 3 high speed steel, 614x!'146x 4 inches 
@Lengthof front table... cos a: .cuc.05% Caries ocak cares Os 16 345x724 inches 
eLoenpthual rear table . <i. ¢ sie snmentragednd a> apemmoen seca aries 1774x734 inches 
ONTEENQUHVORLENCER. <.:5.cgzscyasverets smeqdqayeahs ot meme haus age ee 31% inches 
NS PIN dle GAM CLOR: gogo. oars marsnd Lao aes 9.1 WO es 1 OAR ee 5% inch 
e Recommended speed, approximately...............00000 cee 4500 R.P.M. 
e Motor recommended, minimum................-..0. Ww H.P. 3450 R.P.M. 
© Machine pulley (included)................0000005 2 inch single ‘‘V” groove 
e Motor pulley (not included)................... 244 inch single ‘‘V” groove 
eMournting: dimensions sjyachcv.aan> scours ses meoewenani~mt 85% x 32% inches 
© Over-all dimensions: Height 11% inches; width 20 inches; length 4234 inches 
99 AM 2390—CRAFTSMAN Jointer without motor. Shpg. wt. 151 Ibs..... $108.00 


99 AM 2391—CRAFTSMAN Jointer with 4 H.P. 3450 R.P.M. ball bearing capacitor 
motor for 110-120-volt 60 cycle A.C. 214-inch motor pulley, 44x42-inch V-belt. 
Shipping weight 168 1s: Aeyeor8.0..1leiorn cern Pega Mecay aes $139.00 


6Yg-inch Jointer Replacement Knives. Made of high speed steel; expertly 
ground. Set-of three for above jointer and for thickness planer No. 2370. 
9 A 2296— Shipping weight 10°ounces,. «2 0%.s/2 «sien a or.0e ove sla ovoloxacnaeivee $4.00 
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RAFTSMAN 


REG. U.S. PAT. OFF 


Craasrsman Power Feed Planer 


CrartsMaNn ‘‘100” heavy duty thickness planer 
. .. rugged and sturdy to withstand big daily pro- 
duction work. Extremely accurate cutting . . . holds 
cut to within a few thousandths of an inch. . . extra 
large diameter cutter with 3 knives and fast smooth 
power feed. 
Extra large capacity. Planes lumber up to 12 in. 
wide and 4 in. thick . . . as short as 6 in. and as thin 


as 14, in. Maximum depth of single cut 54g in. 
Solid, massive construction. Ribbed table fitted to 
massive one-piece cast iron frame by precision ways. 
Table quickly raised and lowered by handwheel. 
Safety type cutter head. 314-in. diameter. Ma- 
chined from solid bar steel and fitted with 3 high 
speed steel knives. Chip breaker and pressure bar 
hold lumber firmly to bed. Solid steel feed rolls grip 
lumber and feed at rate of 17 lineal feet per minute, 
SPECIFICATIONS: 


©: Depthiof cut, maximum... .......0000.... 54, inch 
e Width of cut, maximum............... 12 inches 
MU ANE YSIZE oe. reas Mtoe: eudvey erate te: ve: spaysvanevaneoer 12x20 inches 
Si5ze'o! clutter Heads ov sec as ns ceeeewne 344 inches 
WONNIVESitic.s cearcuesis suse three; size 12x7§x}4 inches 
© BearMgsi cc. osc ends es « age 2 sets precision ball 
e Power feed rate......... 17 lineal feet per minute 
© Machine pulley (included)..............- 3 inches 
e Motor pulley (not included)........... 634 inches 


© Motor recommended (variable) 
ete taro Meee Meee 34 to 2 H.P.; 1750 R.P.M. 
e Recommended cutter head speed, approxi- 


miatelyary, anda tee wiles sic cat 4200 R.P.M. 
e Mounting dimensions............ 834x183¢ inches 
¢ Over-all dimensions: height 23 in.; width 33 in.; 
depth 20 in. 


99 AM 2349—Without motor. Shpg. wt.3001bs.$260.00 


Thickness Planers= 


Without Motor 
$7 pown... 


Crarrsman Hand Feed Planer 


Now you can salvage old material . . . finish rough 

sawed lumber . . . reclaim marred or painted 
wood ... make flat stock out of warped boards, etc. 
... all with this Crarrsman ‘‘100” thickness planer. 

Large capacity. Planes material up to 6 in. wide 
and 2 in. thick . . . as small as 4 in. long and \ in. 
thick. Open side design allows you to plane 12-in. 
boards. Depth of cut adjusted by convenient hand 
wheel. Gives accurate operation . . . holds cut to 
few thousandths of an inch. 

Rugged long-life construction. Ribbed cast iron 
table and frame. Ways milled into one casting. Hand 
feed construction. Chip breaker and pressure bar 
guard head. 


SPECIFICATIONS: 


e Depth of cut,.maximum........05..0.0. 5,42 inch 
© Widthrof cut, maximum’. «<0 c2e<. oe on a 6 inches 
© Tavleisize rece cence 6546x193 inches 
e Size of cutter head........... 2% inches diameter 
@UIKNIV.ES'ys «5 xehepaces oe 20 three; size 64x!46x\ inches 
© Beatin 88s icccws. Boned Bas Miedo 2 sets precision ball 
© Machine pulley (included)..... 2 inch ‘‘V” groove 


¢ Motor pulley (not included)..234 inch ‘‘V” groove 
e Motor recommended (min.). 34 H.P.; 3450 R.P.M. 
e Mounting dimensions................ 8x10 inches 
© Over-all dimensions; height 15274, inches; width 
15234, inches; length 1934 inches. 

99 AM 2370—Without motor. Shpg. wt. 84 lbs.$59.00 
99 AM 2371—With }4 H.P. 3450 R.P.M. ball bearing 
capacitor motor for 110—120-volt 60-cycle A.C. 244-in. 
machine pulley, }4x58-in. V belt. 


Shipping weight 120 pounds................ $90.00 
9 A 2293—Set of 3 extra knives for above planer. 
Shipping weight 10 ounces.................005 $4.00 


Without Motor 
$6 vown... 


Crarrsman Shaper 


atcuLnar or 


(c] One of the finest tools of itskind .. . sturdy, ac- 
curate and dependable. Built for high speed 
light duty production work. Cuts smoothly and 
rapidly at all possible angles to the grain of the wood. 
Ideal for shop and light commercial applications. 
Extra large heavy duty table. 21x15 inches. Ad- 
justable in height. Bevel gears and screw mechanism 
moves table up and down on a tubular steel column. 
Scale shows depth of cut. Fence is adjustable with 
one side movable in or out for planing operations. 
Fixed spindle construction. Spindle and bearing 
assembly solidly mounted in frame for smooth, vi- 
brationless operation. Tapered spindle permits use of 
wide variety of cutters. Cutters prevented from 
coming loose by keyway in shaft with keyed washer. 
Built-in motor mount; spring hold-downs included. 


SPECIFICATIONS: 
@ Cutter Heighey. ic. 2s AeNe oredr ts 134 inches 
© CutterJione 6 3:20 ee oo ere ke ¥ inch 
© Spindle bearings........... ..2 sets ball bearings 
o}Mablejsize™rmy.< Macy tapi sss Oe 21x15 inches 
e Table height (variable)....... 10% to 1234 inches 
© Miter gauge slot.......... 3% in. wide; % in. deep. 
e Right fence face adjustable......... up to inch 
e\Spindlee rer. Berek Sem ¥-in.; 44x24 thread 
e Spindle speed, recommended........ 8270 R.P.M. 
e Machine pulley (included) ............ 13% inches 
© Motor pulley (included) .4-inch diam.; 44-in. bore 
e V-belt (included). ........ 44 in. wide; 31 in. long 
© Motor recommended (min.). . 34 H.P., 3450 R.P.M. 
e Mounting dimensions............ 1034x934 inches 


© Over-all dimensions: height 1834 in.; width 16 in.; 
depth (without motor) 27 in. 
99 AM 2381—Without motor. Shpg. wt. 116 lbs.$66.50 
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Fine quality, useful drill press accessories ... 


Drill Press Vise 


Increases accuracy by 
holding work firmly in 
position while it is being 
drilled or worked on. In- 
creases the range in size of 
work you can_ handle. 
Makes working with small 
pieces more convenient. 
Strong, accurately cut 
steel screw; knurled end; 
sliding handle. Cast of 
non-ferrous metal. 25%- 
inch jaws with steel faces; 
open 3 inches. Complete 
with 2 extra cast iron jaws: 
one for round or irregular 
work and one for tapered 
pieces. Overall length of 
vise 1044 inches. Shipping 
weight 4 pounds. 


Craersman Drill Press Milling Vise 


Use this drill press milling 
vise to increase the useful- $3500 
ness af your drill press! This $3.50 vown 
versatile accessory enables you 

to handle alf types of accurate drilling, layout and 
spacing work—straight lines, radial and circular 
work; also light milling. Can be used with shaper, 
lathe or grinder for jobs in which accurate feeds in 
one or two directions are required. 

Bolts on drill press table. The work is locked on 
the table between two adjustable jaws. By use of 
the two cross feed controls, work may be moved to 
any desired horizontal position. Base is gradu- 
ated through 180 degrees so vise table may be 
rotated to any angle and set accurately. Table is 
7x7 inches. Travel on both cross feeds is 6 inches. 
Capacity of vise 344 inches. Husky jaws are 3 
inches wide; 15% inches high. Dovetailed ways 
assure smooth, accurate operation at all times. 
Complete with wrench. 


Hold-down Guide 


CRAFTSMAN. Made to fit 

almost any drill press 
table. Indispensable in mor- 
tising or repetitive drilling. 
Fingers on hold-down prevent 
work from being lifted when 
chisel or drill is raised. Easily 
adjustable for thick or thin 
materials. Fence keeps work 
lined up. Attachment bolts to 
drill press table; may be ad- 
justed forward or backward 
simply by loosening bolts. 
Fence section can also be used 
without hold-down to serve as 
guide in routing, inlay work, 
repetitive drilling and similar 
operations. Durable heavy 


Drill Press Radial Arm 


Increases to 24 inches the distance from main 

column to chuck. Enables you to drill to center 
of a 48-inch circle. Can be swung to almost any 
horizontal position. When used in conjunction with 
column collar, arm can be left loose on column and 
head swung about for routing and similar opera- 
tions. Permits drill head to be mounted above or 
below arm for more versatile operation. 

Extra heavy casting of rugged construction pro- 
vides necessary rigidity. Co-ordinate clamps lock 
arm rigidly to column. Can be used only with floor 
type drill press having 28-inch outside diameter 
column, such as 99 AM 2314 drill press on page 20. 
99 A02418—Shipping weight 35 Ibs....... $20.00 


Drill Press Collar 
Locks on column under drill press head. Makes 
it easy toswing head whenhead clamp is released. 
Use on drill presses on page 20 or any drill with a 


ORAZ AS Obani saree 3 $3.25 


99 A 02432—Shipping weight 18 lbs....... $35.00 


be 


[n) 


cast iron construction. Ship- 
ping weight 6 lbs. 6 oz. 24-inch outside diameter column. 
QEAN24 57s cusarnaniee ss $4.75 9A2429—Shipping wt. 4 Ibs. 8 02.......... $1.85 


= 


..- increase tremendously the usefulness of your drill press 


Adapters and Cutters 


Adapter for 9 A 2438 sash cutter below. 

Fits spindles of CRAFTSMAN drill presses 
9A2362, 942364, 942313 and 9A2314 (see 
pages 20 and 21), or any drill press with No. 
33 Jacobs taper spindle and knurled locking 
collar to hold adapter flange securely. 


9 A2437—Shipping weight 7 oz....... $1.25 


Shaper Collars. Mount beneath shaper 
cutters to control depth of cut on curved 
work. Fit %-inch spindle. 
9 A 2367 —Shipping weight 6 oz...set $1.65 


Sash Cutter. Threaded for use with 
adapter 9 A 2437 above. 
9 A 2438—Shipping weight 40z...... $2.29 


Adapter for all 34-inch bore shaper cut- 
ters shown at right. Fits spindles of 

CrartsMAN drill presses 942362, 942364, 

9A2313 and 9A2314 (pages 20 and 21), or 

any drill press with No. 33 Jacobs tapered 

spindle and knurled locking collar. 

9 A2435—Shipping weight 7 oz..... $1.19 
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Shaper Cutters for drill press or shaper 


These high speed shaper cutters add tremendously to the usefulness of your drill press. 
Permit you to form almost any kind of contour quickly and accurately .. . do many types 
of shaping work. Made of finest quality special alloy tool steel; carefully hardened and 
ground for keen, long lasting edges. Precision machined and ground to exact dimensions. 


Cutters have 34-inch bore. 


Use with adapter 942435 at left when used on drill press with 


Jacobs taper. Sharpen by grinding front face on flat, fine grit wheel. 


(k] 9 A2319—-in. high; %-in. radius. 
Shipping weight 6 ounces....Each $1.35 


9 A2321—34-in. high; %-in. radius. 


Shipping weight 6 ounces..... Each 1.60 
9 A2323—1-in. high; %-in. radius. 
Shipping weight 6 ounces..... Each 1.90 
9 A2327—1-in. high; %-in. radius. 
Shipping weight 6 ounces..... Each 1.90 
9 A2329—1-in. high; %-in. radius. 
Shipping weight 6 ounces..... Each 1.90 


9 A2333—1-in. high; %-in. radius. 
Shipping weight 6 ounces..... Each 1.85 


9 A2335—1-in. high; %-in. radius. 
Shipping weight 6 ounces..’.Each 1.90 


A complete matched set of tongue and 
groove cutters to be used in connection 

with your drill press or shaper. Precision 

ground and matched for accurate fit. 34- 

inch bore; i-inch high; %-inch radius. 

9 A2365—Shpg. wt. 10 oz ....... Set $3.75 

(u} 9 A 2345—Large size cutter, 1-inch high; 
14-inch radius. Shipping weight 

SHO 117) GOS Svajp gies apsas OKs a eS Each $2.75 


vy} 9 A2346—Large size cutter. 1-inch high; 
144-inch radius. Shipping weight 

S OUNCE A isewn tia aysperat cyaee tengo Each $2.75 
9 A2347—Large size cutter. 1-inch high; 
14-inch radius. Shipping weight 

BIOUN CESS ig psos-.ene ee Each $2.75 


9 A2348—Large size cutter. 1-inch high; 
14-in. radius, Shpg. wt. 8 oz. Ea. $2.75 


Collet Chucks 


For cutters at right or 
any 4 or \-in. diam. 
shank. -in. capacity 
with 14-in. bushing. Fits 
any drill press with No. 33 
Jacobs taper spindle hav- 
ing threaded locking collar 
on quill. Replaces three jaw 
chucks on any work devel- 
oping side thrust, as in 
routing. Threaded collar 
holds chuck securely. Shpg. 
wt. 8 oz. 
DUA ZAS Sineriy sonra $1.25 


Screw-on type collet 
chuck. 3-in. capacity. 
Use with cutters at right. 
Fits drill press or any spin- 
dle with 34-in. x 20 thread 
(see 942310 and 9A2172, 
page 29). Shpg. wt. 3 oz. 
DA QBN cceciisn cease creat 89c 


Re ee i I i i Oe i 
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Head and Table Lift 


For CrartsMan 99 AM 2314 and 
many other floor model drill presses 
with 23-inch outside diameter col- 
umns. For fast, easy raising or lowering 
of drill press head or table. Support 
collars for drill head and table are 
positioned by Acme-threaded lift 
screw with bevel-gear drive controlled 
by handy crank handle. Both support 
collars have co-ordinate clamp locks. 
When head support collar is tightened, 
lower collar may be loosened for rais- 
ing or lowering table. Similarly, when 
table collar is tightened, it serves as 
support for positioning drill press head. 
Each turn of crank gives 14-inch 
travel. Maximum travel at any one 
setting is 12 inches. Two bevel gears, 
thrust bearing and crankshaft are all 
housed in gear case which is cast in 
one piece with the upper support col- 
lar. Ball thrust bearing absorbs the 
load on the screw. 
99 A02419—Shpg. wt. 18 lbs... $19.50 


es 
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Woodworking Cutters 


These handy drill press accessories permit 
you to do accurate carving, round-end mortis- 
ing, dovetailing, boring, round edging, reed- 
ing and general routing. Precision made of 
the finest quality high speed steel, carefully 
ground with keen edges. Perfectly ground to 
exact dimensions. All have %4-inch shanks. 
Use with either 9A2455 or 9A2271 collet 
chucks shown on opposite page. Routing bits 
are used most efficiently when work is held 
against a fence to obtain parallel and accurate 
routing (see 9A2457 Hold-down Guide on 
opposite page). Caution: Use these cutters in 
collet chucks only—NEVER in Jacobs or other 
three jaw drill chucks! Shpg. wt. each 6 oz. 


Craftsman Multi-Speed Attachments 


Use the correct speed for every job. The right speed 
means better performance and smoother cutting. Enables 
you to get the most out of your drill press. Gives 20 
speeds from 200 R.P.M. to about 15,000 R.P.M. ... 8 are 
under 1,000 R.P.M., a complete range for low speeds 
required for metal drilling even with %-inch drills . . . re- 
maining speeds offer correct, most efficient speed for 
wood drilling, shaping, routing, carving, dovetailing, etc. 
Finest ball bearing construction. Balanced pulley. 
2 V-belts induded. We recommend use of 14-H.P. 1750 
R.P.M. motor (minimum) to secure high speeds. 
(B) 9 A2338—Fits 99 AM 2364, 99 AM 2313 and 99 AM - 
2314 (see page 20) and some other drill presses with 2 or 
2%%-inch (plus .005-inch) inside diameter column. 
Shipping weight 5 pounds,.,ari ease ate <alhctns ee $10.95 
9 A 2399 (Not illustrated). Fits former drill presses 2482, 
2483 and some others with 25-inch (plus .005-inch) inside 
diameter column. Shipping weight 5 Ibs........... $11.00 
9A 2394—Fits foriner drill presses 2407, 2392, 2423 and 
some others with 2%-inch (plus .005-inch) in- 
side diameter columns. Shipping weight 5 Ibs..... .$11.00 
9 A2397—(Not illustrated). Fits former drill press 2380 and 
some others with 2-inch (plus .005-inch) inside diam- 
etercolumn. Shipping weight 5 pounds,.......... $11.00 


Crarrsman Drill Sets 


ecuLmr or 


Our finest CRAFTSMAN twist drills for home, shop 
and industrial use. Your choice of |: w speed car- 
bon tool steel or high speed steel. Use carbon 
tool steel drills for hand or breast drills; high speed 
drills for electric drills and power driven drill 
presses. Hardened and tempered to stay sharp; 
precsion ground. Come in handy drill stands. 


Ten-piece drill sets in drill stand. Sizes 16, 


Sha, 342, Vhs , Ya, 2, Ao, "42 and 
\y-inch. Shipping weight per set, 8 oz. 
9 A6705—10-piece carbon tool steel drill 


S@tvand (stand) er. Aare a. cdeapisva\apneciourtcarcunazgraate $1.85 
9 A 6703—10-piece high speed steel drill 
SeGiandystatnd):..«ysisys. tye sysilere vciousaz «i Suelo 3.75 


Sets of sixty wire gauge drills sizes 1 to 60 in 


(5) 9 A2400—%-inchrouter............$1.20 drill stands. Shpg. wt. per set, 2 Ibs. 12 oz. 
| | 9A 2401—34-inchrouter............ 1.30 9 A 6701—60-piece carbon tool steel drill 
[FOA 9402 ae Hahiroliter 135 Setlan distant ruses, ceases sates Seuss gis $9.50 
= Lak ae aaa ce Pe, 9 A6707—60-piece high speed steel drill 
8} 9 A2403—}4-inch router. ..........4 N20 Die Jectgandhstandl seston. state ho aeysuaccv.3 18.50 
ui — 3-5 A 2 
Wy) 9 A2404—%6 apc ROSS es eae a eo {s] Sets of twenty-nine drills, sizes 16 to 4%-inch 
9 A2409— 4-inch dovetail........... 1.30 F 
2 ‘ by 64thsinstands. Shpg. wt. per set 4 lbs. 2 oz. 
9 A2410— %-inch dovetail........... 1:35. z s 
= . kK 9 A 6702—29-piece carbon tool steel drill 
a 9 A2411—}4-inch dovetail........... 1.55 eet arid Steelers cas. Sade comm avnmdiann ne $11.50 
"] 9 A2415—})4-inchcarving...-....... 1.55. 9 A 6704—29-piece high speed steel drill 
(n} 9A2416—%-inchcarving........... 1280ey ssettand) starve. <A, seve, eo .-nse dh < dares wren 24.50 


DRILL PRESS 
ACCESSORIES 


Mortising Chisel Housing 


CRAFTSMAN. Cut square holes with your 
drill press. Housing mounts on quill. Bit 
drills round hole; hollow chisel trims cor- 
ners square. Makes your drill press a 
mortising machine that cuts clean, accur- 
ate mortise joints. Aid to woodworkers. 
9 A2463—Mortising Chisel Housing. For 
drill presses 99AM2.314 and 99AM2313 
(page 20) and 99AM2364, 99A2362, 99A- 
2310 (page 21). Use with 9A2420 and 9A- 
2422 (listed below) or almost any hollow 
chisel and mortising bit. 
Shipping weight 3 Ibs.............- $4.40 
9 A2461—Mortising Chisel Housing. For for- 
mer CRAFTSMAN drill presses Nos. 2380, 
2382, 2407, 2423 and 2392. Use with 942420 
and -9A2422 (listed below) or almost any 
hollow chisel and mortising bit. Ship- 
ping weightiSiiibs; cq... <3 arenes $3.00 
9 A2420—Hollow Chisel. For 9.42463 
and 9A2461 (listed above). 4, 3% and 
1g-inch. State size. Shpg. wt. 4 0z. .$3.40 
y] 9 A 2422—Mortising Bit. For 9A2420 
(listed above). 4, % or 4-inch. Please 
state size. Shipping wt. 4 0z........ $1.95 


Dovetailing Attachment 

With this attachment you can make 

perfect dovetail joints like you see on 
desk and dresser drawers. Both pieces are 
cut at the same time. Pieces to be dove- 
tailed are held at right angles in damp so 
cutter may be guided through one piece 
into the other. Attachment includes a 
steel comb, to guide shank of router to 
predetermined depth, end plates, screw 
fittings and clamps for holding work. 
Wood parts and dovetail cutter are not 
induded. With complete instructions. 
9 A2462—Shpg. wt. 4 Ibs. 1 0z.......$7.50 


Barron Rotary Flaner 


Five tools in one! Does routing, plan- 

ing, rabbeting and paneling. Dresses, 
trues-up and finishes all types of wood. 
Won't bum, gouge or scratch. Will plane 
and resurface 12x28-in ch board in 45 to 60 
seconds! Fits any drill press with Y2-inch 
chuck capacity. Adapter for Jacobs No. 
33 taper spindle is included. 

Diameter 3 in.; %-in. round arbor. 
Special molybdenum tungsten tool steel 
blades. Set includes: Adapter, Allen 
wrench, set-up gauge, push-down pin and 
instructions. (Shpg. wt. 2 lbs.) 

9 A2289— Postpaid. ..Complete set .$7.50 
9 A 2281 — 34-inch long Replacement Blades. 
Postpaid. (Shpg. wt. 2 oz.).....3 for $1.75 
Barron Planer Blade Holder. (Not 
shown). For resharpening planer blades 
at correct angle. Made of steel. With 
instructions. (Shipping weight 4 oz.) 
9 A2280— Postpaid............5 Each 75¢ 
Adapters for threaded spindle drill 
presses. Postpaid. (Shpg. wt. 7 oz.) 
9 A2254—}§-in. 20 thread spindle... .$1.50 
9 A2251—}4-in. 24 thread spindle.... 1.50 
Tapered Adapter. Enables you to fit 
#2 Morse male taper shank drill to 
#33 Jacobs male taper spindle. 
9 A2445—Shipping weight 8 oz...... $2.25 


Roto-Vert Senior 


CRAFTSMAN. For drill press and elec- 

tric hand drills having chuck capacity 
of %-inch or greater. Converts electric 
drill or drill press into a power sawing 
and filing machine. Uses standard hack 
saw blades and files. 

Only two moving parts... both made 
of tough, wear-resistant tool steel. No 
gears or springs to break or get out of 
order. Solid brass case has gray wrinkle 
finish ; contrasting chromium plated trim. 
574A, inches long. Complete instructions. 
9 A2600—Shpg. wt. 2 lbs. 13 oz... .. $14.75 
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TO say 


$116.50 with motor 


= 58900 


$9 DOWN ON SEARS 
EASY PAYMENTS 


$105.00 with motor _ 


= $7 750 


$8 DOWN ON SEARS 
EASY PAYMENTS 


RAFTSMAN heavy duty type 


Drills to the center of 15-inch circle 


CRAFTSMAN “100” heavy duty Drill Press. Packed with power and ca- 
pacity. Gives accuracy in operation not found in others several times the cost. 
Notice the modern designed streamlined head . . . no unsightly spindle extend- 
ing above head . . . easy-acting three lever feed handle. This drill press will give 
you superb performance on those steady day-in day-out production jobs. 

Perfect accuracy. You'll be able to do work that’s accurate to the thousandths 
of an inch. The table is held in perfect alignment at 0 degrees by a taper pin. 
Absolutely prevents table from tilting even a fraction of an inch. Pin is remov- 
able for tilting table from 0 to 90 degrees right or left. 

Double-acting shoe locks. Securely lock head to column, table to column . 
and quill. Precision made . . . keeps table, column and head in perfect align- 
ment. Operated by convenient handles on the side. 

New spiral coil spring for quill return practically eliminates breakage. Quill 
return shock absorbed by rubber cushion. Pre-loaded ball bearings in quill. 
Extra long quill support in head casting. Has famous ‘‘Floating Drive” spindle 
assembly. Spindle has No. 33 Jacobs taper. Built-in holder for chuck key. 


Jacobs No. 6A-33 Chuck 
for use with No. 33 Jacobs 
Taper Arbor supplied with 
CRAFTSMAN “100” Drill 
Presses. Capacity 0 to ’% 


inch. Precision made. 


3° 


20 . . SEARS, ROEBUCK AND CO, Zone 1 


SPECIFICATIONS: (A) 99 A 2314 99 A 2313 
© Depth of throaty... 426s ene ee 7% inch 7% inch 
@ (Spindle iis sasverastecssese 4 sae ayes Neg No. 33 Jacobs Taper No. 33 Jacobs Taper 
© Bearings 4 heavy duty ball 4 heavy duty ball 
© Chuck capacity (Jacobs 6A-33)... 0 to }4 inch 0 to 4% inch 
© Spindle travelle.«  ccicvescescewecsseuees 4 inches 4 inches 
© Depth gauge, graduations........ Ye of an inch 14¢ of an inch 
© Column diameter (outside)....... 234 inches 234 inches 
© Mable Giger. oia sic. esac aeaeines 10x10 inches 10x10 inches 
© Mableitravells és. seers. «sacsaye <scoyetete 41114, inches 13 342 inches 
e Distance table to chuck, maximum 411142 inches 133,43 inches 
e Distance base to chuck, maximum  455¢ inches 17% inches 
@ Machine and motor pulley (in- 


eluded) iis ce. eeenaeree aie 5 in. 4 step 


e 4 H.P. 1750 RPM 
e 625 to 5000 RPM 
e 166x144 inches 
© Overall dimensions: Height 6834 inches 
Widthi. 32 ses 1814 inches 
Depthis..<,.4:6.: 24 inches 


5 in. 4 step 

34 H.P. 1750 RPM 
625 to 5000 RPM 
916x144 inches 
365g inches 

12 % inches 

19 inches 


99 A 2314—Floor model without motor. Shipping weight 179 Ibs..... $89.00 
99 A 2331—Floor model with }4 H.P. 1750 R.P.M. capacitor ball bearing, 


110-120-volt 60 cycle A. C. motor. Shipping weight 214 pounds.......... $116.50 
99 A 2313—Bench model without motor. Shipping weight 135 lbs....... 77.50 

99 A2330—Bench model with 44 H.P. 1750 R.P.M. capacitor ball bearing 
110-120-volt 60 cycle A. C. motor. Shipping weight 170 pounds.......... $105.00 


Us750 


Without Motor 


$35.50 with motor 


| : oe 00 oe 50 
Without $6 7 oo os $38 CS) Motor S44 CASH 


WCLED 99 AM 2310 


$7 DOWN . . ON TERMS 
$94.50 with motor 
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| Crarrsman Drill Press ..im 


REG.U.S.PAL. OFF 


Ball bearing Drill Press 


(al It’s the CRAFTSMAN “100”. The sturdy, rugged drill 

press for your wood and metal work. Designed to give 
utmost accuracy. Notice that the spindle does not pro- 
ject above head . . . Sears new modern, compact, 
streamlined design. It’s a beauty. 

Drills to center of 13 Y4-inch circle. Maximum spindle 
travel 314 inches. Adjustable stop collar with lock can 
be set for repetitive drilling. 

Perfectly aligned table. Tapered pin holds the 9x9- 
inch table on support in perfect alignment at horizontal 
position. Table can be tilted 0 to 90 degrees either right 
or left. Made of smooth ground cast iron. 

Coil spring for quill return. Practically eliminates 
breakage. Rubber cushion absorbs quill shock. Long 
quill support in head casting. Quick-acting double shoe 
quill lock. ‘Floating Drive’ spindle assembly gives 
smoother operation. Sliding feed handle easily adjusted. 


SPECIFICATIONS: 


esMepth OF HhTO attire, ..2%5 i.e) soee eres asa aye SE AA 8 634 inches 
MS PINGIER ai. 6% c:ciagie~ do Jb sate ey 04 No. 33 Jacobs taper 
PB SATIN Stags hereon) ys oforae sven 4 sets heavy duty ball 
W@W HEHUGKNCADAGIEY Tes cya ejercts.. 4 <steay- 2 anism é 0 to % inch 
WE SPINGPEHET AVL, o.e0,aceo0 ern dlelsless «ie o.<faiBe t= = « 3% inches 
e Depth gauge graduations.................. 146 inch 
© Outside column diameter. ................ 2% inches 
PRIMO CINE re Magan ag d ecsameet onsiaies «4% 9x9 inches 
Shab mestraw ellie ae cyyscrn apercrcianarsar a: 10 54g inches 
® Table to chuck, maximum............. 10546 inches 
OSES) 2a me cacti Bae ne eae eres 11x1634 inches 
e Base to chuck, maximum................ 143% inches 


® Machine and motor pulley (included) 
eee mee: cure Bs aeferoiey? 5 in. 4 step V-Cone type 
© Motor recommended, minimum. .% HP. 1750 R.P.M. 
@ Pleven speeds ..f.. cee cee eeceinierese's 625-5000 R.P.M. 
© Mounting dimensions............. 8354x1212 inches 
© Over-all dimensions: Height 3134 inches; width 11% 
inches; depth 16% inches. 
99 AM 2364— Without motor. Shpg. wt. 107 Ibs. . .$67.00 
99 AM 2366—With 14-H.P. 1750 R.P.M. capacitor 110-120- 
volt 60-cycle A.C. ball bearing motor. Shpg.wt. 142 1bs$94.50 


$4 .O0O Down oN TERMS 
$55.50 with motor 


a Ae # Sax 
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Bronze bearing Drill Press 


CRAFTSMAN “80” .. . oneof our lower priced drill 

presses. Ideal for drilling operations in smaller shops. 
Efficient work can be done on either wood or metal. 

Drills to center of 121%4-inch circle. Spindle travel 3 
inches. Runs on three long-life, self-lubricating oilite 
bronze bearings; ball thrust bearing absorbs spindle 
thrust. . Adjustable stop collar for repetitive drilling. 

Famous ‘Floating Drive’ spindle assembly. Elimi- 
nates ‘‘whip”; absorbs belt pull. New improved spiral 
coil spring quill return. Rubber cushion absorbs quill 
return shock. Feed lever handle quickly adjusted for 
greater leverage. 734-inch square table. Provides ample 
working surface. Table is non-tilting. 


SPECIFICATIONS: 
eMepthiofithroat:...< 5 san. Seewscwaw neu seek 61% inches 
e Spindle......... 44-20 thread or No. 33 Jacobs Taper 
©. -Bearingse.« s6.2..48 cee 1 ball thrust; 3 porous bronze 
e Chuck capacity.....0 to 4% in. or Jacobs 5%, to 34 in. 
ew Spot ORT AV EL acs, 5 syscacaye.s + «50s Ble amram sa.ns 3 inches 
e Outside diameter of column............... 1% inches 
oMable | SiZE:., «2H hse ceive es neice a 734x7% inches 
fo" Palble travel; aie. 6 ore useme.e <a eg ewtatiag 2 PLO 8% inches 
e Table to chuck (maximum)............... 8% inches 
WOES DEO GSIBE «pis ayesiecd See nerds ae cai aS apenas patenene 9x14 inches 
e Base to chuck (maximum)............... 113% inches 


e Machine and motor pulley (included)... .4 inch 4 step 

e Motor recommended, minimum..& H.P. 1750 R.P.M. 

© Eleven speeds: ... 2... cs8as0s- oe 750 to 4000 R.P.M. 

e Mounting dimensions............ 75A.6x11 146 inches 

e Overall dimensions; Height 267% inches; width 1014 
inches; depth 1544 inches. 

Three-jaw self-centering chuck and V-belt are included. 
99 AM 2310—Without motor. Shpg. wt. 77 Ibs... .$38.00 
99 AM 2311—With & H.P. 1750 R.P.M. split phase 110- 
120-volt A.C. ball bearing motor. Shpg. wt. 106 Ibs.$55.50 


99 AM 2362—Similar to 99 AM 2310 above but equipped 
with No. 33 Jacobs tapered spindle and No. 33 Jacobs 
key chuck 54 to 14 inch capacity, Shpg. wt. 77 lbs.$44.50 


99 AM 2363—Same as 99AM 2362 with& H.P.1750 R.P.M. 
split phase 110-120-volt A.C. motor. Shpg.wt. 107 lbs.$62.00 


$4.50 DowN ON TERMS 
$62.00 with motor 


proved models 


Low priced Drill Press 


This CRAFTSMAN “40” has the same 

rugged construction and quality as our 
other CraFTsmAN Drill Presses but is built 
for smaller utility. You can now have a 
good low priced drill press in your hobby 
or small work shop. Can be used for drilling 
wood or metal. 

Drills to center of 9-inch circle. Maxi- 
mum spindle travel 114g inches. Equipped 
with top quality  self-lubricating oilite 
bronze bearings. 

Adjustable head, table and idler drive, 

SPECIFICATIONS: 


© Depth: of throats 4. muacaas oe: 444 inches 
©: Spindle....: .s.tec.e eee 14-20 thread 
e Bearings. . .3 porous bronze, 1 ball thrust 
e Chuck capacity............ 0 to % inch 
© Spind?etrawelltsy.cfyoc-)- ree 114, inches 
© Outside column diameter... .. 114 inches 
© Tableisizejnn.- see 54%x5 inches 
© Tablejtrayelte oa. osm: .<.: 104A¢ inches 
e Table to chuck, maximum. .101/¢ inches 
© Base SiZQs <u se omar nk aghs0 f2 ett 6x6 inches 
e Base to chuck, maximum... ..1114 inches 
© Machine pulley (included)...... 3 inch; 
3-step Cone type for %-in. ‘‘V” Belt 

e Motor pulley (not included)..... 3 inch, 


3-step Cone ‘‘V” type 
e Motor recommended, minimum. .44 H.P. 
1750 R.P.M. 


e Belt (included)...... ¥% x 56 inch. 
e Seven speeds....1150 to 3450 R.P.M. 
e Mounting dimensions..... 8x6 _ inches 


© Overall dimensions: Height 247542 inches; 
depth 1334 inches; width 7!¢ inches. 

99 A 02172—Without motor. Shipping 

weight#26ipounds 9.5). «4.0 fencisis os $17.50 
99 AT2166—With 14 H.P. 1750 R.P.M. split 
phase, ball bearing, 110-120-volt 60-cycle A. 
C. motor. 3 step cone type motor pulley. 
Shipping weight 55 pounds......... $35.50 
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RAFTSMAN 


REG.U.S. PAT.OFF. 


Here are the tremendously popular, powerful, small size electric drills that are 
taking the place of large, heavy, hard-to-handle drills) Why? These CRAFTSMAN 
“80” electric drills are small... light .. . easy to handle . . . literally power-packed. 
We tried but just couldn’t stall one using a %4-inch bit on steel plate. 


Expertly designed and engineered. Lightweight die- 
cast aluminum frame is exceptionally strong for its 
weight . . . drill actually weighs less than 3 pounds. 
Approved by Underwriters’ Laboratories, Inc. 


Precision ball bearings at points of greatest wear 
. .. one as thrust bearing, one at gear end of motor. 
Needle bearing on chuck gear spindle. Gives true-run- 
ning, dependable long life. Equipped with famous No. 
1B Jacobs \%-in. geared key chuck which seats drills 
firmly yet can be quickly and easily removed. 


Double reduction gears are cut from special alloy 
steel . . . are perfectly meshed for smooth, quiet op- 


— 


Hani 


Your Choice 


$2450 
$2.50 pown 


eration and lower, more practical spindle speed of 
1600 R.P.M. Equipped with powerful universal mo- 
tor for use on 110-120-volt, 25-60-cycle A.C.-D.C. 

Comes with 10 feet of three-wire rubber covered 
cord and unbreakable plug. The ideal tool for utility 
or general maintenance use. Your choice of either 
pistol-grip or saw-grip models, 


(a) 9 A 2577—Pistol-grip model. Has single pole toggle 
switch. Over-all length 7% inches. 

Shipping weight 4 pounds 4 ounces........... $24.50 

9 A2578—Sow-grip model. Has single pole safety 
trigger switch. Over-all length 934 inches. 

Shipping weight 4 pounds 8 ounces........... $24.50 


Crartsman “100” 14-inch heavy duty Electric Drills 


WIG US Pat FF. 


Here’s just the drill for those heavy jobs where a compact, lightweight. 14-inch drill 


Your Choice 


is needed. We believe it is the finest combination of maximum power, lightweight and $34 50 


compact design of any drill of this type on the market. The ideal tool for production 
line service . . . will give long, efficient service in your shop, or in the factory. 


Super-powered. Will not stall on the toughest job. 
Built for production-line service. Will take the day 
after day punishment of continuous operation and 
give dependable long-life service. Not a standard, but 
a heavy duty drill. 


Accurately balanced, power packed universal mo- 
tor runs smooth and cool. For use on 110-120-volt 25 
to 60-cycle A.C.-D.C. Automatic safety release trig- 
ger switch has lock button for continuous running. 
Underwriters’ Laboratories approved. 

Excellent design and construction, both inside and 
out. Strong die cast aluminum frame makes this drill 
unusually light weight. Compact functional design... 
your choice of either easy-to-hold pistol or saw-grip 
handled models. 


22... SEARS, ROEBUCK AND CO, 220ne 1 


CASH 


$3.50 vown 


Equipped with precision ball bearings throughout. 
Needle roller bearing on chuck spindle. Double reduc- 
tion gears of nickel chrome molybdenum steel for long 
life and quiet transmission of greatest power. No-load 
chuck speed of 1600 R.P.M. Chuck is largest and 
finest: available for drill of this type. . . heavy duty 
¥%-inch Jacobs No. 7B geared key chuck. 

Each drill supplied with 10-ft. three-wire rubber 
covered cord and unbreakable plug and Jacobs chuck 
key. Your choice of two models. 


9 A 2570—-Pistol-grip model. 734 inches long. 


Shipping weight 5 pounds,............... $34.50 
9 A2571—Saw-grip model. 1034 inches long. 
Shipping weight 5 pounds 3 ounces....... $34.50 


Electric Drills ... pack lots of power 


Crasrsman “’40” 14-inch Drill 
New! Completely new . . . both 
insideand out. Fine quality, light, 


$1450 
utility electric drill for home crafts- 
men who want big-tool design and precision con- 
struction at low cost. Compact and strong. Has 


power and torque to drive \-inch bits into steel. 
Approved by Underwriters’ Laboratories, Inc. 


Sturdy 110-120-volt 25 to 60-cycle A.C.-D.C. 
universal motor has Formex insulated armature and 
field coils for maximum protection against motor 
burn-out. Jacobs \-inch ‘‘Hand-tite”’ chuck. Bronze 
bearings throughout for smooth, quiet operation. 
Double reduction gears of alloy steel. 1600 R.P.M. 
Die-cast aluminum frame has saw-grip handle. With 
6-ft. rubber covered cord and plug. 12 in. long. 

9 A 2575—Shipping weight 3 lbs. 12 oz...... $14.50 


Crasrsman 2-speed Drill 


You can now have the best 

speed for every job with this $3950 
CrarrsMan electric drill. Exclu- $4.00 vow 
sive convenient gear shift per- o 
mits change of speed without loss of power. Two 
speeds—2000 R.P.M. in low gear for general work 
and 4000 R.P.M. in high gear for high speed drill- 
ing . .. best for small size bits. 


Die-cast aluminum housing makes it lightweight 
and easy-to-handle, yet rugged and sturdy. Pre- 
cision ball bearing construction throughout. Equip- 
ped with -in. No. 1B famous Jacobs geared key 
chuck. Handy trigger switch has locking button for 
continuous operation. Fan-cooled universal motor 
for use on 110-120-volt, 25 to 60-cycle A.C.-D.C. 


Comes with 10-foot three-wire rubber covered 
cord and unbreakable plug and Jacobs chuck key. 
Over-all length 1034 inches. 

9 A 2550—Shipping weight 5 pounds........ $39.50 


Why not pay for your equipment while using it? See inside front cover for details on Sears Easy Terms. 


Ts 


OUNLAP 44-inch Electric Drill 
$3995 


$4 pown... 


Has that extra power necessary for those tough jobs. 
Ideal utility drill for farmers, garage mechanics and 
maintenance men. It’s well balanced and easy to 
handle. Runs smoothly and quietly without chatter. 


Gears, pinions, motor shaft and chuck spindle are heat treated alloy 
steel. Double reduction gears are heat treated chrome nickel steel . . . 
improve with use. Self-lubricating bronze oilite bearings. Ball thrust 
bearing on spindle takes up end thrust. Streamlined housing made of 
sturdy, yet lightweight aluminum alloy. Top handle and rear grip are 
removable for close quarter work. 


Equipped with 44-inch capacity No. 33B Jacobs geared key chuck 

. finest chuck available. Underwriters’ Laboratories approved, fully 
enclosed, double-pole automatic releasing switch; locks for continuous 
running. Powerful universal motor operates on 110--120-volt, 25 to 60- 
cycle A.C.-D.C. No-load spindle speed 400 R.P.M. most practical for 
general drilling, hole saws, wood augers, twist drills, cylinder grinders, 
etc. Complete with 10-foot three-wire rubber-covered cord and unbreak- 
able plug. Over-all length 16 inches. 


99 A02584—Shipping weight 15 pounds...................... «$39.95 


CraFTSMAN production-type Drills 


$6 395 CASH 


Built for heaviest production work in shop, factory or mill. Has plenty 
of surplus power . . . really power packed . . . won’t stall on any job when 
used with the largest drill size specified. Special triple reduction gears 99 A 02585 
are heat treated chrome-nickel steel . . . supply extremely high torque. $6.50v0wn 
Armature shaft runs smoothly on New Departure ball bearings; sealed in “ 

oil. Equipped with genuine Jacobs geared key chuck. Underwriters’ Laboratories approved 
double-pole switch locks for continuous running. Lightweight aluminum frame and modern 
design give maximum operating ease and efficiency. Top and rear handles removable for 
more versatile operation, makes it especially suitable for close quarter work. Heavy duty 
universal ball bearing motor for use on 110-120-volt, 25 to 60-cycle A.C.-D.C. Comes with 
10 feet of 3-wire, rubber-covered cord and unbreakable plug. Over-all length 1834 inches. 


99 A02585— 4-inch drill, 750 R.P.M. Shipping weight 27 pounds.................. $63.95 
99 A02586—%-inch drill, 525 R.P.M. Shipping weight 30 pounds.................. 69.95 
99 A02587— %-inch drill, 475 R.P.M. Shipping weight 31 pounds.................. 74.95 


Accessories to give your 14-in. drill new uses 


Electric Drill Attachments 


Solid brass cases, with gray wrinkle finish. 
Only two moving parts in each tool; no 
gears or springs. All working parts made 
of tool steel, accurately machined and as- 


Roto-Vert 


CRAFTSMAN. Your 4- 

inch electric drill becomes 
a portable power saw and fil- 
ing machine when you attach 
this roto-vert. Ideal for cut- 
ting straight or irregular 
shapes in wood, metal, wall- 
board, etc. Fine for close 
quarters and hard-to-get-at 
places. Uses standard hack 
saw blades and files. Used 
by electricians, plumbers, 
heating and ventilating men: 
in home and auto repair 


shops. Length 35% inches. 
Shpg. wt. 2 Ibs. 
DIMP259 Ole, «: saya ero» $12.50 


Roto-Snip 


CRAFTSMAN. Now you 

can do metal shearing 
two to three times faster. 
Eliminates the tiring work 
of cutting metal with hand 
snips. Roto-Snip converts 
\-inch electric drills into a 
power shears. 

Cuts sheet metal up to 
20-gauge, either straight or 
circle, down to 134-inch 
radius. Scribe lines can be 
followed easily. Cutting 
edges easily adjusted and 
resharpened. Height 3% 
inches. Shpg. wt. 2 Ls 
QUAN 594... nrc seam caegs $18.75 


sembled for smooth operation and long 
lifé. For general application on drills from 
1600 to 2500 R.P.M. Easily attached. 
Complete instructions included. 


Crarrswan Roto-Pein 


(c) Converts \-in. electric drill into 
power hammer. Complete with 
riveting attachment. Length 4% in. 


9 A2592—Shipping weight 
2 pounds 3 ounces........... $12.50 


9 A 2595—}4-inch Concrete 
Drill. Shipping weight 4 ounces. .79¢ 


9 A2596— 5A¢-inch Cold Chisel. 
Shipping weight 3 ounces....... 49c 


9 A2597—}4-inch Wood Chise). 
Shipping weight 3 ounces....... 79¢ 
9 A2598—54,6-inch Center 
Punch. Shipping weight 3 0z..... 49c 


9 A2599—Set of two 5,¢-in. tool 
steel blanks. Shpg. wt. 3 0z..... 49c 


(pl Spin-a-Brush Attachment changes your electric drill into a 
speedy paint brush cleaner. Use with any \-inch or larger 

capacity electric drill. Easy to use! Simply fasten spin-a-brush 

in your drill chuck, insert brush, soak in cleaner, and spin. 

Cleans brush thoroughly i in just 90 seconds. Die-cast cup and 

ting, with spring steelarms. Nickel plated. 

9 A 2605— \4-in. diam. steel shank. Shpg. wt. 1 Ib......... $2.19 


(E] Circular Hole Saw. For electric drills. Finest heat treated 
high speed steel. Cut clean, round holes in wood or metal. 


Depth of cut % inches. Use \%-inch drill or larger. Comes 
complete with mandrel. Please state size wanted. 

Size, in. u% 1 1% 1% 2 244 
Shpg. wt. .| 8 0z. 9 oz. 14 oz. 15 oz. 1 1b. 4 oz. [1 tb. 6 oz, 
9 i 7698. $3.69 $3.69 $3.69 $3.69 $4.10 $4.59 

Saw Blade only for circular hole saw 

Size, in....... % 1 % 14 2 2% 
Sng. ee 5 02. 6 oz. 8 02. 9 0z. 12 02. 15 02. 
9A 2697.......| 89 89c 89c 89c $1.29 $1.79 


Arbor for electric drill. For holding grinding wheels, wire 
wheels, buffing wheels, etc. 34-inch shank. Arbor is 4%-inch 
by 20 thread. 354g inches long. 14-inch flanges and nuts in 
one piece. Precision made of carbon steel. 
9 A 2594—Shipping weight 6 ounces..........2.seeeeeereaee 53¢ 


Zone 1 23 . . POWER TOOL 


Set complete in box 


\ $2.50 vown.. 
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Jacobs Chucks for drill presses, lathes, electric drills, etc. 


Genuine Jacobs chucks and arbors, nationally famous for their correct design, excellence of materials 


and precision manufacture. 


Jacobs Commutator Kit 


A For holding armature shafts rigidly during reconditioning. 


Kit includes: No. 


75A armature driving chuck: No. 100 center rest chuck (44 to 34-inch capacity); 
two arbors (No. 2 Morse taper, shank end; No. 3 Jacobs taper head end); chuck key. 


Kit comes complete in strong metal box. 


9 A 2129T— Postpaid. (Shipping weight 7 pounds 4 ounces).............-.-- $20.30 


Jacobs Headstock Chucks 


9 A2044—Jacobs No. 55B. Capacity 0 to!242in. Fits only 1-in. 8-thread spindle. 


Cannot be used with any type of arbor. 


SUOMI ASMOROUTI GES) been cactus siete oe ss Pe creases as ccdadddoas Seana line 4 NEG: cian wroNae $12.00 


Postpaid. (Shipping weight 


9 A2144—Jacobs No. 58B. Capacity % to & inch. Fits 1}4-inch, 8-thread spindle. 
Can also be used with No. 3 Jacobs taper arbor. Postpaid. 


(Shipping weight 3 pounds 12 ounces)..... 


LF OS Soe Ah PEER SRR SG $15.00 


9A 2121—Jacobs No. 59B. Capacity 44 to % inch. Fits only 1}4-inch 8-thread 
spindle. Cannot be used with any type of arbor. Postpaid. 


(Shipping weight 5 pounds 8 ounces)...... 


Jacobs Drill Chucks for No. 33 Jacobs Taper Arbor 


9 A2142—Jacobs No. 33 Key-type chuck. Fits arbors with No. 33 Jacobs 
taper. Capacity 544 to % inch. Postpaid. (Shpg. wt. 1 Ib. 8 0z.).......... $6.50 


9 A2143—Jacobs No. 6A-33 key-type chuck. Fitsarbors with No. 33 Jacobs 


taper. Capacity 0 to }4 inch. 


Postpaid. (Shpg. wt. 2 Ibs. 8 oz.)..........-.-. 7.50 


Jacobs Center Rest Chuck 


9 A 2991 —Jacobs No. 100CR. Capacity 14 to 3g inch. Must be used with No. 3 
Jacobs taper arbor to support centerless armatures, etc. Postpaid. 


(Shipping weight 3 pounds 2 ounces)...... 


Sears Easy Terms make it easy for you to have a completely equipped power tool shop. . 


Jacobs Hand Tite Chucks 


For use with many electric tools. 


{g] 9 A2175—Jacobs No. 4164. Capacity 
Oto i in. Tapped 34 in. x 20- 
thread. Postpaid. (Shpg. wt. 8 oz.) . $1.30 


9 A2145—Jacobs No. 4165. Capacity 0 to 
44inch. Tapped 34 in. x 24-thread. 
Postpaid. (Shpg. wt. 8 oz.)........ $1.30 


9 A 2146— Jacobs No. 4191. Capacity 0 to 
4g inch. Tapped &% in. x 24-thread. 
Postpaid. (Shpg. wt. 8 oz.)........ $1.30 


9 A 2176—Jacobs No. 4364. Capacity 0 to 
¥% inch. Tapped 4 in. x 20-thread. 
Pastpaid. (Shog. wt. 1 Ib. 2 0z.)...$2.00 


9 A 2147—Jacobs No. 4365. Capacity Oto 
¥ inch. Tapped 34 in. x 24-thread. 
Postpaid. (Shpg. wt. 1 Ib. 2 0z.)...$2.00 


9 A 2177—Jacobs No. 4464. Capacity \% 
to4gin. Tapped 34 in. x 20-thread. 
Postpaid. (Shpg. wt. 1 lb. 2 0z.).. .$2.00 


9 A2149—Jacobs No. 4465. Capacity 4% 
to4gin. Tapped }4% in. x 24-thread. 
Postpaid. (Shpg. wt. 1 Ib. 2 oz.)...$2.00 
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Jacobs Hex Key Chucks 
For use with many electric tools. 


9 A 2992—Jacobs No. 6141. Capacity 
Oto 4 in. Spindle & in. x 24- 
thread. Postpaid. (Shpg. wt. 12 0z.).$2.30 


9 A 2993— Jacobs No. 6344. Capacity 0 to 
¥ inch. Spindle 34 in. x 20-thread. 
Postpaid. (Shpg. wt. 1 Ib. 8 oz.)...$4.00 


9 A2999—Jacobs No. 6444. Capacity \% 
to }4 inch. Spindle }4 in. x 20-thread. 
Postpaid. (Shpg. wt. 1 Ib. 8 oz.)... $4.00 


9 A2936—Jacobs No. 6325. Capacity 
Oto & in. Bored %-inch straight 
hole. Postpaid. (Shpg. wt. 1 Ib. 8 oz.).$4.00 


9 A 2937—Jacobs No. 6326, Capacity 0 to 
¥ inch. Bored 5@-inch straight hole. 
Postpaid. (Shpg. wt. 1 1b. 80z.)..... $4.00 


9 A 2938— Jacobs No. 6425. Capacity % to 
44 in. Bored %-inch straight hole. 
Postpaid. (Shpg. wt. 1 Ib. 8 oz.)...$4.00 


9 A 2939— Jacobs No. 6426. Capacity \% 
to 34 in. Bored 84-inch straight hole. 
Postpaid. (Shpg. wt. 1 lb. 6 oz.)...$4.00 


All Jacobs chucks and accessories described on this page are postpaid 


Jacobs Chuck Arbors 


Precision ground ., . extremely accurate. ..to insure maximum accuracy of machine 


spindle and chuck performance. 


Jacobs chuck arbors to fit 9 A 2142 and 9 A 2143 chucks, listed at left. 
9 A 2131—No. 0 Morse taper and No. 33 Jacobs taper. Pestpaid. 


(Shipping weight 8,ounces)). .. «00.6. = 00 ¢.6.< sreavs oes ont 


9A2123—No. 1 Morse taper and No. 33 Jacobs taper. Postpaid. 


(Shippingiweight/ 10 aunces)i.. 62 6.5 ce 6 se 5 epee ne evenans 
9A2124—No. 2 Morse taperand No. 33 Jacobs taper. 
(Shipping weightol4iounces) if. .<..o... tenor. s aae oes 


Postpaid. 


For 9 A 2129, 9 A 2144 and 9A 2991 Jacobs chucks, listed at left. 


9 A2133—No. 0 Morse taper and No. 3 Jacobs taper. 


(Shipping weights10: ouncés)).....6..< es.0 «suman. eres @ eos a 


Postpaid. 


9A2154—No. 1 Morse taper and No. 3 Jacobs taper. Postpaid. 


(Shipping weight 12 ounces) ’..... «fin 2.+ cqen conus ons sa 


9A2126—No. 2 Morse taper and No. 3 Jacobs taper. 


(Shipping weight 14 ounces).............0.000 ce eeee 


Postpaid. 


Jacobs Chuck Keys 
9 A.2051— Jacobs No. 1 key. Fits Jacobs following chucks: Nos. 1, 1A, 1B, 


1BB, 1BS. Postpaid. (Shipping weight 4 ounces)... 


aayepargaipece! + SEoe eae see 30c 


9 A 2054—Jacobs No. 32 key. Fits following Jacobs chucks: Nos. 32, 32B, 
32BB,33,/33B, 33BB, 9,111,381. Postpaid, (Shpg: wt: 7.02.)).). ssc <2 store 40c 
9 A 2052— Jacobs No. 3 key. Fits following Jacobs chucks: Nos. 3, 3A. 3B, 3AE, 6, 
6A-2A, 6A-33, 6B, 6AE, 14, 34, 34B, 54B, 55B, 56B, 58B, 75A. Postpaid. 


(Shipping weight 8 OUNCES) . 2)... 265006 05 ses emai oe 


rere obese LoSaeens 50c 


9 A 2053—Jacobs No. 4key. Fits following Jacobs chucks: Nos. 4, 16, 18, 36, 


36B, 59B. Postpaid. (Shipping weight 12 ounces)..... 


Jacobs Arbors 


9 A2384—Jacobs No. A0025. Fits chuck 9A2936 
(Jacobs 6325) and 9A2938 (Jacobs 6425) at left. 
No. 0 Morse taper on one end, }4-inch ground 
straight shank on other. Postpaid. (Shpg. wt. 8 0z.)90¢ 


9A2385—Jacobs No. A0026. Fits chucks 9A2937 
(Jacobs 6326) and 9A2939 (Jacobs 6426) at left. No.0 
Morse taper on one end, %-inch ground straight 
shank on other. Pastpaid. (Shpg. wt. 8 oz.).... ..90¢ 


9 A 2386—Jacobs No. A0125. Fits chucks 9A2936 
(Jacobs 6325) and 9A2938 (Jacobs 6425) at left. No. 
1 Morse taper on one end, 34-inch ground straight 
shank on other. Postpaid. (Shpg. wt. 12 0z.).....90¢ 


9 A 2387—Jacobs No. A0126. Fits chucks 9A2937 
(Jacobs 6326) and 9A2939 (Jacobs 6426) at left. No.1 
Morse taper on one end, %-inch ground straight 
shank on other. Postpaid. (Shpg. wt. 12 0z.)..... 90c 


9 A 2388—Jacobs No. A0225. Fits chucks 9A2936 
(Jacobs 6325) and 9A2938 (Jacobs 6425) at left. No. 2 
Morse taper on one end, \4-inch ground straight 
shank on other. Postpaid. (Shpg. wt. 14 0z.). ...90c 


9 A2389—Jacobs No. A0226. Fits chucks 9A2937 
(Jacobs 6326) and 9A2939 (Jacobs6426) at left. No. 2 
Morse taper on one end, %-inch ground straight 
shank on the otherend. Pastpaid.(Shpg. wt. 14.0z.)90e 


. see inside front cover 


a 


Jacobs Collets 


Replacement collets 
that fit Jacobs chucks 
as listed. 


9 A2180—Jacobs No. J61, 0 
to 34 inch. Fits chucks 
9A2175, 9A2145, 9A2146. 
9A2992, left. Postpaid. 

(Shpg. wt. 4 0z.)...... 70c 


9A2181—Jacobs No. J63. 
Capacity 0 to % inch. Fits 
chucks 9A2176, 9A2147, 
9A2993, 942936, 9A2937, 
listed at left. Interchange- 
able in chucks using 9A2182 
below. Postpaid. 

(Shpg. wt. 80z.)..... $1.40 


9A2182—Jacobs No. J64. 
Capacity % to 44 inch. Fits 
chucks 9A2177, 9A2149, 
9A2938, 9A2939, 9A2999 
listed at left. Interchange- 
able in chucks using 9A2181 
above. Postpaid. 

(Shpg. wt. 80z.)..... $1.40 


Drill Chucks, Arbors 


3-jaw Chucks . . screw-on type 


CRAFTSMAN quality. Hardened steel jaws center ac- 
curately. Knurled for firm grip. Check spindle size. 


Tapped to fit /4-inch x20 thread spindles. 


9 A2248—\%4-inch capacity. Shpg. wt. 5 oz..... 65c¢ 
9 A2243—%-inch capacity. Shpg. wt. 12 oz........ 80c 
9 A2256—Y,-inch capacity. Shpg. wt. 12 oz........ 89c 


Tapped to fit 2-inch x24 thread spindles. 
9 A 2130—Y-i 
9 A 2244—%-inch capacity. Shpg. wt. 8 oz.. 
9 A2132—VYa-inch capacity. Shpg. wt. 12 oz........ 89c 


9 A 2264—CRAFTSMAN deluxe chuck, 34-inch capac- 
ity. Tapped 44-inch x 20 thread. With chuck 
spanner wrench. Shipping wt. 1 Ib 


{c] 9 A2164—CRAFTSMAN general purpose Work Arhor. 
Converts your motor into a grinder, polisher, 
buffer, etc. Of carbon steel, 4 in. long. 28% in. spindle 
has ¥.in. x20 thread. Steel flanges for clamping 
grinding or buffing wheels. Fits }4 or % in. unthread- 
ed shaft. Fastens with 2 set screws. State whether 
for Ya or ¥%-in. spindle. Shpg. wt. 12 oz.......... 65¢ 


Arbors with 3-jaw, Y-inch Drill Chucks 


9 A2151—Chuck and }-in. x 20 thread arbor with 

/ steel flanges. Fits }4 or %-in. unthreaded straight 
spindle. Fastens with 2 set screws. State whether for 
Yr or %-in. spindle. Shpg. wt. 1 lb. J00z........ $1.35 


9 A2270—CRAFTSMAN deluxe chuck, }4-in. ca 
ity; with 44-in. x 20 thread arbor. Fits 44 or 
unthreaded straight spindle. Fastens with 2 set screws. 
Has chuck spanner wrench. State whether for 
Va or S-in. spindle. Shpg. wt. 1lb.60z.......... $1.25 


c~ 


Arbors and Chucks 


Work Arbors. For mount- 

ing drill chucks and hold- 
ing grinding, buffing and wire 
scratch wheels, etc. 44-in. x20 
thread. Morse taper shank. 
2 steel flanges with nut on 
head end for clamping wheels. 
9 A2117—No. 0 Morse 


hardened _ steel. 


(CRAFTSMAN 


REG.U. S. PAT. OFF, 


3-jaw Universal 


(F] CRAFTSMAN. Finest quality in 

design, materials and construction. 
Self-centering, lever-operated type... 
has only two main parts, body and 
scroll. Ideal for production work be- 
cause of speedy gripping. Accurate 
within standard chuck tolerances which 
is approx. .003 inches. 

Case-hardened, cold rolled steel 
jaws; polished steel body and scroll. 
Knurled rim permits easy hand opera- 
tion. Body casting is precision threaded 
to fit directly on spindle. Has two sets 
of jaws; one for outside and one for in- 
side gripping. Chuck wrench included. 
In five sizes. Fit lathes with spindle 
diameters and threadings listed below. 
9 A2295—CRAFTSMAN. Fits }4-in. by 
20-thread spindle. Diameter 
2 in. Shpg. wt. 1 Ib. 12 oz..... $16.75 


9 A2296—CRAFTSMAN. Fits }4-in. by 
20-thread spindle. Diameter 

3 in. Shpg. wt. 3 Ibs. 5 oz..... $17.75 
9 A 2297—CRAFTSMAN. Fits 1-in. by 8- 


thread spindle. Diameter 

4 in. Shpg. wt. 6 Ibs. 5 oz..... $21.50 
9 A2298—CRAFTSMAN. Fits 144-in. by 
8-thread spindle. Diameter 
5 in. Shpg. wt. 10 pounds......$25.50 


99 A 02299—CRAFTSMAN. Fits 1}4-in. 
by 8-thread spindle. Diameter 
6 in. Shpg. wt. 15 lbs....... $32.50 


* by 8 thread spindle. 


4-jaw Independent 


CRAFTSMAN. Precision made of 

finest materials. Body of special 
alloy steel has deep, wide jaw slots for 
added strength and greater bearing 
surface. For average shop needs. 

Four reversible jaws, drop forged 
from a solid bar of special steel, work 
independently; especially useful for 
holding irregular shaped pieces. Large 
diameter jaw screw for extra strength; 
Acme threaded. T-handle chuck 
wrench included. Fit any lathe with 
spindle diameters and threads per inch 
listed below. In six sizes: 


9A2137—CRAFTSMAN. Fits 34-inch 
by 24 thread spindle. Diameter 
3in. Shpg. wt. 2 lbs. 8 oz...... $6.95 


9 A2157—CRAFTSMAN. Fits 34-inch by 
20 thread spindle. Diameter 
3 in. Shpg. wt. 2 Ibs. 10 oz...... $6.95 
9 A2156—CRAFTSMAN. Fits 3{-inch by 
16 thread spindle. Diameter 4 in. 
Shpg. wt. 3 Ibs. 10 oz.......... $7.95 
9 A2138—CRAFTSMAN. Fits 1-inch by 
8 thread spindle. Diameter 4 in. 
Shpg-\wts3 lbs: 12/0z). oc sao $7.95 
9 A 2139—CRAFTSMAN. Fits 1}4-inch 
Diameter 
6in. Shpg. wt.9 Ibs. 100z...... $14.95 
99 A 02141—CRAFTSMAN. Fits 134-inch 
by 8 thread spindle. Diameter 
8 in. Shpg. wt. 25 Ibs.......... $26.95 


quality Lathe Chucks 


3-jaw Universal 


(h] ‘ CRAFTSMAN fine quality 
in precision construction, 
materials and craftsmanship. 
3-jaw, self-centering type. 
Jaws are controlled by single 
screw and pinion gear... 
ideal for production work be- 
cause of their speedy grip- 
ping and accurate centering. 
Chuck body casting of 
high strength semi-steel con- 
struction. Special alloy met- 
al scroll and alloy steel pin- 
ion. Alloy steel jaws are heat 
treated and hardened; have 
raised, precision ground steps 
. accurate within standard 
chuck tolerances. Complete 
with two sets of jaws (out- 
side and inside). T-handle 
chuck wrench included. 
9 A2148—Fits 1-inch by 8 
thread spindle. Diameter 4 
inches. Shipping wt. 
4 lbs. 8 0z.......... $35.00 


9 A2150—Fits 1}4-inch by 8 
thread spindle. Diameter 5 
inches. Shipping wt. 
618510) OF. en asces $36.50 


Buy it NOW on Sears Easy 
Terms. See inside front cover. 


FOS ETS 
« = Y; 


CratrxmMan fine quality Lathe Centers and Accessories 


WG. USPaT OFF 


For driving work mount- 


hipping weight 6 ounces............ 85 
9 A2102—Tallstock Cup Center. 


Supports work in tailstock. 


LatheCenters, Ideal for use on any lathe with %-inch straight 
spindle. Fasten with 2 set screws. Precision made of ground and 
Especially designed for maximum strength and 
rigidity. Has replaceable center point. 


9 A 2105—Headstock Spur Center. 
ed between centers. 


taper. Shpg. wt. 8 oz... 90¢ Shipping weight 6 ounces.........cccesceeccecceeceueeen 85c 

9 A-2153—No. 1 Morse ; 

taper. Shpg. wt. 9 oz... 85¢ (n} Spur Centers. Use for wood turning. Accurately ground for per- 

9 A2152—No. 2 Morse fect fit. Morse taper shank as listed below. 

taper. Shpg. wt. 11 oz.. 95¢ 9 A2108—No. 0 Morse taper. Shipping weight 3 ounces...... 65¢ 

. 9 A2106—No. 1 Morse taper. Shipping weight 4 ounces....... 75c 

K] Work Arbors with Chucks. 9 4 2107—No. 2 Morse taper. Shipping weight 7 ounces...... 80c 
3-jaw. screw-on type . 5 

chucks, tapped 34-inch x 20 Screw Centers. For facing and hollowing operations. Replace- 

thread; }4-in. capacity. Have able center. Morse taper shank as listed below 

Morse taper, shank end. 9 A2116—No. { Morse taper. Shipping weight 12 ounces.... $1.35 

9 A2234—No.1 Morse taper 9 A2115—No. 2 Morse taper. Shipping weight 14 ounces... 1.35 

with chuck and arbor. ‘ 

Shpg. wt. 1 lb. 8 oz... $1.85 60-degree Centers. Morse taper shank as listed below. 

9 A 2247-—No. 2 Morse taper 9 A2103—No. O Morse taper. Shipping weight 3 ounces... 55¢ 

with chuck and arbor. 9 A2110—No. 1 Morse taper. Shipping weight 3 ounces....... 60c 

Shpg. wt. 1 1b. 8 oz.... .$1.85 9 A2111—No. 2 Morse taper. Shipping weight 7 ounces....... 65¢ 


Precislon ball bearing 60-degree center, 


(Center point rotates on 


ball bearing.) Recommended for high speed operations. Morse 


taper shank as listed below. 


9 A2112—No. 1 Morse taper. Shipping weight 8 ounces.... 
Shipping weight 8 ounces..... 


Supports work in tailstock. Ground and 
hardened steel with replaceable center point. 


9 A 2113—No. 2 Morse taper. 
Tallstock Cup Centers. 


shank as listed below. 


$2.70 
2.70 


Morse taper 


9 A 2109—No. 0 Morse taper. Shipping weight 3 ounces...... 60c 
9 A2100—No. 1 Morse taper. Shipping weight 3 ounces....... 65¢ 
9 A2101—No. 2 Morse taper. Shipping weight 7 ounces....... 80c 


u) 9 A 2187—Drill Pad. Used in tailstock as rigid support for drilling 
flat or square work in headstock. Steel shank has No. 2 


Morse taper. 


Dia. of face is 34% in. Shpg. wt. 1 Ib. 2 oz.. 
9 A2114—Crotch Center. Automatically centers round work in 


- $1.35 


tailstock for accurate cross-drilling. V-slot is precision ma- 
chined. Steel shank has No. 2 Morse taper. Shpg. wt. 1 Ib... $1.35 

9 A 2061 —Center Drill. Combination drill and countersink. 

In ¥2 or }-in. size. State size wanted. Shpg. wt. 1 oz........45¢ 
9 A 2161—Adapter Sleeve. To reduce from No. 2 to No. 1 

Morse Taper. Shipping weight 5 ounces...............205 $1.20 


Zone 1 POWER TOOL... 25 


RAFTSMAN /’ 


REG.U.S. PAT. OFF 


e “V" type ways... hardened and ground spindle 


80” Metal Turning Lathe 


New Design...New Features... Sturdier 


e Offset center construction gives increased cutting capacity 


e Wide speed range permits wood and plastic turning 


@ Taper turning easily and quickly accomplished by setting-over tailstock 


\ 


Two 60° Y-in. tool bit 
centers 


Se 


Y4-in. lathe dog 4-in. face plate 


“1 
HET LAAA 
MR 
NEEL 
tL! 


8 threading gears 


Allen wrench 


4A-step motor 
V-pulley 


¥%-inch V-belt 


out 


With- 


Motor 


$4.5 


(CRAFTSMAN 


THE RIGHT WAY 


$ 0O sana 


DOWN..ON 
EASY TERMS 


6-inch swing .. 12% inches between centers ..23%c-in. bed 


A new complete back-geared screw cutting lathe that 
will increase tremendously the work you can do in your 
shop. It is specially designed for precise work such as 
turning armatures, model making, repair, experimental 
and tool room work. The speed range ... 120 to 1325 
R.P.M. ... permits wood and plastic turning. The preci- 
sion construction in every detail plus the CRarTsMAN qual- 
ity features make this lathe a sensational buy! 


Offset center construction. Centers offset 9, inch back 
of bed center line increase the lathe capacity; give greater 
support to compound and keeps pressure of work on tool 
bit between the ways, helps you when handling larger work. 

Sturdy cost iron bed has heavy cast inverted U type 
ribbing. V-way bed and undercuts machined at same time 
for better alignment. Removable No. 0 Morse taper cen- 
ters in headstock and tailstock. Tailstock may be set over 
4-inch:for turning tapers. 

Double bearing headstock. Oilite bronze front bearing 
adjustable. Taper take-up in front spindle bearing adjusts 
for longer wear, smoother, more accurate operation. 

Compound rest and cross feed. Accurately gibbed for 
wear-take-up. Complete with accessories shown at left. For 
arbors and chucks to fit above lathe, see pages 24 and 25. 


SPECIFICATIONS: 

eo: Swingiover bed): ... «ss: aius.sagteke cee ae 6 inches 
© Distance between centers................-: 12} inches 
e Spindle: Nose size................. 4 inch-20 thread 

Ta Pens sieves: cee, s/he eee ee No. 0 Morse 

Bore’... cei. s,s. seme AEs gees eee 
© Dear gGi as oien same days eee ee oilite bronze 
© Thread ‘ranges. <\.)5 4a on: 8 to 96—right or left hand 
ebReedsty. nets ieee 0024, .0039, .0048, .0078 
© Backigear ratio. « ..s.c.cca2 fei chy eee te 2 ee 5 tol 
e Compound rest travel...............22.005 1% inches 
© \Crossislide'travel iis. ..< i: c:0.exus emencrenayucts) OO 234 inches 
© Tailstockiram: travels: jc says “ae « Re 1% inches 
© Tailstock seti0vers <cyccisie nce hoa Se me ¥% inch 
© Motor recommended minimum....4% H.P. 1750 R.P.M. 
e Machine pulley (included).......... 3 step ‘‘V” type 
e Motor pulley (included)............ 4 step ‘“‘V” type 
eiSpeedsi tig aortic ,. +2. 91m: 120 ‘to’ 1325 R-PUM. 
e Mounting dimensions............... 21746x5544 inches 


¢ Over-all dimensions: Height, 1044 inches; width, 944 
inches; length, 2684 inches. 
99 AM 2127—Without motor. Shpg. wt. 58 Ibs........ $43.00 


99 AM2128—With }4 H.P. 1750 R.P.M. 110-120 volt 60 cycle 
A.C. split phase sleeve bearing motor. Shpg. wt. 82 !bs.$53.50 


6-piece Tool Bit Set . . ground and shaped 


ae 


j 25 Six-piece set of 44-inch bits of high speed tool steel. Accu- 
4 $2 rately ground to shape and ready for immediate use. Finest 
Set materials and workmanship. Good bits for steady production 
work. Set includes one each of the following: threading bit, 
left hand facing bit, right hand turning bit, round nose turning bit, right 
hand facing bit and left hand turning bit. 
9 A 2205—Shipping weight 8 ounces...............00005 Set of six $2.25 
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RAFTSMAN Model Makers’ Lathe 


REG U.S. pAT.OFF, 


The lathe designed, built and priced just for you; 
model makers, hobbyists, tool makers, etc. Guaran- 
teed accurate within 1/1000th of an inch at spindle. 


Full 6-inch swing ...18 inches between centers... 
30 inch bed. Allows you to do wide variety of jobs. 
Has massive, one-piece, cast semi-steel, precision 
ground bed. Carriage has hand wheel for manual op- 
eration and feed lever for reversible automatic power 
longitudinal feed. Set-over for taper turning. 


Cuts 8 to 96 threads per inch, right or left hand. 
Back gears give 16 speeds from 54 to 3225 R.P.M. A 
correct speed for al! turning, finishing or polishing. 
Graduated compound rest swivels 360 degrees. 


SPECIFICATIONS: 

e Swing over bed............ Tr ee 6 inches 
e Distance between centers. . 18 inches 
w’Spindle: INOSE.. destinus ososemanisses 1 inch-8 thread 

TRADE. nx axon ecient oa cake No. 2 Morse 

Lt ee eee ene ae 114, inch 
e Spindle bearing. .... 2 oilite bronze; 1 ball thrust 
e Thread range......... 8 to 96, right or left hand 
e Feeds.......Four: .0024, .0039, .0048 and .0078 
e Back gear ratio.,,...... approximately 6% to 1 


e Countershaft and back gear bearings 

See eens Ie sacash oe espe 4 oilite bronze 
© Swing ‘Overicarriage.. 7. 0.62 ns 2 414 inches 
e Compound rest travel.............. 13% inches 


e Cross slide:travelsinéic:sun « ee now vere cee 4% inches 
oDailstock Sapets wasn. wat teagan wee No. 1 Morse 
oi Pailstock rampravel...c. o..6.. .04 ean 1% inches 
O}Tailstack:set-oviers o w.5.. ees oe ace ee 945 inch 


e Motor recommended, minimum 
Sars gol sens Se eee 4 HLP. 1750 R.P.M. 


© Machine pulley (included)................ 4 step 
® Motor pulley (ineluded), . .. ..-.ceceseas on 2 step 
¢ Mounting dimensions........... 434x27154¢ inches 


© Over-all dimensions: Height 1014 inches; width 21 4% 
inches; length 3314 inches 

Comes with instructions and accessories shown above 

99 AM 2048—Without motor. Shipping weight 

PiOipounds...- 1 Peewee eels cece ee $106.00 


Accessories for above lathe to make it more useful 


Steady Rest 


Base clamps securely to bed 
ways. Gives added support 
needed when turning long 
pieces. Handles diameters up 


Follower Rest 


Mounts on back of carriage 
dovetail slide. . .moves with 
cutting tool to provide support 
needed to prevent deflection 
turning long, slender 
work. Shpg. wt. 3 Ibs. 8 oz. 


Reversing Switch 


Reverses motorand spindle 
direction when grinding. 
polishing, tapping and wood 
and metal finishing. Not suit- 
able for repulsion-induction 
inotors. Shpg. wt. 5 Ibs. 


Milling Attachment 


Has graduated swivel vise, flat 

block and V-block for holding 
cylindrical objects. Vise capacity 2 
inches; vertical feed 134 inches. 
Graduated swivel. Shipping weight 
8 pounds 8 ounces. 


Holding Collet 


This attachment will 

hold threaded-hole 
angular milling and key- 
way cutters and - 
inch end mills. Ship- 
ping wt. 2 lbs. 


to 23% inches. Shipping when 
weight 5 Ibs. 8 oz. 
DEAN ZOAT ers cai susrensys: sine $6.00 


9 A2042. 


oS Ere iverp Fs $4.15 


Tool Holders 


Designed to fit 99 AM 2048 Lathe above. 
pertly heat treated and hardened. Accurately machined. Set screws of finest alloy 


Made of special drop forged steel, ex- 


WA 2039.2: 


Formed Tool Bit Set 


fa Sispicce set of 346% inch tool bits. 
Made of high speed tool steel. Accu~ 
rately ground to shape, ready for use. 


SHANZOST. od asers eierep exage a corevatele $21.00 


DAI2059.. 02s ae $8.85 


AMM L 


Tool Post Set 


{n] Ideal for precision boring jobs re- 
quiring rigid tool mounting. Tools 
mount directly in tool post. Madeof high 


steel. Holders use 43-inch tool bits listed at right. 


Oe eet ea eoe ke Sige at ee ns $219 one each of the following: threading 
(G] 9,42033—Straight Tool Holder. No [x] 9. A2037—Cut Off Tool. Shpg, wt. bit, left hand facing bit, left hand turn- 
its Whore. wtel2 OZ ccc ccs $2.10 TA OP Baragee il ciey: ot cree jee ial Wateal $2.70 ing bit, right hand turning bit, right 


md 


No bit. Shpg. wt. 12 0z...... $2.10 


Buy your Power Tools on Sears Easy Terms... only 10% down.. 


Shpg. (a) 9 A2035—Left Hand Tool Holder. No 


(H] 9 A2034—Right Hand Tool Holder. 9 A2036—Knurling Tool. $ 
dium knurls. Shpg. wt. 14 ez.$5.40 


Has_me- 


Good for production work. Set includes 


hand facing bit and round nose turning bit. 


9A 2043—Shpg. wt. 5 oz. ........ $2.20 


. balance monthly. See inside back cover for details 


speed tool steel. Set includes the fol- 
lowing: four boring bars, internal 
threading tool, external threading tool. 
external turning tool and set of tool 
post spacers for height spacing. 


9 A2038—Shpg. wt. 14 0z...... $7.75 
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RAFTSMAN Metal Lathe... 


REG. U.S. PAT. OFF 


Lathe Manual, containing 234 pages of 
sound and practical explanations of metal 
lathe operations and construction, is in- 
cluded with these CRAFTSMAN metal 


a. re 


Tool Holders 


Steel forgings; expertly made and carefully finished. For use with 

\Y-inch tool bits shown below. Shanksare %-inch high; 84-inch wide. 

Shipping weight each 2 pounds. 

[a] 9 A 2194—Offset, left .$2.15 a 9 A 2198—Threading ....$4.80 

9 A2192—Offset, right. 2.15 [&] 9 A 2200—Cut-off........ 2.95 
9.A2196—Straight.... 2.15 [F] 9 42202—Knurling tool... 5.75 


6 Formed Tool Bits 


@ Handy bits that are ground ready to use. 44-inch size. Fit the 
tool holders listed above. Shipping weight 8 ounces. Set includes: 


Threading bit 


Round nose turning bit 

Left land facing bit Right hand facing bit 

Right hand turning bit Left hand turning bit 

QVA2205— Seb OffGIEooMDIe Shere yacey eis si0isue <i n-09 © alates oclaras $2.25 


Tool Post Tool Set 


fH Set includes 4 boringtools (346, 4, %e and % inch); 44-inch inside 
threading tool; 84-inch turning tool; 8 inch threading too] and 

set of tool post spacers. 

9 A 2189—Shipping weight 2 pounds...............2.2000- $8.00 


28 .. SEARS, ROEBUCK AND CO. Zone1 


Lathe Dog 


fy Malleable iron. Holds work firmly. Choice of 


four sizes: }4, %, 1, or 1}4-in. State size. 
9 A 2078—Shipping weight 8 oz.............. 50c 


{k} Forged steel. Heat treated hardened set screw 
Choice of four sizes. State size. 
9 A 2183—Shipping weight each, 1 pound. 


Face Plates 
For use on lathe with 4-in. 20-thread spindle. 


9 A2468—4-inch. Shpg. wt. 3 lbs......... $3.50 
For use on lathe with %-in. 16-thread spindle. 
9 A2469—4-inch. Shpg. wt. 3 lbs........... $3.50 
For use on lathe with 1-in. 8 thread spindle. 
9 A2470—4-inch. Shpg. wt. 3 Ibs........... $3.50 
For use on lathe with 1}4-in. 8-thread spindle. 
9 A2471—4-inch. Shpg. wt. 3 Ibs........... $3.50 
9 A2475—8-inch. Shpg. wt. 6 Ibs........... 5.25 


turning lathes. 


HHH 


REEL 


Micrometer Carriage Stop 


Has adjustable micrometer stop to indi- 

cate stopping place for carriage in boring 
or facing to a given depth; cutting off at a 
given point; duplicating longitudinal cuts; 
and laying out work on a cylindrical surface. 
Clamps on front of bed way. Fits Crarrs- 
MAN lathes listed at top right and on bot- 
tom of opposite page. 
9 A 2185—Shipping weight 1 Ib..... $5.00 


Mica Undercutter 


Easily and quickly fastens to the back of 

carriage. Screw feed regulates height of 
cutter and carriage feed moves cutter into 
commutator slot. For use on 110-120 volt 
25-60cycle A.C. or D.C. Complete with mo- 
tor, switch, cord, set of 5 undercutting saws. 
Fits all CRAFTSMAN lathes listed at top right 
and on bottom of the opposite page. 


9 A 2989—Shipping weight 10 Ibs. .$40.00 


i) 


{Wi} 


bhineh 


}} 


1) 


1) 


Guaranteed accurate to one-thousandth inch 


© Famous Timken tapered roller bearings maintain spindle 
alignment and absorb radial and thrust loads 


® Guards completely cover headstock and motor pulley 


Hii a AW iAH tm vt 


CETEELTEEEEEER EL EELER EERE ELLE Wi UPL 


© Thread range from 4 to 96 threads per inch, either right or 
left hand (standard) Metric .5 to 7.0 m.m. 


© Reversible power cross feed makes facing work easier 


99 AM 2075 $91Q00 $21.00 own... on 


SEARS EASY PAYMENTS 
The ability of this CRarTsMAN metal turning lathe to cut accurately to 1/1000th 
inch even after years of usage is the result of precision construction and expert 
design. It’s outstanding in workmanship, materials, versatility and price. 


Famous Timken tapered roller bearings in headstock assure smooth, fast 
cutting even at high spindle speeds. Maintain spindle alignment and absorb the 
radial and thrust loads. Rugged massive construction. 

Reversible power cross feed and longitudinal feed permits you to do your 
facing work accurately and automatically. Simple and easy to operate. Tail- 
stock has set over for taper turning. 

Quick-change countershaft. Guards completely cover headstock and motor 
driven pulleys. Hinged for quick speed changes. Powered with V-belt drive. 
Keeps lathe clean; helps prevent accidents. Check the following specifications. 


SPECIFICATIONS: 99 AM 2075 99 AM 2079 
© Swing over bed............. 124 inches..............12% inches 
© Distance between centers.... 24inches.............60+ 36 inches 
© Spindle, Nose size........... 1}4 in—8 thread......... 14 in.—8 thread 
AA DOR yagene gercte eters INOS2) Morse ii-< cise onset No. 2 Morse 
BORO E sccps.cycysisn eae iaeeeee Garllie NormoeEtoe cae conlG 2%2 inch 
© Spindle bearings. ........... 2 sets Timken roller....... 2 sets Timken roller 
@ Thread range... 0066600056 4 to 96 R.H. or L.H...... 4to 96 R.H. or L.H. 
© Reedsnnariyaccie . ened 0024; .0035; .005; .0071; .0087 
@: Back gear Fation ceieisiee)4ccsarsies Approx. 6 to 1 Approx. 6 to 1 
e Countershaft and back gear 
Bearings s.sich yas apace 4 oilite bronze............ 4 oilite bronze 
© Swing over carriage......... S5G4cinches ee <s:0:s:5:cpayacsisl evap 85% inches 
e Compound rest travel....... QHotiNGHES as jo;6: seus Stebel e 2% inches 
Oi Cross feeds ore, .areeiey< syrerente ..Reversible; power feed. ... Reversible; power feed 
© Cross slide travel........... 644 inches............... 6}4 inches 
@ Tailstockitaper. <6: ss.5.2cs005505 No. 2 Morse taper........ No. 2 Morse taper 
© Tailstock ram travel........ DG inGHES eeciar< ate ersteteiorciays 25% inches 
© Tailstock set over........... SM inches scsi seissesiee s cise &% inch 
© Machine pulley (included)....6 inch 4 step...:......... 6 inch 4 step 
© Motor pulley (included)...... 444 inch 2 step,........... 444 inch 2 step 
e@Speeds........ Sixteen...... 28°to2072 R.PEMiiasces 28 to 2072 R.P.M. 
© Mounting dimensions........ OMe) KS SN Vighint sy. stasis casks 6W%6 x47 isin. 
© Over-all dimensions, Height 20 inches..... Babedhacoacad 20 inches 
Width 25}4 inches.............0.- 2544 inches 
Length: 45dnches iss. steeisierscyss.« sisters 57 inches 
Comes with tool post wrench, threading gears and 234-page lathe manual. 
99 AM 2075—Shipping weight 275 pounds.............e.e sees seeeees $210.00 
99 AM 2079—Shipping weight 295 pounds.............46- vielateehe set isieeeeeoOl00 


For arbor see page 24...For chucks see page 25 


Taper Attachment 


An accurate taper attachment that's easily and 

quickly installed ... simple to operate. You don't 
have to move the tailstock out of alignment when you use 
this attachment. Duplicate tapers can be cut accurately 
on pieces of different lengths. Internal boring work can 
be done as easily as external work. The index plate is grad- 
uated 7° and 3 in, both sides of the center line. Equivalent 
to taper of 215i¢ in. per foot. Designed to fit lathes listed 
at top and bottom of this page. 


9 A 2984—Shipping weight 10 pounds.......... $24.00 


Reversing Switch 


Drum type reversing switch that is essential for grind- 

ing, tapping and all types of fine metal and wood fin- 
ishing. The reversing motor reverses direction of lathe 
spindle. (Note: Do not use with repulsion—induction 
motors.) Comes with cord and plug. 


9 A2983—Shipping weight 5 pounds............ $10.35 


Steady Rest 


{c] The sturdy solid brass jaws give rigid support to 
insure accuracy in turning, boring, and thread- 
ing on your lathe. Especially useful Yor accuracy 
when turning, boring or threading long slender 
pieces. Clamps securely and rigidly to the bed ways. 
Has a capacity up to 2%¢ inches. Comes complete 
with extra jaws. Ready for use. 


9 A 2050—Shipping weight 7 pounds....... $7.80 


Follower Rest 


{0} Here's the accessory that will give you the nec- 
essary support for jobs that require a long cut 
ona small diameter. Enables you to do much more 
accurate and precise work. It fastens securely to 
the back of the carriage dovetail slide ... follows 
the cutting tool. Essential for long slender pieces. 
Very convenient and easy to use. 


9 A 2988—Shipping weight 4 pounds....... $5.50 


Milling Attachment 


Complete as shown, with graduated swivel vise, V- 


block for holding cylindrical objects. Vise capacity 
2% inches. Vertical feed 234 inches. Cross feed 5 inches. 
Has graduated micrometer feed screw. Angular swivel 
accurately graduated in degrees. Easily and quickly 
mounted in place of compound rest. 


9 A 2987—Shipping weight 16 pounds........... $26.00 


Holding Collet 


Ideal for use on straight shank milling cutters. Fur- 

nished with twoarbors, one to take threaded hole angu- 
lar cutters, etc. Hand wheel type. Provides excellent 
means of holding milling cutters firmly and rigidly. Par- 
ticularly valuable to those who are required to use many 
types of cutters frequently. 


9 A2994—Shipping weight 3 pounds............ $9.35 
9 A2985—Four bushings for use with , %s, % 
and %e6 inch end mills. Shipping weight 4 0z...... 2.30 


All the accessories shown above fit CRAFTSMAN lathes numbers 2065, 2067, 2069, 2071, 2073, 99AM2075, 2077, and 99AM2079 
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RAFTSMAN Oxy-Acetylene Welders 


REG.U.S. PAT. OFF 


Only $6.50 down on Easy Terms ... Welders’ Handbook included 


Farmers! Factories and industrial shops! Garages, repair and 
welding shops! Scrap yard operators! Maintenance men! Just 
what you’ve been looking for . . . a quality-built oxy-acetylene 
welding outfit at a price you can afford. Soon pays for itself! 
Farmers, you can save money, make real profits, doing profes- 
sional type welding for yourself and your neighbors. 


It’s easy to learn how to do welding, cutting, brazing and 
soldering. Informative Welders’ Handbook, included with out- 
fit, tells you what to do and shows you how to do it. A little 
practice gives you the skill needed to do a real job. 


Oxy-acetylene welding outfit is readily portable. You can 
use it anywhere, even in areas where electrical power is not 
available or accessible. Make farm repairs in the field . . . no 
need to bring work into shop. Consult your classified telephone 
directory for nearest supplier of oxygen and acetylene. 


Guaranteed quality! Actually triple tested to highest stand- 
ards! (1) Every part individually factory tested many times 
during construction . . . and factory approved before shipment. 
(2) Tested and approved by Underwriters’ Laboratories, Inc. 
(3) Tested and approved by Sears own Merchandise Testing 
Laboratory. In addition, these outfits are approved by Asso- 
ciated Factory Mutual Insurance Company. 


You know CRAFTSMAN oxy-acetylene welding outfits are 
safe. All parts coming into contact with gas are made of SOLID 
brass or bronze. All joints are ground and hand fitted to eliminate 
danger of leaks. Regulators are equipped with patented safety 
pressure-relief devices. Exclusive balanced-pressure non-flash mixer 
is located beyond the head of the torch and outside of the torch handle 
Jor safety. Possibility of ‘‘flash-back” and burning on interior 
of torch has been minimized. No doubt about it, there’s real 
super-quality built into every part of this outfit! 


Heavy duty construction throughoutl Made to handle toughest 
jobs! 1734-inch bronze non-flash torch with mixer and 6-inch 
gooseneck. Gooseneck is bronze drop forging . . . will not bend. 
Forged solid-bronze-bodied regulators have two pressure gauges 
with brass cases: 0 to 80 and 0 to 3000-pound oxygen regulator, 
and 0 to 80 and 0 to 500-pound acetylene regulator, 


Also included in this outfit! Five wide-range tips of one-piece 
solid drawn copper, highly polished (AA-1, AA-2, AA-3, AA-4, 
and AA-5); two 1244-foot lengths of 14-inch high-pressure hose, 
tested to 800 lbs. per square inch; assorted welding rods; flux; 
lighter; two wrenches; 50-mm. welders’ goggles and 224-page 
Welders’ Handbook. Welder may be used as cutting torch, 
using 9 A 5444 attachment. See opposite page. 

99 A05442—As described above. Shpg. wt. 28 Ibs......... $62.50 
9 A 541 0—Flux only. Can be used for all types of acetylene weld- 

ing. Shipping weight 1 pound 3 ounces. 1-lb. can.......... ....60¢ 
9 A541 1—224-page Welders’ Handbook. Helpful; easy to 
understand. Postpaid. (Shipping weight 1 Ib.)...... Bierererate $3.50 


$6259 


DOWN .. 
$650 ON TERMS 


THE RIGHT WAY 


TO SAY r4 
° 14 
HARDWARE g ’ 
AND TOOLS 


Welding Tips 


CRAFTSMAN. As 

supplied with $[55 
above welding out- 2 
fit. Interchange- All Sizes 
able. Made by new “swaging”’ 
process from hea y, one-piece 
solid drawn pure copper con- 
taining minimum of lead and 
tin. Withstands extremely high 
(6000°F) oxy-acetylene flame 
temperatures. Highly polished. 
Shipping weight 4 oz. each. 
State size wanted. 
DPA SAAT cs a. . sores Each $1.55 


Size Welding capacity; in. 
....For soldering.. .. 


:.1 inch and Mp 


30 . . SEARS, ROEBUCK AND CO, »7ene 1 


Welding Torch 
0 Saar TSS $100 


inches long. Bronze 

non-flash torch Each 
with 6-inch gooseneck mixer. 
Gooseneck is solid bronze drop 
forging... will not bend. Per- 
mits you to cut steel, using 9A 
5444 cutting attachment, shown 
and described on the opposite 
page. Shipping weight 3 pounds. 
DIA SA2O Ni stale: ereicse Each $16.00 


Mixing Chamber 
CRAFTSMAN. 12 
inches long. Pro- $600 


vides the longer mix- 

ing section that must be used 
when using the 9 A 5441 welding 
tips, sizes AA-6, AA-7 or AA-8, 
listed at the left. Solid drop 
forged bronzeconstruction. 
Gooseneck type. Shpg. wt. 12 oz. 
9 A5S443....... Pei ataiageed Each $6.00 


Welding Rods 


CRAFTSMAN. 90 
Cees rods. A $475 
complete selection 
of rods that per- 90 rods 
mits you to do oxy-acetylene 
welding on bronze, cast iron. 
aluminum and mild steel. For 
most repair and production 
work, welding rod metal should 
be same as or similar in char- 
acteristics to metal being weld- 
ed. (For example, mild steel 
rods on steel). 

This assortment includes: four 
34x18-in. Tobin bronze rods; 
four 346x18-in. Tobin bronze 
rods; thirty %49x18-In. mild 
steel rods; twenty-two }4x18-in. 
mild steel rods; twelve 18- 
in. mild steel rods; eight 44x18- 
in. mild steel rods; four 34 @x18- 
in. drawn aluminum rods; and 
seven (x24-in. cast iron rods. 
Shipping weight 11 lbs. 

9 A5440—90 rods........ $4.75 


Y-inch Hose 

CRAFTS- 

MAN. Test- $]65 
ed to 800 Ibs. 
pecequare inch. 12'-ft. 
Working pressure 200 Ibs. 
Y-inch inside diameter. 
One-braid construction with 
three tough layers. Rayon 
cord reinforcement stronger 
than usual cotton hose yarn. 
Super tough, heat and ab- 
rasion-resistant Neoprene 
cover. Threaded brass con- 
nectors. State length wanted. 
12% or 25-ft. 


9 A5437— Green Oxygen 
Hose. 12Y4-foot length. 
Shpg. wt. 1 Ib. 13 oz. .$1.65 
25-foot length. Shipping 
weight 4 pounds..... $2.65 
9 A 5438—Red Acetylene 
Hose, 1244-foot length. Ship- 
ping wt. 1 Ib. 13 oz...$1.65 
25-ft. Igth. Wt. 4 Ibe... 2.65 


Gas Regulators 


Oxygen 

P Regulate: 3/700 

gauges: Oto 
80 and 0 to 9% A 5430 
3000 Ibs. Pressure indica~ 
tors. Shpg. wt. 4 Ibs. 
DASASO% croicidey ere $17.00 
Acetylene Regulator. 2 
gauges: 0 to 80; 0 to 500-lb. 
pressures. Shpg. wt. 4 Ibs. 


DIA SAB an cs cle ins $16.00 
High Pressure m Regu- 
lator. (Not illus.) Similar to 
9 A 5430 above but with 0 to 
300 and 0 to 3000 Ib. gauges. 
Shpg. wt. 3 Ibs, 
A5448F.......... $17.00 


Adapters. (Not _ illus.) 
9 A5413—Adapter for Air- 
co, Commercial or Search- 
light tanks. Shipping 
weight 5 ounces..... 1.35 
9A5414—Adapter for 
Prest-O-Lite auto lighting 
tanks. Shpg. wt. 5 oz.$1.55 


Special rubber 
inner tube, 


New rayon 
cord reinforce- 
ment 


New super 
tough Neco 
Prene cover 


Welding Needs... Body and Fender Tools 


Cutting Attachment 
CRAFTS- 

0 TAN. Re $600 

places mixer 

on 99 A 05442 outfit on oppo- 

site page. One B-3 tip, wrench 

and instructions included. 


9 A 5444—Shipping weight 
3 pounds 6 ounces...... $16.00 


Cutting Tips 


CRAFTSMAN. For above 

cutting attachment. Ship- 
ping weight 6 oz. each. State 
size when ordering. 
(Oy SV Vee Each $2:35 
Size] Cuts steel |Size | Cuts steel 
B-1 | up to 44 in.| B-4 | 114 to 4 in. 
B-2 1% to .% in.| B-5 | 4 to 6 in. 
B=ShetOul VS sINsl. sufi. ever. oe 


Brazing Outfit 
CRAFTSMAN. 
@ Use with $675 
Prest-O-Lite cyl- 
inders. Operates on acety- 
lene only, requires pressures 
up to 4 lbs. for largest tips. 
Outfit includes: Handle; 
three heating tips; soldering 
copper; paint burning tip; tank 
connection; tip cleaner; 5 feet 
of rubber hose; instructions. 
9 A 5446-Shpg. wt. 2 Ibs.. $6.75 


Crarrsman Air Hose 


UR PAT. OFF 


[0] Sensational post-war 9c 
improvements give 
this hose super-strength. Per foot 
Superbly made of three 99 A08800 
tough layers... (1) Spe- 
cial rubber inner tube... (2) new 
rayon cord reinforcement... TWICE 
as strong as ordinary hose yarn... 
(3) new super tough Neoprene cover 
gives greater resistance to sun, oil, 
chemicals, abrasion, etc. than hose 
with old-style rubber covers. 

Ideal for use with all pneumatic 
tools, for air lines on spraying equip- 
ment, for tire inflation, for cleaning 
with compressed air, for use wherever 
air or non-corrosive gas is conducted. 
With standard brass couplings. 

9 A1875—15-foot lengths. 14-inch in- 
side diameter. Shipping weight 

1 pound 12 ounces............. $1.69 
9 A1876—25-foot length. 5¢-inch in- 
side diameter. Shipping weight 

4 pounds 8 ounces............. $2.79 
9 A1878—Male coupling for joining 
two or more lengths of above hose. 
Shipping weight 3 oz............. 15¢ 
Also available by the foot without coup- 
ling. Any desired length up to 500 ft. in 
one piece. State length wanted. 


Catalog Inside | Shpg. wt. Price 
number | diameter} per foot per foot 


99 A 08800} .34¢ inch.|..2 ounces..|...... 


99 A 08801}.4 inch.)..2 ounces. .| .. 
99 A 08802 gs inch.| ..3 ounces.. 


99 A 08803).34 inch.|..3 ounces.. 


Crartsman Pneumatic Body and Fender Set 


{E) Built for extra heavy duty, continuous service. Save up to 70% of $ 495 
time ordinarily needed on body, fender and sheet metal work. 7 CASH 
Pneumatic hammer has drop forged steel body; piston of ball bearing 
steel. Gleaming chromium plated finish. $7.50 pown 
Check these four outstanding features of this tool: (1) It’s air lubri- ON EASY TERMS 
cated . . . needs no oil for lubrication. Free-floating piston actually 
glides on film of air, keeping hammer cool and clean. (2) No delicate valves to pamper. 
Dirt and scale which would clog ordinary air hammer blow out through large holes and 
exhaust port. (3) ‘‘Easy Control’’ lever. You can control pressure, speed and power with- 
out changing hand position. (4) Safer because tool can’t accidentally fly out of gun with 
tool off work. No beehive spring. Use 90-lb. air supply at 10 C.F.M. 
Set includes: Two 15,-{g-inch tubular steel arms (one 20x23 in.; other 18x30 in.); 6%- 
in. long pneumatic hammer; one upper dolly; two lower dollies. With instructions. 
99 A02510— Pneumatic Body and Fender Set. Shipping weight 33 pounds...... Set $74.95 


Crarrsman Air Hammer and Chisels 


(F] Built extra heavy duty for steady production work. Simple, com- 32 95 
pact. Drop forged steel body; piston of super-tough ball bearing 9 CASH 
steel. All working parts are heat treated and hardened. 

Air lubricated . . . no delicate valves to pamper . . . needs no oil for $3.00 pown 
lubrication. Piston glides smoothly, easily. Frankly, we believe it’s ON EASY TERMS 
the finest and most durable air-hammer on the market. 

3200 power packed strokes per minute! Plenty of power for chiseling, scaling, metal 
forming and finishing, removing paint, carbon, rust, etc. Efficient one-hand trigger con- 
trol. Special friction collar keeps tools from flying out of gun accidentally. Length 7 
inches. Uses 90-lb. 10 C.F.M. air supply. Chromium plated. 

9 A2500—Air Hammer only. Shipping weight 3 pounds 12 ounces................ $29.95 
CRAFTSMAN Air Hammer Chisels for above. Heat treated alloy steel; hammer-forged. 
Average length about 7 inches. Buy a complete set for your shop! 

(G) 9 A 2501—1 }-inch Scaling or Goo Chisel. Shpg. wt.12 0Z........ 0.0.00 0 cece eee $1.29 
(H) 9 A 2502—%-inch Chipping Chisel. Shpg. wt. 12 0z............ 002-000 eevee eee 1.29 


G) 9 A2503—%-inch Cape Chisel. Shpg. wt. 12 0Z......... 0... cee cece ee eee ee 1.29 
(K) 9 A2504— 14-inch Round Nose Cape Chisel. Shpg. wt. 12 0z...........-..-02-00- 1.29 
(L) 9 A2505—%4-inch Round Nose Cape Chisel. Shpg. wt. 12 0z...........-..02 ee eee 1.29 
(M) 9 A 2506—%¢-inch Diamond Point Chisel. Shpg. wt. 12 02........ 0.000000 e cee eens 1.29 

9 A 2507—Set of one each of six chisels above. Shpg. wt. 4 Ibs. 4 0z............. 7.45 


Spectacle type Safety Goggles 
With side shields. For grinding. chipping and 19 
hazardous work. Both frontal and side pro- $ 

tection. Ample ventilation minimizes fogging. 

Non-corroding frame; wire mesh side shields. Insulated 
temple pieces. Heat and perspiration resistant. Adjust- 
able nose piece. Clear, hardened, ground 50-mm. lenses. 
28 A 6070—Shipping weight 8 ounces............... $2.19 


(P} Lightweight type. No side shields. Crystal clear 44-mm. 
flat lenses, fai angle vision. Non-inflammable plastic 
frame. Wire cored padded temples. 

28 A 6067—Shipping weight 5 ounces............. $1.69 


Industrial type Safety Goggles 
{R] For chipping and grinding. Eye protection from flying 
particles coming from all directions. Clear 50-mm., 
lenses hardened and ground. Wideangle vision. Composition 
frame; adjustable headband. 


28 A 6060—As described. Shipping weight 9 oz..... $2.29 
28 A 6061—Similar to above, but larger, to fit over 
regular glasses. Shipping weight 12 oz.............- 2.49 


Replacement 50-mm. Lenses. Not shown. Clear glass, hard- 
ened and ground. For 28 A 6070, 28 A 6060 and 28 A 6061. 
28 A 6088—Shipping weight 3 oz. per pair. .... Pair 89c 


Welders’ Goggles 


| Shade 5 lenses. For light 
Gee poe ae $239 
ting. lastic headband; ad- 
justable bridge. Ventilated 28A6053 
side shields; no fogging. Screw caps for 
changing lens or cover glass. 
28 A 6053—Shpg. wt. 40z....... $2.39 


Over-spectacle style. Worn over regular 
glasses. Similar to 28 A 6053. 
28 A 6054—Shpg. wt. 12 oz..... $2.69 


Extra 50-mm. Filter Lenses for above. 
No. 4 density. For average acetylene 
welding, cutting, brazing, etc. 

28 A6055—Shpg. wt. 3 oz..Pair 79e 


No. 6 density. Extra dark. For heavy 


acetylene welding, cutting, etc. 
28 A 6057—Shpg. wt. 3 oz. . .Pair 79e 


Dust and Wind Goggles. Clothsides fil- 
—_ ter out dust, prevent fogging. Chenille 
bound edges. Shatter-proof glass lenses. 


28 A6068—Shpg. wt. 40z....... $1.45 
Similar to above. Plain glass lenses. 
28 A6062—Shpg. wt. 4 0z........ 65c¢ 


Plastic Face Shield 


Protects eyes and face. Adjustable. Metal-bound 29 
window of non-inflammable plastic snaps onto $2 
shield. Sweatband; eye shade. 1034x6 in. 5 
28 A 6085—Shipping weight 1 Ib..........-... $2.29 284608 
28 A 6086—Extra Window for above. Shpg. wt. 8 oz......... 89c 


Low-cost Respirator 
(vJ Protects against pollens and dust from processing wood, 
grain, stone and metal. Comfortable molded rubber frame. 
28: A 6087—As described above. Shpg. wt. 8 0z.......... $1.89 


Industrial Respirators 
Wi For all dust hazards—mineral, agricultural, etc. See below for 
fumes and vapors. Positive protection. Air-tight fit. Valve 
can’t stick open. Sanitary, easy to clean. Pliable, non-irritating 
rubber face mask. Easily replaceable filter. 
28 A6073—As described above. Shpg. wt. 12 0z......... $3.69 
28 A6074—Extra Filter, for above. Shpg. wt. 5 0z.......... $1.10 


For low concentration fumes and vapors such as paint spraying, 
dry cleaning, gasoline, benzine, etc. Design similar to 28 A 6073 
described and shown above. Easily replaceable filter included. 

28 A 6081—As described above. Shpg. wt. 12 oz.......... $3.59 
28 A6084—Extra Filter for above. Shpg. wt. 5 oz..... Each 79c 


WARNING: Respirators cannot and should not be used as gas masks. 
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Twin Carbon Torch 


‘Industrial type. Doubles usefulness of any A.C. arc welder. Fas- 9 5 
ter, easier, better brazing, soldering, heating. Ideal for workon thin $ | 4 
metals. Lightweight. With cables, carbons, instructions. 

9 A 2007—Length 1584 inch. Shpg. wt. 4lbs.60z........ $14.95 


Cored Carbons for Twin Torches 


~ Catalog number Diameter Length Shipping weight ___ Each 
..6 inches 2 ounces..... | Riess 3. 10¢ 
.-6 inches... 2.2 OUNCES! \-is30)! 6 sicjeselsns 12c 
6 inches 2 ounces. .... iedeee te 15c 


Crarrsman Electrode Holder 
fal Fully i insulated. Light in weight. 19 
Rods quickly changed. For $ 
welders with capacity of 300 am- 
peres or less. 9 inches. long. 
9 A2006—Shipping weight 1 pound....... $3.19 
Dependable Welding Helmets 
One piece seamless vulcanized 
8] fiber construction. Shaped to fit $750 
head contour. Fiber head band ad- 
justable over wide range of sizes. No metal 
touches head. Friction joint adjustable from out- 
side for free-floating action. Bakelite glass holder. 
2x41 inch clear cover glass provided. Filter lens 


not provided. See below. 
9 A1324—Shipping weight 2 Ibs. 6 0z...... $7.50 


| Streamlined fabricated fiber con- 
struction. Helmet has automatic $ fete) 

spring snap for “‘off’’ and “‘on”’ posi- 

tions. Black fiber headband with genuine leather 

sweatband. Size adjustable over wide range. No 

metal touches head. Convenient glass holder 

keeps cover glass and filter lens in place yet readily 

removable. 2x4}4¢ inch clear cover glass supplied; 

filter lens not included. See below. 

9 A1323—Shipping weight 2 Ibs.9o0z....... $6.00 
Adjusts to fit head size. Can be $330 

thrown back without removing from 

head. Friction joint between headband and hel- 

met make helmet readily adjustable and secure 

in both ‘‘on” and “‘off’’ positions. Clear cover 

glass and No. 10 density filter lens provided. Both 

are 2x4\¥-inch size. Note our low price! 

9 A1326—Shipping weight 2 lbs. 8 oz...... $3.30 


Extra Filter Plates and Cover Glass. Not illustrated. 
For arc welding use. Size 2x4}¢ inches. Fit al- 
most all helmets. Shipping wt. of each is 5 oz. 


9 A1327—No. 10 shade Filter Plate. For 75 


| Fabricated fiber construction. 


to 250 ampere welding work..............- 82c 
9A1328—No. 12 shade Filter Plate. For 

250 ampere or over welding work.......... 82¢ 
9 A1329—Clear Cover Glass...........-.00- 6c 


Electrode Assortment 
CRAFTSMAN. Handy 20- 
andy $625 


pound assortment of welding 
rods for general utility work. About 
380 rods in all! Assortment includes types and 
sizes for most. general purpose welding jobs. For 
use with A.C. or D.C. welders (D.C. reverse 
polarity). Assortment includes: Rods for mild steel 
welding: 2 lbs. of 3,42-inch rods; 44% lbs. of 44-inch 
rods; and 444 Ibs. of 52-inch rods. 
Rods for cast iron welding: 444 Ibs. of 14-inch diam- 
eter rods. 
Rods for hard surfacing: 444 Ibs. of 44-inch rods. 
99 A 02024—Complete assortment. 
Shipping weight 22 pounds............... $6.25 


Welding Electrodes 


CRAFTSMAN. Individual types for specific 

purposes. Specially flux-coated for use on all 
A.C. or D.C. (D.C. reverse polarity) welders. 
Easy striking; assure minimum spatter loss and 
easy slag removal. Shipping weight of 5-lb. size 
is 5 lbs. 12 0z.; 25-Ib. size, 29 lbs. Order by catalog 
number ond state size needed. 


9 A2003—General purpose type recommended for 
use on mild steel. Please state size wanted, 


Size x -inch | %-inch | 54-inch ie -inch 
5 Ibs...|..$£55...]..$1.25...|. $la5...|. 15.. 
25 Ibs... aaa, oct Liber) bagen les te 
9A 2055—For use on cast iron. State Mies 
Size 34-inch | 33-inch 54-inch | 34.-inch 
5 lks.. oe pees ea] [oe SLT 9e |) S119. 3 
25 Ibs...|...7.90..,]...6.40...1...5.60 = 000). « 
9 A 2004—For ara wut facidy: Stote | size. 
Size 14-inch 54-inch ‘Beach 
SIDS: erie | ongaa “$2. Gon ete 2279S ral or $2.59.. 
Z5IDSrccgcikonec< 14.45....1... 13S 55 ales. 12.45. . 
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CrarrsmMan Arc Welders 


REG. U.S. PAT. OFF 


Industrial type . . . built to highest standards 


Buy a CRAFTSMAN and be SURE youre getting one of the finest electric arc welders 
made! They give you a complete range of welding currents for every kind of work 

. welding, cutting, brazing. soldering or heating. 

Greater efficiency and reduced current consumption because the welder trans- 
formers have high power factor. Almost impossible to burn them out when used at 
correct voltage . . . because the windings are insulated with spun glass. . . the 
finest insulation used in arc welders today. Coils are dipped in varnish and baked. 

Greater safety . . . approved by Underwriters’ Laboratories, Inc. and meet all 
their standards for safety, freedom from fire hazard and maximum temperature 
rise. Natural draft cooling . . . no fans used. Cooler operation even under con- 
tinuous service. Fire-resistant all-metal cabinets. Control panel fully protected 
against dirt and dust. Approved code-type switch. Stub wire leads for power line 
connection. Steady arc at all heats. Built-in reactance automatically increases 
voltage at low heats. 

Accessories include: 5 lbs. of assorted welding electrodes, wire brush, carbon 
electrode, electrode holder, two 15-ft. cables, welding helmet and instructions. 

Before ordering, please check voltage, cycle, phase and capacity of your 
power line. For use on single phase 220-230 volt 60 cycle A.C. only. 


SPECIFICATIONS: 99AM2015 99AM2012 
¢ Maximum amperes actual welding 
current delivered. ...............5 300 amperes 200 amperes 
© Welding heats available Thirty; Eighteen; 
(actual welding current).......... 20 to 300 amps 20 to 200 amps 
@ Maximum: rod!Size’s cui. os. escas.e eee ¥% inch 346 inch 
@ Dy pelof(ServiCes ccs... ss arg cee eaves Continuous Continuous 
e Current supply required............. Single phase Single phase 
220-230 volt A.C. 220-230 volt A.C. 
¢ Maximum open circuit secondary volts 94 volts 94 volts 
e Maximum line draw................ 65 amperes 48.5 amperes 
e Maximum kilowatts..............., 8.2 kilowatts 6.2 kilowatts 
e Maximum kilo-volt-amperes......... 14.3 10.7 
© Cabinet dimensions, Height. ........ 37 inches 33 inches 
Widthin «oracle 23 inches 20 inches 
Depthi..,:/-eesaae 21 inches 21 inches 
99 AM 2015---Shipping weight 330 pounds. ..............0.cceceeeeeees $199.00 
99 AM 2012---Shipping weight 260 pounds.............4-. eee eeee ate $149.00 


Learning to Weld is Easy 


Save time and money; do your own welding. 
It’s so easy to learn how. Each CRAFTSMAN 
Arc Welder Outfit includes a booklet of easy- 
to-follow instructions plus a generous supply 
of practice welding rods. Read the directions 
... get a little practice . . . soon you'll be 
able to weld well enough to do 95% of your 
repair jobs. 


$415°° 
10400 somn.. 


s435° | 


$10900 pow... 


SS 
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RAFTSMAN Power Timber Saw 


REG.U.S.PAT. OF 


e Greatly improved... now better than ever 


@ Cuts 5 times faster than two-man hand saw 


@ Two popular sizes ... 30 and 20 inch blade 


Once you see this CRAFTSMAN power timber saw in operation or use it yourself, 
you'll insist upon one for all your timber cutting jobs. It’s the fastest, easiest, 
smoothest operating timber saw we've seen. New improvements . . . improved 
diaphragm-type carburetor for operation at angles up to 90 degrees or better with- 
out stalling; improved magneto for quicker, easier starting; improved clutch for 
greater strength and more positive action; additional weight and strength to parts 
subject to strain . . . give this saw the features you need in a power timber saw. 


Over 5 times faster. In actual cutting tests one man notched and felled a 20-in. 
tree in two minutes with 20-in. timber saw (It took two men 10 minutes with cross- 
cut saw); one man bucked 6.390 cords of 16-inch diameter logs in 4 hourswith 20-in. 
timber saw (He bucked only 0.985 cords in same time with an ordinary crosscut 
saw); ‘wo men bucked 10.27 cords of 15-in. diameter logs in 4 hours with 30-in. timber 
saw (They bucked only 1.97 cords in same time with ordinary crosscut saw). 


Lightweight construction. Use of light, tough alloys and a specially designed 
aircraft-type engine make this lightweight possible. Easy to use to get into close 
places . . . a very important advantage. 


Tremendous demand for timber of all kinds .. . Farmers... can eam extra 
money by cutting timber on your own and neighboring farms. Timber companies 
. . . you can speed production and cut labor costs by equipping your crews with 
these saws. You can save thousands of dollars on large jobs. Also ideal for parks, 
highway departments, construction firms, etc. 


SPECIFICATIONS: 
e Engine......... 4.2 H.P. at 4500 R.P.M., single cylinder, two-cycle, air cooled 
© Carburetors ic cois chcssccs nes syer gins sages ei eee erie Diaphragm-type 
WPA BNOUO) 5 x ttae sca oate a siajavsis lageuncapscse asian Oe ete High tension, water-proof 
CE i ee eee Spring with automatic recoil 
OMEN OCLC L:,.«.d:cgrasrel vite in ec cients oaiaae elem cb Rae eee Automatic return 
© Pueltank capacity ss iccac ci ge es cian x ceeage te ean epee eee 14% quarts 
SME TANSMISSION:, «5 :53s30.2.3.<1<.. eke gee ee ee eee Alloy steel gears 
© BeatineS i: tices os aoe ecw ad bane ae the ee ee ee Grease-sealed precision ball 
O*Bladersizes). is. wes sce ss care Geta nas taeconga nee ee 20-inch and 30-inch 
O' Saw Chan -saccausiuivew acannon eek ce etere 5 Ag-inch kerf; 54-inch pitch 
© Speedioh@hait ss. 0cc sec enan feed Senne: Mee 1200 F.P.M. at 4500 R.P.M. 


Comes complete with the following equipment: saw guard, guide bar, saw chain, 
18 rivets, 9 extra connecting links, 5 extra right hand cutter teeth, 5 extra left hand 
cutter teeth, 3 extra right hand rakers, 3 extra left hand rakers, 3 extra center 
rakers, suitable wrench, anvil, gauge, punch, chisel, wheel puller and illustrated 
instruction book telling you how to operate saw. 


(a) 99 AM 2460—30-inch blade saw. For 2-man operation. Has helper's end. Length 


5414 in. Actual weight 67 Ibs. 6 oz. Shpg. wt. 87 Ibs...............-- $435.00 
99 AM 2458—20-inch blade saw. Use as 1-man saw or 2-man saw with helpers end 
(below). Length 3634 in. Actual weight 57 Ibs. Shpg. wt. 82 Ibs....... $415.00 


High quality Accessories for Crarrsman Power Timber Saw 


Extra Saw Chains. Forthe CRAFTSMAN Power 

Timber Saws described above. Have 54-inch 
kerf and %-inch pitch. Easily sharpened with 
file or sharpener. Keep an extra one on hand in 
case of emergency. Easily and quickly installed. 


9 A 2304—For 30-inch blade timber saw. Conversion Kit. 


Shipping weight 3 pounds................ $25.00 saw into 30-inch saw. Kit includes: saw 
9 A2302—For 20-inch blade timber saw. chain, guide bar, helper’s end and guard. 
Shipping weight 2 Ibs. 8 oz..............4. 18.50 99 A02305—Shpg. wt. 31 Ibs.......... $65.00 


Helper's End. Makesit possible to use the 
20-inch timber saw as a two-man saw. 
Two-man operation is recommended for large 
jobs. Easily and quickly attached or removed. 


9 A2303—Shipping weight 5 Ibs........ $5.35 


For converting 20-inch 


(F] Saw Chain Grinder. Makes it possible to do a much easier, 
faster and more accurate job of sharpening saw chains. Far 
superior to hand filing. Frame holds saw chain in correct posi- 
tion for sharpening. Adjustments make possible extremely ac- 
curate grinding of the cutting teeth. Pivots horizontally or 
vertically . . . accurate graduations show angle of tilt. 
Grinding unit has narrow-dished 6-inch diameter vitrified 
grinding wheel. Spur gears in grinder have 11 to 1 ratio. 
9 A 2359F—Shipping weight 34 pounds................. $55.00 
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RAFTSMAN &3O’ Power Hack Saw 


REG.U.S. PAT.OFF. 


Heavy duty model... semi-automatic... cuts accurately unattended 


Save time... save labor .. . reduce operating costs 
...speed up production...when you use this 
CRAFTSMAN ‘‘80” Power Hack Saw. Ideal for plumh- 
ers, electricians, garages and other metal workers. 
Extra large capacity. This power hack saw makes 
cuts on material up to 4x4 inches at 90°... makes 
angles cuts 90° to 45°. It will cut iron, steel, brass, 
aluminum, etc; quickly and accurately. It has a 5- 
inch stroke; 60 strokes per minute, at 400 R.P.M. 
Fully automatic. The CRAFTSMAN ‘‘80” makes cuts 
alone while you work at other jobs. Just place ma- 
terial in quick-locking vise, adjust for correct angle 
and tum on the power. That’s all there is to it. Draw 


Transparent Plastic Utility Boxes 


Don’t mislay those small machine, radio or electrical 
parts! Store them safely in one of these transparent 
plastic boxes. The ideal container for holding hobby 
shop items, fishing tackle—flies, lures, hooks, etc.; tacks 
. screws, nails, washers, etc. Exceptionally lightweight. 
Thick transparent plastic walls keep items separated, 
yet easy to find without opening the box. Dirt and dust- 
free! Have snug covers with smooth working hinges. 
Available in various sizes with various size compart- 
ments, See small views above for the types available, 


Catalog No. Compartment; Length Width | Depth |Shpg. wt. Each 


(Al. . 9A6525|....Six....| 434in.|23% in. 65c 
(8).. 9A6523]....Nine...| 7 in./324 in. 85c 
[c].. 9A6530|. .. Twelve. .| 824in.|43¢ in. $1.09 
(8}.. 9A6526] . ...Seven.. . | 834in.|43¢ in. 1.09 

9A6528] . .Eighteen, . {11 in. 1634 in.| 134 in. tb. 2 0z,| 2.25 
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cut action lifts blade from the work on the return 
stroke. Gives a clean, accurate cut. 

Rugged construction. Shafts run on extra large 
bronze oilite bearings. Slide and arm made of special 
wear-resistant cast semi-steel. Arm pivot is cone type; 
adjustable construction. Oiled through spring oilers. 


SPECIFICATIONS: 


e Capacity, maximum...... 
@ Anglejcuts). fis. 22.02 08% 
© Mearings: aes ces ceametten 
e Length of blade.......... 
e Width of blade........... 


Tool Cabinet 


(E] Handy four-drawer 

tool cabinet. Ideal 
for storing small tools 
and parts. Drawer fronts 
have useful index card 
holders and pulls. Made 
of 24-gauge sheet steel, 
electrically welded. Di- 
mensions: length 10 in.; 
width 74% in.; height 8% 
in. Each of four drawers, 
744x10x114 in., have 12 
partitions that areadjust- 
able and removable. 
Smooth machinery gray 
finish. Shpg. wt. 8 Ibs. 


QUALGS 3 oreraveierseie is $4.79 


cere. 4x4 inches 
PsSistasists 90 to 45 degrees 
ete eh See Bronze, oilite 
edhe Neos hanes 12 inches 
Bee bikicisitiune ¥ inch 


© Motor pulley 
e Motor recommended, min....!4 H.P. 1750 R.P.M. 
e Base size... 


e Mounting dimensions............ 54%x19% inches 
© Over-all dimensions: 
inches; length (extended) 29 (not extended) 26 in. 


(not included). 14-inch 
6x24 inches 
height 10 inches; width 9 


99 AM 2294—Without motor. Shpg.wts. 60 Ibs. $47.00 


Mechanics’ Tool Box 


CRAFTSMAN quality. Size of tool 

box: 20x844x9% inches. Holds 75 
to 100 sockets and socket wrench 
parts. Has sufficient room for all the 
tools a mechanic will need for the job. 
Made of 22-gauge steel, electrically 
welded for added strength. All edges 
are rounded for protection. Equipped 
with full length, easy-action piano- 
type hinge. The large, partitioned, lift 
out ‘‘tote” tray is excellent for keeping 
small tools in order. Has two lever- 
type latches and a hasp with padlock 
eye. Cover has heavy aluminum han- 
dle for easy carrying. Machinery gray 
rust-resisting finish. Shpg. wt.-11 Ibs. 


LAY TOSS gee voces on ooo oto $4.95 


99 AM 2285—With &% H.P. 1750 R.P.M. split phase ball 
bearing 110-120 volt A.C. motor. 114 in. motor pulley 
44x42-in. V-belt. Shpg. wt.90 Ibs............. $66.50 
99 A 6582—CRAFTSMAN—12-inch power hack saw blades. 
Special tool steel. 140r 18 teeth per inch. 

State choice wanted Shpg. wt. 3 oz........... 2 for 98¢ 


Carpenters’ Tool Box 


CRAFTSMAN. Size 30x84x9 

inches. Large enough to hold a 
full set of carpenter’s tools. Splendid 
for mechanics and plumbers who use 
long tools. Made of 22-gauge steel 
with 20-gauge steel end plates; elec- 
trically welded. Edges rounded for 
safety. Divided tray for storing 
small tools. Equipped with wood 
saw clips in both top and bottom to 
hold four hand saws. Metal handles 
on bothendsandon top. Full-length 
piano-type hinge. High quality lock 
and keys. Extra strong loop-type 
side hasps. Rust-resisting machinery 
gray finish. Shpg. wt. 20 Ibs. 


CT CN UEN Merges oaconum60400 $8.50 


Bench Vises ... extra Heavy Construction 


OUNLAP Bench Vise .. . good quality priced low 
Don't be misled by Sears low price! You’d expect to pay much 95 
more for a sturdy, well-made vise like this. There’s rugged, $6 
heavy-duty quality built into every detail. Has everything a 

good bench vise should have . . . precision workmanship, extra weight, and added 
strength. This means better performance and longer life in your shop or garage. 


Husky, semi-steel body ... much stronger than cast iron . . . strongly reinforced 
at all points of strain. Oversize cold rolled steel U-shaped slide beam fits snugly, 
yet slides easily; jaws won’t wobble . . . filings and foreign matter won’t injure 
threads. Acme-threaded steel screw has more threads per inch for tighter grip. 


Replaceable, oil-tempered and hardened steel jaw faces have deep-cut knurls 
to assure a firm, strong grip on materials . . . hold objects rigidly regardless of 
shape. The 344-inch jaws open to 44 inches. 


Crarrsman Bench Vise ... professional quality 


Mcusmt or 


By far the finest vise of this type we've ever sold! You'll have 
an entirely new idea of vise quality when you see this superb new $] y 1 95 
design and try its exceptionally smooth, easy action. Really a 
beauty tolook at .. . built for extra heavy duty .. . packed with 
rugged brute strength in every part. Body is strongly reinforced at all points of 
strain. All parts precision-machined; complete interchangeability is possible. 


3¥4-in. jaws 


Hardened and tempered, deep-knurled jaw faces are replaceable to permit 
longer vise life ... keep a firm, strong grip on the work. Cold rolled steel ‘‘U” 
beam slides easily . . . fits snugly . . . prevents jaw wobble. Beam completely covers 
the screw to protect it against dirt and filings . . . helps maintain the exceptionally 
smooth, easy action. Acme-threaded steel screw has 6 threads per inch. 


New-type, oval-shaped stops at ends of the handle help prevent pinched fin- 


Swivel base turns left or right a full 180 degrees . . 
. locks in any position. Rust-resisting red crackle finish. 


99 A 05244—Shipping weight 17 pounds. Mazlable 
99 A05243-—Same bench, vise as above but with additional set of pipe jaws. 
SMS Wi ROGUES, DACA DEC. isc Mei cagievals so amend Gia ced traps @ oreus ayers saws ove % ops. secanenecee 


3-point contact . . 


Bench Screw with Handle 


For replacement in old, worn-out 
bench vises, or making new wood- 
workers’ vises. fruit presses, etc. Strong 
steel screw; Acme-cut threads. Standard 
1544-in. length. 14-in. hardwood handle. 
9 A 6662— Please state size wanted. 
1-inch diameter screw. Shipping 
weight 5 pounds 8 ounces........ 95 
14-inch diameter screw. Ship- 
ping weight 6 pounds 10 ounces... 1.95 


Woodworkers’ Vise 


(B} CRAFTSMAN. Heavy semi-steel front 
and back jaws; smooth ground faces; 
holes for fastening wood faces to jaws if 
desired. Adjustable bench stop on front 
jaw. Acme-threaded steel screw assures 
smooth accurate movement of the jaws. 
10-inch jaws; open to 10 in. 

99 A05200—Shpg. wt. 20 Ibs....$11.50 
Quick-acting Woodworkers’ Vise. (Not 
shown.) Similar to above, but half turn 
of handle disengages screw; permits jaw 
to slide back and forth. Turn in opposite 
direction again engages screw. 

99 A 05201—Shpg. wt. 20 Ibs... . $14.50 


DUNLAP Clamp Vise 


{c} A splendid little vise for 
home, shop or farm. 
Ideal forthe repairman who 
has to carry tdéols around 
onthejob...forthe model 
maker ... or for anyone 
who works in limited space. 
Easily clamps to bench or 
table up to 2 inches thick. 
Twin-guide rod construc- 
tion and clean-cut screw as- 
sure smooth action. Jaws 
and body of cast steel. 
Machined jaws meet 
squarely and give a firm 
grip. Jaws 144 inches wide; 
open 2 inches. 

Over-all height (with 
clamp closed) about 6 inch- 
es. Over-all width (with 
jaws closed) about 4 inches. 
9A5245—Shippingwt. 

2 DSCs GZ ons. -atenrterrt $1.59 
9 A 5247—(Not shown.) As 
above, but larger. Jaws 2}4 
in. wide; open 234 in. Shpg. 
wt. 4 Ibs. 8o0z....... $2.75 


. has positive-locking 


gers. Convenient, new-type handle on swivel base eliminates the nuisance of a 
sliding bar. Swivel base turns full 360 degrees. . . locks at any desired angle. Gray 
enamel finish; jaws, beam, anvil and handles are highly polished. 


99 A05176—3}4-inch jaws open 5 inches. Shpg. wt. 29 Ibs. Mailable....... $12.95 


7.15 99 A05169—4 _ -inch jaws open 5 inches. Shpg. wt. 35 Ibs. Mailable........ 15.50 


Crarrsman Industrial Machinists’ Vises 


50 Tremendously improved! So well made, we can positively guarantee 

$16 them for 20 years against defects in materials and workmanship! 

CASH Professional quality . . . especially constructed for daily service 

99 A05190 and heaviest machine shop work. You won't find a better 
machinists’ vise in this price range anywhere else. 


$2259 


99 A0S195 


$2.50 vown 


Beautiful streamlined design. Semi-steel construction for greatest strength, reinforced at all 
points of strain. Alloy steel facings on jaws are replaceable to prolong life of vise; deep-knurled 
to hold work of any shape more firmly. All parts precision-machined for a snug fit, and to provide 
complete interchangeability. Heavy milled beam fits snugly; slides smoothly in double- 
broached rectangular hole through body. Head and collar bearings are machined to lessen 
screw wear. Three separate precision adjustments to take up end play and wear. Screw and 
handle are cold rolled steel. No pinched fingers, with new tapered ball ends and internal spring 
that prevents handle from dropping. 


Machined base insures smooth bearing surface; jaws are always parallel to work bench ... 4 
anchor holes instead of only 3 eliminate all danger of vise working loose from the bench. Swivel-base 
model turns full 360 degrees; has cog swivel base lock and base track that locks positively in 
any position desired; gives just as much rigidity as solid base vise. All vises listed below have 
polished anvil surface for flat work. Two oil holes. 


D CRAFTSMAN Solid Base Machinists’ Vises CRAFTSMAN Swivel Base Machinists’ Vises 


— Cat.no. } Jaws | Open | Shpg. wt.) Each_ Cat.no. | Jaws | Open | Shpg.wt. | Each 
99 A 05190 | 314-in. } 5% in. 38 Ibs. | $16.50 99 A 05195) 315-in. | 554-in. | 464bs. | $22.50 
99 A05191 | 4 -in. | 7 in. 48 Ibs. 18.50 99A 05196; 4 -in. | 7 -in. 59 Ibs. 24.95 


99 AM 5197 | 415-in. | 8 -in. | 77 Ibs. 29.75 
107 Ibs. 45.00 


Shpg. wts. above and right, are also actual 


wts, Sizes over 70 lbs., freight or express. 99 AM 5198 | 5 -in. | 854-in. 


Why not pay for your equipment while using it? See inside front cover for details on Sears Easy Terms 
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] Grease-sealed 
Precision ball 
beorings. 


Double shaft 
makes motor 
more useful, 


Convenient on- 
off switch built 
into base. 


Overload pro- 
tector prevents 
burn-out. 


Ys HP. Only 


$2.50 vown 


CASH 


Sears high quality 


Crarrsman Capacitor Motors ...massive, powerful 


A| Efficient motors for use in shops, factories, industrial plants, etc., for driving 
power tools or other equipment. Notice that all five features shown at left 
are included at no extra charge. 


Built-in condenser reduces starting current. Permits motor to start loads 
about 50% heavier than split phase motors of the same power rating .. . as a re- 
sult these motors cost less to run... use about 34 the starting current and cause 
less flicker of lights when motor is started. Condenser is not attached to outside 
of motor, but is enclosed in massive cast iron base. 


Built-in Klixon overload protector prevents burn-out. Shuts off current auto- 
matically when motor is overloaded. Manually re-set when motor cools. 


Grease-sealed precision ball bearings assure long easy-running service. 
Seal protects bearings against dirt and moisture. Motor may be used in.any 
position. On-off switch in base. Easily reversed. 


Specially designed fan and baffles keep all parts of motor cool. 34-inch 
shaft, except 99A01981 which has %-inch keyway, extends on both ends. For 
110-120-volt60-cycle A.C. 8-ft.cord and plug. Mounting dimensions 3 34x5 inches. 


99 A01977—\%-H.P. 1750 R.P.M. Shipping weight 33 lbs............... $23.50 
99 A01978—4-H.P. 1750 R.P.M. Shipping weight 35 Ibs............... 27.95 
99 A01980—}4-H.P. 3450.R.P.M. Shipping weight 37 Ibs............... 29.95 
99 A01981—%-H.P. 3450 R.P.M. Shipping weight 44 Ibs............... 38.95 


Heavy duty! 


Crarrsman mill-type Capacitor Motors 


Mcusral or 


Extra heavy duty motors for production work in factories, 

mills, etc. Especially designed to incorporate features and 
improvements demanded by these-users. Will-do an excep- 
tionally fine job on the farm, too. 

Really power packed. Have heavier windings . . . sturdier, 
larger frames . . . extra power . . . easily handle greater over- 
load capacity than standard motors of this type. Runs amaz- 
ingly cool under heavy loads, to give long motor life. 

Built-in condenser reduces starting current. Permits start- 
ing loads about 50% heavier . . . cost less to run . . . cause less 
flicker of lights. Start easily and come to speed rapidly. 


Built-in Klixon overload protector prevents burn-out. Shuts 
off current when motor is overloaded. Easily re-set when cool. 


Heavy duty, grease-sealed precision ball bearings. Motors 
may be used in any position. Massive cast iron base. 3-in. 
shaft extends 24-in. on one end; has keyway. For 115-230-volt 
60-cycle A.C. 1750 R.P.M. Mounting dimensions 5x5% inches. 


99 A01985—4-H.P. Shipping weight 53 Ibs........... $37.95 
99 401986—%-H.P. Shipping weight 58 lbs........... 44.95 
99 A01987— 1-H.P. Shipping weight 63 Ibs........... 49.95 


OUNLAP 14-H.P. Split Phase Motor 


Rugged, well-made motor designed for general use on easy-starting loads such 
as washing machines, light power tools, etc. Excellent performance and trouble- 
free operation. All parts guaranteed against defects in material or workmanship. 
Dependable construction. Husky bronze bearings for smooth operation and 
long life. Motor should be used in horizontal position only. Easily reversed. Cast 
iron base gives motor solid mounting. 44-inch shaft extends 134 inches on one end. 
For use on 110-120-volt, 60-cycle A.C. 1750 R.P.M. With 8-foot rubber covered 
cord and unbreakable plug. Mounting dimensions 334x5 inches. 
99 A01974—Shipping weight 24 pounds ...............-ceeceeveeeceeeees $10.50 


OUNLAP 44-H.P. Split Phase Motor 


rte ee 


Gives you that ‘‘built-in” extra power you want, plus these great features. . . 

double shaft, ball bearings, on-off switch, cord and plug... all at a price you 
can afford to pay. Just the motor you need for operating your light power tools, 
light compressor, ventilating fan, washing machine. etc. We believe this is Ameri- 
ca’s greatest value in }4-H.P. split phase motors. . . actual laboratory test and 
merchandise comparisons show that you get MORE for your money when you 
buy this Duntap electric motor. 
Super powered! Exceeds National Electrical Manufacturers’ 
Association specifications. Handles more than TWO times rated H.P. before 
stalling. Efficient modern design eliminates excess weight. Deep end bells and 
baffled openings ventilate motor . . . assure cool operation. All parts are guaran- 
teed against defects in materials or workmanship for one year. 

Grease-sealed precision ball bearings allow you to operate motor in any pos- 
ition. 34-inch drive shaft extends 14-in. on both ends . . . permits convenient 
operation of two tools. Handy on-off switch in base. Massive cast iron base. 
Easily reversed. Extremely quiet running and highly efficient in operation. For 
use on 110-120-volt, 60-cycle A.C. 1750 R.P.M. Complete with 8-foot rubber- 
covered cord and unbreakable plug. Mounting dimensions 33x5 inches. 
9994'01975—Shippmg weight 29%poundSs «Ace cir siens «usa. citle «10 ce eet ele $17.50 


Equip your shop now with CRAFTSMAN famous tools! Use Sears Easy 
Payment Plan . 
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$2.50 pown 


$3625 
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$4525 


CASH 
99 A01953 


$5 ...DOWN 


Dependable power for your Power Tools 


Powerful Repulsion-Induction and 3-Phase Motors 


These are the motors for the hardest starting loads. For use on low voltage lines 
or in severe climatic conditions. No finer motors of this type are built! Every part 
is super-strong . . . made to the most exacting specifications. Used in shops and 
factories for steady day-in day-out production work. 


Tremendous overload capacity for the tough iobs. Develop THREE to FIVE 
times the rated H.P. while starting. 


Finest quality bearings. Diamond-bored phosphor bronze bearings in repulsion- 
induction sizes under 1 H.P. . . . must be used in horizontal position. Other sizes 


have grease-sealed precision ball bearings . . . may be operated in any position. 


Husky, improved round frame for better ventilation. Large air vents and power- 
ful fan keep extra heavy windings cool. Designed not to exceed 40 degrees Centi- 
grade temperature rise under normal operation. Air vents are drip-proof protected. 
Massive base gives motor solid mounting. 


Meet all A.I.E.E., N.E.M.A. and central station requirements. Easily reversed. 
Shafts have keyways. Before ordering, check your local power company on volt- 
age, cycle, phase and capacity of your line. 


Single Phase Repulsion Induction 110-120-volt, 60-cycle A.C. 


*Three-Phase Repulsion-Induction 220-440-volt, 60-cycle A.C. 


N 
|| Catalog Number 


‘Catalog Number HP. R.P.M. Shaft Base Mounting | Shpg. wt. Price HP. R.P.M. Shaft Base Mounting Shpg. wt. Price 
(A) 99 A01951 46g w.|.. 33QX 51H gin. |... 32 Ibs... .|...$24.75||(C)99A OSLO. ...]... 34...)... i 5x 5in....]... 39 Ibs $36.95 
99A01952...)... 4% -..5 x5% in| .. 36 1b . 35.75 99 AOI9I1....]... 24...]...1750...]... Yin... ].... 5x 5% in 57 Ibs 45.95 
(8) 99 A01953...)... %.. ee ee ‘ 99 AM 1912...)... 1 .549x 8 in 81 Ibs 58.00 
99 AM 1938 e ..519x8 in... | i 99 AM 1913...]...134... .646x Bin 86 Ibs 68.00 
99 AM 1939...|...1 5 x Sin... |. ; 99 AM 1914...]...2 amine f ce AO SERMON Miran sts 105 Ibs 78.00 
99 AM 1940...|... 1 --6144x8 in... 90.0 99 AM 1915...]... 3 a 74x Qin....|...115 Ibs....]... 87.00 
99 AM 1941...|...2 ..64x9 in... . ALS, 95 AM 1916...|...5 i . 844x10 in... .1...128 Ibs... 103.00 
99 AM 1942...|...2 ..-616x8  in..}.. wees}. 100) 
99 AM 1943...}... 3 ...2146x9 in... }...141 tbs.. |: 145.00 | *IMPORTANT! Most homes and farms have single phase current. 3-phase is 
99 AM 1944. ..]...5 84x10 _in..|. 192 Ibs... .|...215.00 usually used in factories. Check with your power company before ordering. 


Important! Be sure to buy the right motor for your needs 


(1) Check your power company for current 
supply you have, and make sure line is heavy 
enough to carry motor wanted ... (2) Usea 
motor that is big enough for the job; a mo- 
tor slightly too large will last years longer 
than one slightly too small... 
ber, bronze bearing motors must be used 
with shaft horizontal . . . (4) Use the right 


type of motor for the job. 
Split phase motors . 


fans, light power tools, etc. 


Tool Light 
(0) Improper 
lighting in 


$329 
the shop costs 


money! You'll save money and 
have proper light if you use 
this handy work light. 18-inch 
flexible cable gooseneck per- 
mits movement to any desired 
Position . . . shade swivels 360°. 
Interlocking socket cannot be 
pulled apart. C clamp for 
fastening to work bench or tool. 
Allsteel; gray enameled. Takes 
60-watt or smallerbulb. 110-- 
120-volt AC. 6-ft. plastic cord 
and plug. Shpg. wt. 2 lbs. 


. . For easy-starting 
loads, such as washing machines, ventilating 


Capacitor motors . . . For medium starting 
loads, such as heavier power tools and paint 
sprayers, refrigerators, stokers, etc. 

Mill-type capacitor motors . . . For me- 
dium to hard-starting loads. Ideal for pro- 
duction equipment, compressors, heavy 
power tools, etc. 

Repulsion-induction and 3-phase motors 
.. . For hard-starting jobs, such as deep- 
well pumps, large compressors, heavy indus- 
trial tools, etc. (3-phasemotorscan be used 
only on 3-phase current.) 


(3) Remem- 


Crasrsman Motor Rails 


Floating Motor Rail. Use one motor for 
several tools! Just fasten clips near each 
tool, and shift motor with rail where 
needed. With one pair of clips. 
9 A 2275—Shipping weight 1 lb. 13 0z........... Set $1.00 
9 A2277—Pair clips only. Shpg. wt. 7 oz 320 
Adjustable Motor Rails. Use where motor is not to 
be removed. To adjust belts, just loosen bolts, slide 
motor for belt tension wanted; then tighten bolts. 
9 A2279—Shipping weight 3 pounds....... Per pair $1.35 


Deluxe Floating Motor Rail. All the advantages of 
ordinary rails . . . plus support for rear end of motor, 

rubber cushioning, and right angle clips. Clips allow 

motor to be mounted either behind or under tool. Rear 

rail pivot support carries rear end of motor. 

9 A 2326—Shipping weight 2 pounds........... Set $2.20 

9 A2328—Pair clips only. Shipping wt. 10 oz 


$j00 


Set 
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4-inch Grinder 
{a] Cast iron $525 


frame. Gray 
enameled. En- 
closed drive pulley. 8x%-in. 
steel spindle, turned down to 
4-in. at ends; 20 thread. Fits 
standard accessories. 2-in. V- 
drive pulley for % or }-in. 
V-belt (not included). Spring 
cap oil cups. Tool rest. Two 
4x%-in. grinding wheels; one 
fine and one medium grit. 
Shpg. wt. 7 lbs. 4 oz. 


99 AT 6653—Grinder head with 
Y-H.P. 1750 R.P.M. split 
phase 110—120-volt A.C. motor, 
5-in. motor pulley and %x34- 
inch V-belt. Shipping weight 32 
POUNAS Phew cele wists, sect $17.00 


Crarrsman 6-Inch Grinder 


Heavy duty. Ample 

clearance between $1095 
wheel centers; plenty of 

high clearance for larger jobs. 9%-in. 
spindle; %-in. diameter, turned down 
to -in. at ends; 20 thread. Fits 
standard accessories. Long oilite 
bronze bearings; oil well around each. 
Adjustable wheel guards and tool 
rests. Spring cap oil cups. Shielded 
2-step V-drive pulley for % or }-in. 
V-belt (not included). Gray enameled. 
Two 6x%-in. vitrified grinding wheels; 
one fine, one medium grit. 

99 A06614—Shpg. wt. 19 Ibs. .$10.95 


99 AT 6655—Grinding head and wheels 
with }4-H.P. 1750 R.P.M. split phase 
110--120-volt A.C. motor, 5-in. motor 
pulley and }4x34-inch V-belt. Shipping 
weight 43 pounds............. $22.80 


ALL purpose Grinder 
&4-in. spindle, 


Oy in. at ends. s4lo 


Long oilite bearings; 
oil well around each. 2%-in. flat 
and double V-pulley. Holds 
wheels up to 8x1 in. 
9 A6616—Shpg. wt. 12 Ibs.. .$4.10 


99 AT 6723—Grinder head with 14- 
H.P. 1750 R.P.M. split phase 110— 
120-volt A.C. motor, 4 in. motor 
pulley and }4x36-in. V-belt. 

Shipping weight 36 pounds $15.85 


99 A06619—Same as 9 A 6616 but 
with two vitrified 6xl-in. grinding 
wheels. Shpg. wt. 19 Ibs... .$6.85 


99 AT6724—Same as 99 A06619 but 
with }4-H.P. 1750 R.P.M. split 
phase 110-120-volt A.C. motor, 
4 in. motor pulley and }4x36-inch 
V-belt. Shpg. wt. 43 Ibs... . $18.60 


Caasrsman Hand Grinder and Polishing Heads 


CUR PALOD. 


CRAFTSMAN Hand 
@ Grinder. Spur gear has $560 
11 to 1 ratio. Dustproof, 
leakproof gear case. Spring covered oil 
cups. Horizontal and vertical tool rest 
adjustment; left or right hand. 6x1 inch 
vitrified aluminum oxide _ grinding 
wheel, medium grit. Gray enamel finish. 
99 A06626—Shpg. wt. 11 Ibs...... $5.60 


(] Low priced Polishing $]95 


Head. Well-balanced. 
Sharpens tools, grinds, pol- 

ishes, drills etc. when used with proper 
accessories. Head is 7!4¢6 in. high; 
spindle is 7x}4 in., 20 thread. Stamped 
steel collars. Oil plugs. Can be driven 
from rear, above or below. Two-inch 
V-pulley included. Shpg. wt. 3 ibs. 7 oz. 
9 A6615—Polishing Head.......... $1.95 
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Heavy cast iron frames finished in gray enamel. Spindles 
are threaded -in.. 20 thread for standard accessories. Oilite 
bronze bearings; oil well around each. Spring cap oil cups. 
Can be driven from below or behind. Handy all-purpose tool. 


CRAFTSMAN Polishing Head. Height 74- $295 
inches. Machined steel flanges. Two-inch 

V-belt pulley. Shipping weight 6 pounds. 

9 A 6627— Polishing Head only...............200eeeeaee $2.95 

99 AT 6657—Polishing head with %-H.P. 1750 R.P.M. split 

phase 110--120-volt, 60-cycle A.C. motor, 4in. motor pulley 

and %%x34-inch V-belt. Shipping weight 30 Ibs....... $14.65 


CRAFTSMAN heavy duty Polishing Head. 

Height 91¢ in. 3-jaw screw-on type chuck. 
%-in. capacity. Machined stee} collars. Two- 
in. pulley for % or -in. V-belt. Shipping wt. 9 lbs. 4 oz. 
9 A 6647— Polishing Head only... .........ce eee ee ee eee $5.65 
99 AT 6658— Polishing Head with {-H.P. 1750 R.P.M. split 
phase 110—120-volt, 60-cycle A.C. motor, 4-in. motor pulley 
and %x34 inch V-belt. Shipping weight 33 Iba....... $17.35 


Grinders and Polishing Heads 


Crarrsman heavy duty Grinder 
%-in. at ends; takes up to 8x1-in. 3750 
wheels with %-in. arbor holes. Two 
combination pulleys for flat or V-belts. Oilite bear- 
ings with oil well around each. Idling pulley locks for 
double V-drive. Shipping weight 30 lbs. 
99 A 06629—Grinder head only.............2..- $7.50 
99 AT6725—Grinder head with 4-H.P. 1750 R.P.M. 
split phase 110--120-volt A.C. motor, 4in. motor pulley 
and }4x36-in. V-belt. Shipping weight 54 Ibs..$19.25 
99 A 06631—Grinder head with 2 CRAFTSMAN vitrified 
grinding wheels, 8x14 in., and 53gx3 7A¢y in. vi- 
trified sickle wheel. Shipping wt. 46 Ibs....... $14.15 
99 AM 6726—Same as99 A 06631 but with {-H.P. 1750 
R.P.M. split phase 115-volt A C motor, 4 in. motor 
pulley’and }4x36-in. V-belt. Shpg. wt. 70 lbs..$25.90 
9 A6420—Sickle Holder. For 99 T 06629. Aligns 
mower knivesaccurately. Shpg. wt. 6 lbs. 8 0z.$2.35 


9 A6421—Guards. For 99 T 06629. 8-inch 
capacity. Shpg. wt. 9 Ibs. 6 oz.......Pair $2.45 


{0} 1534x}-in. spindle, turned down to 
% 


CanersmMan Wet Grindstone 
Extra heavy duty. Revolves in a bath 31095 


of water . . . won’t draw temper from 
tools. A sturdy power driven grindstone 
specially designed to stand up under heavy industrial 
use... that’s why it’ll do such a grand job in your shop. 
Highest quality natural Ohio grindstone, 10 inch diam- 
eter, 1}4-inch face. Built-in gear train reduces stone to 
proper speed. Heavy cast iron body. Durable cast iron 
bearings. Adjustable 3-inch tool rest. Splash guard can 
be flipped back for grinding axe, etc. on top of stone. 
Drain plug in base. Rust-resisting gray enameled finish. 
Comes with 4-inch drive pulley. Use 14-inch motor 
pulley with 1750 R.P.M. motor. Motor, V-belt and 
motor pulley are not included. Shipping weight 32 lbs. 
99 A06620—CRAFTSMAN Grindstone. .........-.-- $10.95 
99 A 16727—CRAFTSMAN Grindstone with \{-H.P. 1750 
R.P.M. split phase 115-volt, A.C. motor, 1-in. motor 
pulley and 34x36 inch V-belt. Shpg. wt. 58 Ibs... . $22.40 
9 A 6621—Replacement Stone only for above. Ship- 
ping) weighbelSjmound sy ici. 1jei «j-ieshepeisieteleieiolel<iaie 20 6$3.75 
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Precision built Grinders for your shop 


CrarrsmMan 13-H.P. Grinder 


REG.US.PAT.OFE, 


A completely new post-war model! 


An entirely new CRAFTSMAN ball bearing grinder . . . incorporating the latest and best 

in grinder design . . . made of finest materials by top flight tool builders! Excellent for 

heavy duty grinding and sharpening in garages, maintenance shops, tool rooms, workshops. 

Note the rugged simplicity of design combining strength, utility ond beouty. Heavy, 

rigid cast iron frame built for heavy duty service . . . made to take plenty of punishment! 

Rubber-mounted to absorb vibration. Finished in attractive CRAFTSMAN gray with con- 
trasting chromium trim. Convenient removable built-in water pan of bright red plastic. 

And there’s power oplenty in this husky grinder! Ample overload capacity to meet un- 
usual power demands without burning out motor. Precision built CRAFTSMAN 14-H.P. ca- 
pacitor motor is condenser-start induction-run type . . . ideal for heavy duty service because 
it combines high starting torque with minimum current consumption while running. Dy- 
namically balanced for smooth, vibration-free operation at 3450 R.P.M. Motor ventilation 
openings fully baffled for protection against dust, dirt, metal grindings and abrasive grit. 

Operotes on 110-120 volt, 60-cycle A.C. power. Toggle switch conveniently located 
at front of grinder. Eight-foot heavy rubber-covered power cord and unbreakable plug. 

Smooth-running precision ball bearings assure minimum friction and wear . . . conserve 
power . . . prolong grinder life. Bearings are sealed against dirt, dust and grit. Strong steel 
shaft is %-inch diameter, turned down to -inch at each end. 

Now you can see what you're doing! Thanks to two 10-watt work lamps---one built into 
each wheel guard! With your work lighted, you can do more accurate grinding and sharp- 
ening. Lamps rubber-mounted to absorb vibration, increase filament life. Easily replaced. 

Here's why you're safer with a CRAFTSMAN grinder! Each grinding wheel is fully en- 
closed by heavy cast iron wheel guard. You're protected in case of wheel breakage. Each 
guard is equipped with rear dust chute that leads away grindings and abrasive particles. 
Dust bags may be easily attached. Each wheel is covered with shatterproof glass eye shield, 
mounted in adjustable chromium plated die cast frame. Useful glass area of eye shield is 
314x3% inches; outer dimensions of frame 444x4% inches. Ground cast iron tool rests ad- 
justable for wheel wear and proper grinding position. 

Two finest industrial quality CRAFTSMAN vitrified aluminum oxide grinding wheels. . . 
one 36 grit for coarse grinding and one 70 grit for fine grinding and finishing. Wheel diam- 
eter greater than motor diameter for grinding work across face of machine. Both wheels 7 
inches in diameter, 1 inch thick. Thirteen-inch clearance between wheels. Each wheel 
scientifically bonded and vitrified in electrically controlled furnaces. Face and sides dressed 
square. Perfectly balanced. Operate safely at rated speed of 3450 R.P.M. Dimensions 
(without eye shields and tool rests): Height 12 inches; width 17 inches; depth 8% inches. 
99 AM 2618—CRAFTSMAN ¥3-H.P.ball bearing Grinder. Shipping weight 98 Ibs.......... 53.95 


OUNLAP 14-H.P. Grinder 
Dependable quality...low in price! 


(B} Designed and constructed to handle most grinding jobs in small 
shops and for general maintenance work. An excellent utility 

grinder for any shop. Smaller and less expensive than our CRAFTSMAN 

%-H.P. model at the left. Built to give years of trouble-free service. 

Equipped with %-H.P. DUNLAP split phase motor that operates 
on 110-120 volts 60-cycle A.C. power. Rated speed is 3450 R.P.M. 
Built-in on-off toggle switch is conveniently located at front of grinder. 
Eight-foot rubber-covered cord and unbreakable plug. 

Precision ball bearings, protected against dirt, dust, grindings and 
abrasive particles. You get smooth, dependable, vibration-free opera- 
tion with minimum power loss due to friction. The 53-inch steel shaft 
is turned down to %-inch at wheel ends. 

Two 6x3%-inch fully vitrified CRAFTSMAN grinding wheels—one 36 
grit wheel for coarse grinding and one 70 grit wheel for finer grinding 
and ‘finishing. Clearance between wheels is eleven inches. Wheels are 
made of finest aluminum oxide grit, bonded and vitrified in electrically 
controlled furnaces. Well balanced ... true running ... made to cut cool, 
and fast. Operates safely at rated grinder speed of 3450 R.P.M. 

Cast iron wheel guards protect you against injury due to wheel 
breakage. Shatterproof glass eye shields in adjustable steel frames 
protect you against flying particles and sparks from grinding wheels. 
Useful glass area of eye shields 344x4 inches; outer dimensions of eye 
shield frames is 4x5% inches. Removable, adjustable tool rests steady 
your work . . . assure greater accuracy. 

Durable cast iron frame for strength and rigidity. Finished in gray 
enamel. Rubber-mounted for freedom from vibration. 

Over-all dimensions (without eye shields and tool rests): Height 834 
inches; width 12% inches; depth 8 inches. 

99 A 02616—DUNLAP 4-H.P. Grinder. Shipping weight 43 Ibs. .,.$27.95 


Yes, you can buy your grinder on Easy Terms! 


Find yourself: a little short on cash? Stop worrying! Here'’show you 
can put a new grinder in your shop NOW ... pay for it as youuse it. Only 
10% down on SearsEasy Terms... balance in convenient monthly payments. 
1f you already have a Seors Easy Terms account, just add your grinder 
to your present account. See inside front cover for complete details. 
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Complete Set 
Without Motor 


Flexible Shafts .. many tools in one 


Construction features below show why you get superior performance 


WT. WM 


MN 


Cores of helically wound, high carbon 
steel wire (47 wires, 6 layers in 50-inch 
shaft; 55 wires, 7 layers in 72-inch 
shaft) have tensile strength of 240, 000 
to 270,000 pounds per square inch 


Crarrsman 72-inch Flexible Shaft 


Extra long ... and tough. Ideal for heavy duty use 
in garages, shops, factories and industrial plants. 

Chrome plated steel hand piece and motor coup- 
ling both have extra large precision ball bearings for 
smoother operation and longer wear. Knurling on 
hand piece gives firm, non-slip grip. Black, rust re- 
sistant plated, steel end fittings. 

Extra long, 72-inch shaft. Fits 44-inch motor shaft. 
Spindle is 4%-inch, 20-thread. Core is made of %-inch 
high carbon steel wire, helically-wound, multiple- 
strand. Inner casing is made of helically wound steel, 
covered with heavy, abrasion-resistant, rubber jacket 

. steel impregnated . . . will not scratch surfaces. 

Unusually flexible! Absolutely leakproof! Supports 
core evenly. The spiral steel chrome finish outer rein- 
forcement at end of shaft protects jacket. Complete 
with casing, core, motor coupling, hand piece and 
simple instructions for correct usage. 

99 A 02627—CrarrsMAN 72-inch Flexible Shaft 

without motor. Shipping weight 11 Ibs....... $26.95 
99 A02629—CrartsmMaN 72-inch Flexible shaft with 
44 H.P. 1750 R.P.M. capacitor ball bearing motor for 
110~120 volt 60 cycle A.C. Shpg. wt. 46 Ibs. . .$54.90 


9 A 2626—Extra Core for above flexible shafts. 
Shipping weight 2 pounds.................... $5.80 


load. i-to-i gear ratio. 
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Flexible Shaft Accessories 


[A] CRAFTSMAN Wheel Guard. Protects hands and eyes 
from danger of flying particles and grit. 
02633 and 99 A 02619 (listed above) or any flexible shaft 
with 15.6-inch diameter hand piece. Hand guard. Use 
with any 4-inch grinding wheel or wire wheel. 
9 A 2637—Shipping weight 2 Ibs. 40z........... $3.50 


(B] CRAFTSMAN Wheel Guard. Made tofit99 A 02627 and 
99 A 02629 (listed above) or any flexible shaft with 

15-inch diameter hand piece. 

with 4-inch grinding wheel or wire wheel. 

9 A 2638—Shipping weight 2 lbs. 4.0z........... $3.50 


{c] CRAFTSMAN Angle Head. Ideal for getting into tight 
places, for putting more pressure on grinding wheels, 
brushes. sanding and polishing discs. 
head. Bal) bearings take thrust; needle bearings radial 
Removable rubber grip handle. 
Use on 99A 02627 and 99A 02629 (listed above). 
9 A 2628—Shipping weight 2 Ibs. 8 oz.......... 


Has hand guard. Foruse 


Walla 


OA PAPATAP AS, 


50-in. shaft casing has inner layer of 
wear-resistant spring steel. Outer 
layer of soft steel resists lubrication 
leakage; also resists rust. Makes 
shaft more flexible ... run smoother 


Crarrsmra 50-inch Flexible Shaft 


General purpose flexible shaft that has hundreds of 
uses in the home, garage or repair shop. It’s smooth 
... Quiet running . . . and transmits power from motor 
to driven tool with minimum power loss. 


50 inches long. Fits any %%-inch motor shaft. 
Smooth operating, ball bearing hand piece, with %- 
inch 20-thread spindle. The motor coupling runs on 
needle bearings. Hand piece and motor coupling are 
made of non-rusting aluminum alloy. 


Two layers of steel in casing. Inner layer is tem- 
pered spring steel and outer layer is soft steel. Prac- 
tically leakproof. %-inch core is made of helically- 
wound high carbon steel wire. Complete with casing, 
core, motor coupling, hand piece and instructions. 
99 A02633—CrarFTsMAN 50-inch Flexible 
Shaft without motor. Shipping weight 5 lbs....$10.95 
99 A02619—CRarrsMAN 50-inch Shaft with} H.P. 1750 
R.P.M. sleeve bearing split phase motor for 110 
-120 volt 60 cycle A.C. Shpg. wt. 29 Ibs....... $21.45 
9 A 2634—Flexible Shaft Extension (not shown). 38 inches 
long. Same construction as above flexible shaft. Without 
hand piece or motor coupling. 


Shipping weight 3 pounds 6 ounces............ $3.65 
9 A 2622—Extra Core for above flexible shaft 
or extension. Shipping weight 1 pound......... 2.50 


Fits 99 A 


Cast aluminum 


$29.95 


72-in. casing has liner of spiral steel with oil- 
resistant fabric jacket and _ rust-resistant 
double braided steel wire. Tough Neoprene 
rubber cover is cotton reinforced. Long wear- 
ing spiral steel shaft end reinforcement 


Crarrsman 50-in. Flexible Shaft Set 


Makes grinding, sanding, cleaning, polishing, drill- 
ing, and rust removal far easier. Set includes: 

Flexible Shaft. 50 inches long over-all; fits 4- 
inch motor shaft. Casing has 2 layers of steel con- 
sisting of an inner layer of tempered spring steel 
and an outer layer of soft steel. Ball bearings in 
hand piece; needle bearings in motor coupling. 
Aluminum alloy housings. Black, rust-resistant 
plated, steel end fittings. Has %-inch core of 
multiple-strand, helically-wound high carbon steel 
wires. Spindle is }4-inch by 20-thread, 

Motor. Duniap 4-H.P. 1750 R.P.M. sleeve 
bearing split-phase for 115 volt 60-cycle A.C. 

Buffing Equipment. 6-in. double-thickness sewed 
buff; 6-oz. bar of rouge buffing compound for soft, 
nonferrous metals; 5-oz. bar of Tripoli (brown) 
buffing compound for aluminum, brass, wood, plas- 
tics, etc. Also 4-in. rubber and abrasive polishing 
wheel, ¥% in. thick, }4-in. bore; 5%-in. flexible 
sanding plate with medium grit abrasive; 3-jaw 
chuck, screw-on type, 4-in. capacity. 
99 A 02651— Complete set, with motor. 


Shipping weight 33 pounds................ $25.25 
99 A 02630— Complete set, without motor. 
Shipping weight 8 pounds 10 ounces......... 14.75 


Grinding Tools 


Mounted grinding tools for use on flexible 
shafts. Points made of highest quality vitri- 
fied aluminum oxide. Accurately mounted on 
¥-inch steel shafts; run true. For finish 
work, die cutting, or other grinding work. 
Sizes given are stone sizes. Use 9 A 6458 for 
sharpening 9 A 2420 hollow chisel (page 19). 
Shipping weight. each, 3 ounces. 


Catalog No. Leng h 


Diameter 


Sr-xzranmg 


DOWN..ON 
EASY TERMS 


$2.5 


CRAFTSMAN 


REG,U.S. PAT. OF 


Rotary Electric Tool 


Hundreds of uses in every industrial or home workshop 


Expert craftsmen, hobbyists—-even novices will get a 
real thrill from using this CRAFTSMAN Rotary Elec- 
tric Tool. You'll be able to turn out fine work quickly 
and easily. Excellent for toolroom and light produc- 
tion work. Use this tool for grinding, drilling, routing, 
carving, sawing, polishing, sanding, cutting and en- 
graving on wood, metal, glass, leather, plastic, etc. 
It’s a whole shop-full of tools in one. 

Lightweight and convenient. Weighs 1% pounds, 
less cord. Pistol grip handle is readily removable. 
Finger rest over chuck. Balances in hand for comfort- 
able use. Handy ripping guide and depth of cut gauge. 

Powerful construction. Accurate chuck with two 
collet inserts (capacity % to %%» in.) assures solid 
locking of accessories. Has grease-packed precision 


ball bearing in front and self-aligning bronze bearing 
in rear. Fan-cooled motor has balanced armature; 
built-up commutator. Built-in condenser reduces 
radio interference. Actually has 50% more power 
than many higher priced tools on the market today. 
Approved by Underwriters” Laboratories, Inc. 


SPECIFICATIONS: 


wiOwerrall lengthy, «0000 ve ems ces ern cuca ees 7 inches 
PExtremeidia meters vas ow ccyiviee seas 4m 2 inches 
© Dabrel diameter « iy s55 baleSewes onc ee 13 inches 


e Bearings. ..... 


F ml ipronze and 1 ball bearing 
e Chuck capacity. ... 


a ty eee ¥% and 32 inches 


Or annus aie ho Induction rotor; 4 metal blades 
SAS Peed a... Sse heen gaa Mehie na: So eee 18,000 R.P.M. 
SHINS UAGIONY. ..)-lerere.cds suse iede we Tested at 1000 volts 


e@NIOtOr ea eee Universal, 110-120-volt, 
25--60-cycle, A.C. or D.C. 
*CONPINSED 0405 55.55 ee ee a ye ee Built-in 
e Brushes.......Large size, replaceable from outside 
‘6 Switeht. 49,000 pe Aq Special design; positive break 


The leader for completeness. 35 accessories assure 
great versatility. Set includes 1 each of all the acces- 
sories shown below plus extra mandrels, sanding 
sleeves and abrasive discs, 2 chuck wrenches, collet 
chuck, socket wrench, emery wheel dresser, set of 
motor replacement brushes and 5}34-ft. rubber cov- 
ered cord and plug... actually 52 pieces in all. All 
accessories and tool packed in lined, simulated leather 
covered workshop box as shown above. 


9 A 2652—Shipping weight 3 Ibs. 4 0z........ $21.50 


Accessories for CRAFTSMAN Rotary Electric Tool 


Cutters: For rapid and efficient work 


RRARK AR 


9 A 2672—Cone cutter. Diameter 742 (2 A 2689—Sow blade without mandrel. 


Brushes. Ideal for reaching hard-to-get 


on soft metals such as aluminum, tin, ATL Hay Seiraye gens nis eens teams 59c O) peas inch, oa . 39¢ at places, polishing, cleaning out cavi- 
lead, bronze, etc. Ideal for making deli- 9 A 2673—Ovol cutter. Diameter 742 oF Speed Steel Drills. For use on miwoad! ties, and many other jobs. Expertly 
cate designs in soft or hatd wood. ime@hee. ae ke ee 59c metals, plastics, etc. designed and made. 
9 A 2670— Oblong cutter. Diameter 9 A 2674—Flat cutter. Diameter 3-32 (k] 9 A 2684—High speed drill, Diameter 9 A 2679—Disc type bristle brush, 34- 
346 inch; 3 inch long......... 59c inch; length 3,4ginch.......... 65¢ lA¢ inch. 35c inehidfameten, cw. ee 15c 
9 A 2836—8all cutter. Diameter 1144 9 A 2837— Pointed cutter. Diameter 2 A 2685— “High Epeedl drill. Diameter [P] 9 A 2680—Cup type bristle brush. 14- 
NENG MP MSR 5 cose ob winne ay cverone Eye CONT e Mire eneatcee cee maerre ec 59c SUG RALTICHE fe alec cce sos theese cutee TAG 35c inch diameters. ..4.6.1- sages ise 
9 A 2671—Ball cutter. Diameter 4 {h) 9 A 2656—Sow and Mandrel. Diam- (wy) 9 A 2686—High speed drill. Diameter (R] 9 A 2681— Mounted porte polishing 
Ce 7 en eee 59 eter % inch. .032 inch thick. . .69¢ WG MINCHie ot.etec ey ake. vets eee 35c¢ brush. 3/49-inch diameter....... 5c 


NOTE: The shipping weight for each of the above accessories for the CRAFTSMAN Rotary Electric Tool is 2 ounces 


Mounted Emery Wheels. Ideal for shaping 
or for giving a fine, smooth finish to 
metal. Choice of sizes and shapes as 
shown for wide variety of jobs. 


(s] 9A 2653—1-inch diameter; 1%-inch 


ITEC KW erate noe Wa. 3 Alas 35¢ 
9 A 2654— -inch diameter; 33-inch 
NO MATE cote eaaae Me Plas si5 slays alge 35c 


(u} 9 A 2675— 5A¢-inch diameter. . .29¢ 


(v] 9 A 2676—\4-inch taper emery 
WILE CIM, seta Se niebstecar ct oxw ah + bcs (8 29¢ 


9 A 2677— 3A¢-inch diameter; }4-inch 


long pL 20c 
9 A 2678 Ve inch ‘diameter; ig-inch 
TOMB saertenh oye sGcs RN aire oie ark 29¢ 
9 A 2831 amen diameter; 14-inch 
long.. -29¢ 
9A 2832 — Ve ‘inch ‘diameter: % inch 
MOM OF Nye ycnredh tistase eds ottee 29¢ 


Polishing Wheels; Abrasive Drums, Discs. 
9A2951 —Set of 3 buffing wheels. 
114-inch diameter........... 35c 


9 A2977—Set of three felt buffers. 
J-inchidiameter. © coche. 4-« 35c 
9 A2952—Set of three rubber- 
bonded polishing wheels, 74-inch 
diameter..... 29c 
9 A2953— ‘Set icf three iinite-edae 
rubber taper wheels, 54-inch 
diameter...... 29c 
9 A 2696— “Mounted sanding drum Os- 
sembly with sanding sleeve, 24-inch 
diameter; 14-inch width............ 39c 


NOTE: Shipping weight of above CRAFTSMAN Rotary Tool accessories is 2 ounces each, 


9 A 2699—Set of four replacement 
sanding sleeves for above sanding 
drumoeassembly.. sccererGarhh ss. <3 25c 
9 A 2691—Set of 12 silicon carbide 
discs. -inch diameter; 12-inch 
thick. Mounting hole size ‘Ag¢-inch 
diametes s,....3s5 ss ie ote ok oe 29¢ 
Mandrels. Made of steel. Ideal for 
mounting various accessories above. 


9 A 2666—Nut and collar type. .17¢ 
9 A 2667—Screw-in-end type....17¢ 
Zone 1 POWER TOOL. . 4] 


Accessories for lathes, polishing heads, flexible shafts 


Floor Brush 


Very handy for scrubbing, waxing, etc. 1-inch 
long Tampico fibers are closely and securely set 
in a 6-inch diameter hardwood block. Has 44-inch 
arbor hole for mounting on lathe, polishing head, 
flexible shaft, or any \%-inch spindle. 
9 A 6487—Shipping weight 11 ounces....Each $1.00 


Wire Cup Brush 


Densely filled with special crimped steel wire 
bristles, 144 inches long, evenly distributed and 
rigidly secured in a heavy cup shaped metal holder. 
Designed for high speed operation on portable or 
stationary equipment. Recommended for removing 
scale, rust, paint or weld spatter from rough metal 
surfaces. Brushing surface has 1}4-in. face. 234-in. 
outside diameter; -in. arbor hole. 
9 A 6485—Shipping weight 4 ounces............ 70c 


Carbon Removing Brush 


Used by auto mechanics for hard-to-get-at jobs 
such as carbon removing, brushing motor parts, 

engine heads, castings of irregular shape, etc. The 

1-inch long, straight, tempered steel wires are rigid- 

ly secured in sturdy metal holder. Ferrule diameter 

1 inch; 44-inch diameter steel shank. 

9 A 6484—Shipping weight 4 ounces...... Each 65¢ 


Tampico Fiber Wheel Brush 


Tampico fiber secured by metal center. Diameter 6 
inches; 54-inch face; }-inch arbor hole. 
9 A 6486—Shipping weight 8 ounces............ Each 65e 


Steel Wire Wheel Brushes 


Crimped steel wire; metal center. Order by catalog 
number, stating wheel diameter and arbor hole size. 


Diameter! Face Width | Center Hole | Shipping weight | Each 
9 A 6480—Coarse. Made from No. 33 wire 


4inch...}... VYie-inch...|... ¥-inch...|........ Sor. $0.48 
6inch...|... %g¢-inch  Yo-inch).s 4.0.2 50 ll oz... 65 
Ginch...|... %e-inch . K-inch.. .|........ ll oz... 65 
8inch...|... 114¢-inch...|...}4-inch.. .|...1Ib.......... a | 7.80 
8inch...|... 1lX¢-inch...|... B-inch...|..-1tb..........[.. -85 
9 A6482—Fine. Made from .006-inch diameter wire 
4inch...|... 5-inch $0.62 
Ginch...]... 44-inch... 85 
6 inch...]... ¥-inch... 85 
Sineh..-0.. 3 54-inch... 1.10 
8inch...]... 5-inch 1.10 
9 A 6483-—Coarse. Heavy duty. Made from No. 33 wire 
4inch...|... 1 -inch...]...¥4-inch...}........ 14 oz...|. .$1.50 
6inch...|... 134 -inch...}... ¥e-inch...}... 1lb. 120z...].. 2.10 
6inch...|...13% -inch...}. i 1lb. 120z...|.. 2.10 
8inch...|... 1% -inch. 2 Ibs. 12 0z...|.. 2.60 
8inch...|... 1% -inch 2 Ibs. 12 oz. ..}.. 2.60 


GRIT CHART 


Sanding Drums 


(F] Complete with adapter and medium grit sleeve 
held tightly by expanding rubber drum. Di- 

ameter 2 in.; length 3 in. Shpg. wt. 12 oz. 

9 A 2524—Fits }4-in.x20-thread shaft.......$1.30 

Replacement Sanding Sleeve. (Not illustrated.) 

For use on above sanding drum. Be sure to state 


grit wanted: fine, medium or coarse. 
9 A:2522—Shpg.awt. 2)022.....- eee Each 14¢ 


Lambswool Polishing Drum 


Made of lambswool; 1-inch pile. Diam. 24% 
in.; length 3 in. Slips over sanding drum 


above for polishing curved and irregular surfaces. 
9 A 2533—Shipping weight 3 oz........ Each 70¢ 


Lambswool Polishing Bonnets 
Fit over sanding plates. Polishes wax surfaces 
to a high finish. Shpg. wt. each 8 oz. 

9 A 2527— Diameter 7 inches. Fits over 534 or 
6-inch sanding plate. 1-inch pile........ Each 95¢ 
9 A 2528—Diameter 8 inches. Fits over 

7-inch sanding plate. 14-inch pile....Each $1.10 
9 A2539—Diameter 9 inches. Fits over 

8-inch sanding plate. 14-inch pile....Each 1.40 


Lambswool Polishing Discs. Fits on 44-inch spin- 
dle. Diameter 8 inches. Has 1%-inch pile of 
genuine lambswool. Polishes waxed surfaces to 


high lustre. 
9 A2529—Shpg. wt. each 8 oz........ Each $1.20 


Garnet Paper. Outlasts sandpaper. 
JOA 6795—9x11 in, State grit. 


Grit Shpg. wt. 24 |Each) 24 for 
4/0 Extra fine... .. LUD Sa, cosal 7 C:4 $1.19 
3/0] Rine nen sennee «Lib. Loz.}.7c.}. 1.19 
2/0 Medium fine...}.1!b. 40z.|.7c.}. 1.19 
0 Medium........ -1lb. 80z.|.7c.|. 1.29 
1/2 Med. coarse...|.1 Ib. 130z.|.7c.|. 1.49 
1% Coarse....... 2 Ibs. 20z.|.8c.|. 1.79 
3) Emery Cloth. Pkg. of 6 assorted 

sheets. 

9 A6799—43%x5\% in. Wt. 3 oz..... 9c 
9 A6798—Three 9xil-in. sheets. 2/0 


4 or 1 grit. State grit. Wt. 6 oz. . .30¢ 


(u} Assorted Grit Sandpaper. 


. Handy 


Grits of Abrasive Papers and their Uses 
1. Use coarse, medium-coarse and medium grit for fast 
removal of material. 
2. Use medium-fine and fine grit for semi-finishing and 
light removal of material. 
3. Use extra-fine grit for finishing and polishing. 
CRAFTSMAN Buffing Wheels. Highest quality fuli discs that 
will last longer and stand up better under high speeds. 
Every ply made from one-piece of high grade muslin. Raked 
edges. Each buff expertly trimmed and balanced. Avail- 
able in spiral-sewed or loose buffs. 
Spiral-sewed Buffs. Made from full disc unbleached 
muslin 64x64 thread count. The most generally used 
type of buff for all classes of work. State diameter. 


9 Are eee cta) sizes yexaid Roe Cat. no. j_Diam. Center Hole|Layers Ship. wt._| Each 
Packages of Sandpaper. 2, 3,4 and 24- 9A6491.......|... 
sheet packages. We do not break pack- Single Thick- 
ages. Size of sheets 834x10}4 inches. ness Buffs 
9 A6793—Stote grit and size package 9A6493....... 
Grit Shpg. wt. 24) 24 for Double Thick- 
00 Extra fine....|.11b....... Moric] ..55¢ ness Buffs 
0 Fine... 1tb. 1 0z../3for7c|..49¢ Loose Buffs. Same high quality as above buffs. Rows of 


4 Medium fine..|.1 Ib. 4 oz..|3for7Zc}. .49c 


sewing indicated are concentric. Easily removed. For 


1 Medium..... -l Ib. 8 0z../2 for5c}..55¢ use on base metals, plastics and plated surfaces to give 
4 bye! Coarse.. 5 e . oz. rials fi coe light cut and high finish. State diameter. 
oarse...... °2 Ibs. 2 0z..|2for 5c}. .55¢ = 
_ Catalo; A Center |Rows of 
Aluminum Oxide Cloth. Sharper than canker Diameter enh | Senten Layers | Shpg.wt.| Each 
garnet. 9x11 in. Shpg. wt. of 3, 6 oz. 5A 6494..|...4in...|..34in..|...2...|.032..|..2 02. |.0$037 
9 A6789—State grit and size package. 9 SPF Fe |B ee 4 a 2 32. ° “4 0z.. 6. 
Grit 3 for 24 for yi Mes, llbees Min. .|...3...]..32..]..7.02z..].. 1.03 
3/0 Fine... .. A5e..) $3.25 Note: You can do a better job if you use the correct buffing 
ze La Fine. : pe Bo | Sch compound on your buffing wheels. At the right you will find 
TaiMediimiCdsrse.2 21. 45c. 325 2 complete assortment of buffing compounds for use on 


42... SEARS, ROEBUCK AND CO. Zone 1 


most metals and plastics. Order yours today. 


(P} CRAFTSMAN Buffing Set. Set includes one 6-inch double thickness 
sewed muslin buffing wheel, with }4-inch center hole; one 6-ounce 
bar of rouge buffing compound; one 5-ounce bar of Tripoli brown 
buffing compound. Handy set for your shop. 

9 A 2864—Shipping weight 1 pound 1 ounce............... Set 90c 


CRAFTSMAN Buffing Compound Set. Set includes one bar of the 
following compounds: Emery (black), Tripoli (brown), Red 
Rouge and White Rouge. Each bar 534x1%x1 inch; weighs 5 ounces. 
9 A 2896—Shipping weight per set 2 pounds.............. Set 65¢ 


CRAFTSMAN Buffing Compaund Bars. Sold individually. Each bar is 
534x1%x1 inch in size. Actual weight of each bar 5 ounces. Ship- 
ping weight each, 8 ounces. 

9 A2860—White Rouge. Produces high luster on stainless steel, 
chromium, aluminum, etc. Per bar...........-....20--000eee: 19¢ 
9 A 2865—All-purpose buffing compound. Produces gleaming luster on 
plastics as well as most metals. Per bar.............-.+..2+05 19¢ 


{s] CRAFTSMAN Buffing Compounds. Economical larger size bars, are 
74{x244x1\ inches in size. Ideal size for industrial, hobby or 
work shop use. Made of highest quality materials. Each bar is in- 
dividually packed in cardboard container. 

9 A2871—Emery. Black colored compound. Used to remove rust 
from tools, golf clubs, iron, etc. Actual weight of bar 1 pound. 
Shipping weight 1 pound 4 ounces..................-. Per bar 40c 
9 A 2873—Tripoli. Brown colored compound. For use on aluminum, 
brass, copper, wood plastics, etc. Actual weight of bar 1 pound. 
Shipping weight 1 pound 4 ounces................-+.+ Per bar 40c 
9 A 2874—Red Rouge. Ideal for giving brilliant luster to silver plate, 
gold, sterling and all soft metals. Actual weight of bar_1 Ib. 3 oz. 
Shpg:. witsglglb. 8027 «/s-c Joes ce art ee Per bar 60¢ 
9 A 2872—White Rouge. Ideal for giving shiny bright luster to stain- 
less steel, cast brass, chromium, aluminum, etc. Actual weight per 
bar, 1b; S!0z.. Shpg. wil 1D) 8)02) 5. jn -.nceeee eee Per bar 53¢ 
9 A 2868—All-purpose buffing compound. Ideal for giving a high luster 
to plastics and most metals. Actual weight of bar 1 pound. Ship- 
ping weight 1 pound 4 ounces................-++2-005 Per bar 52¢ 


Accessories for Lathes, Sanders, Polishing Heads, etc. 


Rubber Polishing Wheel 


CRAFTSMAN. Made of rubber 
with the cutting abrasive dis- 
tributed through it! For polishing 
and finishing all hard metals and 
plastics. Easy to shape for getting 


Rubber-bonded Cut-off Wheels 


Aluminum oxide abrasive. 8-in. diam. by 
342 in. thick. For 44, % or % in. shaft. 

9 A 6470—State shaft. Shpg. wt. 1 Ib...... $1.19 
New Resinoid-Bonded Cut-Off Wheels. 8 
in. diam., 32 in. thick. For 4%, % or & in. 

shaft. State shaft diam. Shpg. wt. 1 lb. 

9 A 6448—For steel sheets or tubing, etc. 


(alominumioxide).. ..0.- 64... 0.62% .: Each $1.29 
9 A 6449—For tile, porcelain, etc. 

(Gileteyn very) (oF Ae, Each 1.59 
9 A6455—For cast iron, brick, concrete, etc. 
(siliconjear bide)... tee a. fe 5 one ae Pairs Each $1.59 


Bayfiex Abrasive Wheels 


(¢} Safest all purpose grinding wheel made. It’s 
cotton felted, aluminum oxide impregnated 
and resinoid bonded. Use to replace hack saw, 
file, sharpening wheel or circular saw. 1-in. 
hole. Bushings furnished for smaller shafts. 
9 A 6428—State diameter, grit and hole size 
Diam. | Thickness} R.P.M.* Grit | Shpg. wt. | Each 


Gin. -Yisin.. ..10,000..)..120..|...8 oz... }.. $1.43 
6in..|..4ein..)..10,000..|.. 80 

6in..|..46 in..)..10,000..).. 24..)...1 1b... x 
Tin.. --fisin.. »= 6500. .F..120. 1... 12 oz...}.. 1.85 
Tin..}..34ain..}.. Pr ae Hl) begs 
Tin..}..4 in..J.. 8,500..).. 24..).1 tb. werd 
8in.. Asin. sly OO Ns 120...)....« 1lb...}.. 2.29 


8 in..|..44ain..).. 7,500..).. 80..).1 Ib. 4 0z.].. 2.85 
8in..)..4 in..|.. 7,500..).. 24..).1 1b. 8 0z.].. 3.39 
10 in..}..4% in..J.. 6,000..).. 24..)... 21bs. 0. 5:25 
10 in..|..%% in..}.. 6,000 28 Wak 3 Ibs.. 8.45 


into difficult places. Ideal for rust 
removal, die work, deburring, put- 
ting a super-keen edge on knives, 
etc. 44-inch thick; 44-inch bore. 
Maximum speed recommended: 4- 
inch, 3800 R.P.M.; 6-inch, 2500 
R.P.M. Choice of fine, medium or 
coarse grit. Please state grit wanted. 
9 A2928—4-inch diameter. 

Shipping weight 9 ounces..... $1.00 
9 A2929—6-inch diameter. 

Shipping weight 1 Ib. 8 oz..... $1.80 


Disc Cement. Holds sanding 
discs to metal or wood sanding 
plates. Non-drying. Choice of 434 
or 16 oz. sticks. 
9 A2219—4% oz. Shpg. wt. 6 02.29¢ 
9 A2229—16 oz. Shpg. wt. 18 02z.65¢ 


Cement. Fastens abrasive discs 
to metal plates. Sets quickly; 
holds firm. Shpg. wt. 1 lb. 2 oz. 


Sanding Plates 


Sanding Plates. Cast iron construc- 
tion. Set screw provided to lock 
plate securely on spindle. Plate has 
one abrasive disc for sanding wood, 
attached. For extra abrasive discs see 
below. Be sure to check spindle size. 


s) 8-inch diameter. Fits woodwork- 
ing lathe 99 A 02160 (see page 15) 

or any %-in. straight unthreaded 

spindle. Shpg. wt. 2 lbs. 

QYASQB AW. cc.c ahs cises shee sxsancderenci $3.60 


8-inch diameter. Fits woodworking 
lathe 99 AM 2307 (see page 00) or 
any % in. x 16 right hand thread 


pacdgeateonbatnan sas $3.90 


(hy) Sanding Wheel. 8-in. diameter. 
¥ or &% in. bore. Steel. Fits any 
8-in. or larger bench saw, having 4 
or % in. arbor. Has one medium 
and one coarse abrasive disc for 
wood, attached. State bore size. 
9 A2272—Shpg, wt. 4 Ibs... ...$2.50 
Replacement Sanding Discs, for 9 A 
2272 above. 8-in. diameter. 2-in. 
center hole fits over any arbor. Pack- 
age of six assorted: 2 each of fine, 
medium and coarse grit. 


Flexible Sanding Plates 


Fit flexible shafts, polishing heads, 

lathes, electric hand drills, etc. or 
any other spindle with %-inch x20 
thread. One medium grit abrasive at- 
tached. For wood or metal. See below 
for replacement abrasives. 


5Ya-inch diameter. 34-inch thick, 
flexible rubber pad, with 34-inch di- 
ameter steel backing. Center-screw on 
hub keeps sanding disc from shifting. 
9 A 2610—Shpg. wt. 13 oz... ...$1.65 


7-inch diameter. 34-inch thick, flexi- 
ble rubber pad, with 4%-inch diam- 
eter steel backing. Hub center-screw 
keeps sanding disc from shifting. Takes 
regular or resin-bonded discs below. 

9 A2611—Shipping weight 

1 pound 5 ounces.............. $2.40 


Replacement Sanding Discs. Fit 534 
and 7-inch flexible sanding plates 
shown above. Have medium grit 
abrasive. Ideal for use on wood or 
metal. Number 9A 2612 replaces 
Sears old No. 2541; Number 9 A 2613 
replaces Sears old No. 2545. 


9 A2612—5\4-inch diameter. 


Sanding Belts. Endless construction. For sanding wood 
or metal. In choice of fine, medium or coarse grit. State 
grit wanted when ordering. 
9 A2167—6x48 inches. Aluminum oxide on cloth. Fits 
99 AM 2235 sander (see page 11). Shpg. wt. 8 oz..... $1.05 


9 A2211—4x52\%4 inches. Aluminum oxide on cloth. Fits 
Sears former No. 2210 sander. Shpg. wt. 10 0z.........75¢€ 


9 A2215—4x36 inches. Aluminum oxide on cloth. Fits Sears 
former No. 2213 sander. Shpg. wt. 4 0z....... exeneleneh vote 58c 


L] Resin-bonded Abrasive Discs. Outlast glue-bonded 
discs from 2 to 2% times! Won’t ‘‘soften up” under high 
speeds. Fine for curved surfaces. Made of aluminum oxide 
grit, firmly bonded to pliable fiber back. 7-inch discs come 
in No. 24, 36, 50 or 80-grit; 94-inch discs in No. 24, 36, or 
50-grit. Please state grit wanted, 


Fiber Backing Pads. Used for backing up abrasive discs 
for more rigidity. With 4% or %-inch center hole. Please 
state center hole size wanted. 


9 A 2225—7-inch diameter. Shipping weight 4 oz...Each 55¢ 
9 A2226—9\f-inch diameter, Shipping weight 5 oz.Each 68c¢ 


9 A2535—YW-pint.............. 45c¢ 


(n) Replacement Abrasive Sanding Discs. 
Made of aluminum oxide on paper. Ideal 

for sanding either wood or metal. Six discs of 

same grit size in package. Choice of fine, me- 

dium, or coarse grit. State grit size wanted. 

9 A2532—6-inch diameter. Shipping weight for 

package of six, 6 ounces. 


Package of 6 fine grit for................ 25¢ 
Package of 6 medium grit for............. 28c 
Package of 6 coarse grit for...............35¢ 


| 9 A 2525—8-inch diameter. Fits Sears former 

sander No. 2213 and 9 A 2341 and 9 A 2491 

sanding plates above. Shipping weight per 
package, 8 ounces. 


Package of 6 fine grit for................ 43¢ 
Package of 6 medium grit for............ 53¢ 
Package of 6 coarse grit for.............. 63c 


9 A2526—9-inch diameter. FitsSears 99A M2235 
sander (see page 11). Shipping weight per 
package, 8 ounces. 


Package of 6 fine grit for................ 55¢ 
Package of 6 medium gritfor............ 65c¢ 
Package of 6 coarse grit for.............. 80c 


9 A2534—10-inch diameter. Fits Sears former 
No. 2210 sander. Shipping weight per package 
10 ounces. 


Package of 6 fine grit for................ 68e 
Package of 6 medium grit for............ 80c 
Package of 6 coarse grit for............ $1.00 


9 A 2273—Shpg. wt. 10 oz....... 57e¢ 


Shipping weight 2 oz........ Pair 30¢ 
9 A2613—7-inch diameter. 
Shipping weight 3 oz........ Pair 45e 


[R] CRAFTSMAN Quick-change Sanding Plate. Here is 
something really new! A sensational improvement! 
The abrasive discs are pre-glued with a new non-set- 
ting glue which permits instant change and immediate 
use... No mess gluing ... No fuss... No bother... 
Just remove old disc and replace with new one. The 
old disc can be replaced later without regluing. All 
steel 7-inch diameter plate has rubber backing. Built- 
in collet chuck mounting fits any %-inch shaft or 
spindle, either plain or threaded without spoiling 
or marring threads. Perfect for sanding, grinding 
or polishing wood, metal or plastic. Comes complete 
with one medium grit disc. 
9 A 2549—Shipping weight 2 pounds........... $2.75 


9 A2546—Replacement Abrasive Discs for above fast- 
change sanding plate. 7-inch diameter. Pre-glued, 
ready to use. Choice of fine, medium or coarse grit. 


3] CRAFTSMAN quality 3-jaw Chucks... screw-on 

type. Hardened steel jaws. Precision made jaws 
center accurately to close tolerance. Knurled for firm 
grip. Check your spindle size before ordering. Tap- 
ped to fit /2-inch x20 thread spindles. 


9 A2248—}{-inch capacity. Shpg. wt. 5 0z....... 65¢ 
9 A2243—%-inch capacity. Shpg. wt. 12 oz...... 80c 
9 A2256—}4-inch capacity. Shpg. wt. 12 0z...... 89c 


Everything Sears sells may be purchased on Easy Terms... . See inside front cover for details 
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V-BELT V-BELT C=), 


for For 
FRACTIONAL 
wORSEPOWER 


FRACTIONAL 
worstrowte 
morTors 


V-BELT 

for For 
FRACTIONAL 
WORSEPOWER 


motors 


9-1660 
v2x60 


FRACTIONAL 
worserowtr 


9°1660 motors 


motors 


39-1793 
S/8X95 


HOWTO MEASURE. Be sure to measure around 
the outside edge of pulleys {not in the groove) 
to get the correct length of V-belt needed, 


More pulling power, less frictional loss with (Ra 


CraFtsMAN V-Belts are expertly made from the finest materials available. Each belt has 
an extra heavy closely woven cotton jacket wrapped around pliable, heat resistant rubber. 
Reinforcing cords pre-treated in liquid rubber. 


14-inch V-Belts 34-inch V-Belts 


hin CRAFTSMAN quality. f Correct ay CRAFTSMAN quality. Correct 
¥ size for most applications wit e000) size for use on drives over sma: 
en0809)/ V-pulleys, 2-inch diameter or \ diameter pulleys. Please be sure 
4 larger. Be sure to see “How to ex to see “How to Measure”... ex- 
R. | Measure” .. . explained above. plained above. 
Catalog no. Length =e, wt. Each Cat. no. Length Shpg. wt. Each 
9 A 1622 ie 9A 
A 1624 ca 9A 
a 9A 
Es 9A 
Z. 3 9A 
Z.. 9A 
9A 
9A 
9A 
9A 


54-inch V-Belts 


PP a) Se 


CRAFTSMAN quality. For 
heavier drives over mini- 
mum _ pulley diameter of 3 
inches. Extra heavy duty. 
Machines perform at top 
efficiency. 


woman ae bee: 
seseessessesesercescsssess 


WOOWOOOWOWOWOWO KO OOO WOKDOWOWOKWO WOW WOWUWO WWD WOWWOWWOWOWOWWW 
PHEPPPIPYPPPYPYPHEPPHPEPPYPHPPEPPHPHPHPPYPPPrYrPYrYrrPrYPyY 
RRARRARRARRRR RRR RRS 


Dwoonmanry 
SoGaunne. 


For Easy Terms see inside front cover 


Leather V-Belting | 


fa} Use this fractional horsepower 
plain leather V-belting for rapid 
replacements on your power tools, 
and other machines. No need to re- 
move machinery to replace belt. 
Made of two thick plies of tough, 
rugged oak-tanned leather cement- 
ed together and then sewn down the 
center. Steel wire hook is included 
with every length. 


9 A 2777 — Please be sure to state width 
and length wanted. 


¥Y-inch width. Shipping weight per 
foot 3 ounces......... Per inch 2¢ 


Y2-inch width. Shipping weight per 
foot 4 ounces. ........ Per inch 3¢ 
54-inch width. Shipping weight per 
foot 5 ounces....... Per inch 3¥e 


“Notched’’ V-Belting 


(B) Notched V-belting made of 
tough, strong oak-tanned leath- 
er. Fine grade of leather and expert 
tanning make this belting extremely 
flexible. Notches are cut crosswise 
in under surface. Gives belt greater 
flexing ability and more positive, 
non-slip-grip contact with the pul- 
leys. Ideal for fractional horsepow- 
er drives. Heavy steel wire hook is 
included with every length. Be cer- 
tain to measure carefully the length 
around the outside of your pulleys 
(not in grooves) to determine the 
length needed. 


9 A 2778— Please be sure fo stote length 


_ and width wonted. 


Yg-inch width. Shipping weight per 
foot’ 3jouncess, ays 2%,.:./- Per inch 3¢ 
54-inch width. Shipping weight per 
oot 4 ounces..,.... Per inch 4% 
9 A2779—¥-inch oak-tanned leather 
V-belting. Similar to above but not 
notched. Shipping weight per foot 
BSTOUNCES ci .ranerere «)2s1oot=1 Per inch 2¢ 


FTSMAN V-Bellts 


REG. U.S. PAT. OFF. 


V-belt Couplers 


Here's the ideal way to 

shorten old leather V-belts 
or to couple together new ones. 
Coupler consists of roller chain 
link between two bails. Will 
not cause additional vibration. 
So simple and easy to install. 
Use for 3%-inch, 44-inch or %- 
inch V-belting. 
9 A 2842—Shpg. wt. 1 0z.. 25¢ 


Wire V-Belt Hooks 


(0) Simple and easy to use. Just 
punch holes into belt, insert 
hook and clinch. That’s all 
there is to connecting leather 
V-belt sections when you use 
these convenient wire belt 
hooks. Made of tough steel 
music wire. Makes a safe de- 
pendable connection. Shpg. wt. 
of six 1 oz. 


9 A 2847—Stote size wonted 


Small size. For 3 or ae 
Delt .::::,3 a. aepyrt eaters Each le 
Large size. For 44 or &%-inch 
Belts sd care oreo Eee 


Flexible Coupling 


(E) The ideal coupling to use 
where motor is connected 
directly to a machine. This 
sturdy flexible coupling con- 
nects motor and machine shafts, 
and allows for slight misalign- 
ment between them. It helps 
prevent wear on the bearings 
which might result if a rigid 
coupling were used. Die cast 
metal construction. Accurately 
machined and well finished. 
Available for use with 4, &% or 
34-inch shafts. Please state bore 
size wanted when ordering. Ship- 
ping weight 12 ounces. 

9 A2B40..........++ Each 55¢€ 


Line Shaft Accessories .. accurately machined .. give long, efficient service 


motor. 
and bearings. 
tools from a line shaft. 

Line shafts come in three sizes: }4-in. for light tools; 5 and 34 in. for heavier 
Oil cups easily installed in place of plugs. 
couplings are frequently used for connecting sections of line shafting. Line shaft 
collars prevent end-wise ‘‘drift’’ of shaft. Flexible couplings are used to connect 
motor shaft toa line shaft. Self-adjusting for slight misalignment. Bronze beoring 
hangers are adjustable to permit perfect shaft alignment. }4-in. hangers should 
be spaced every 18 inches; %-in. hangers every 24 inches. 

When your line shaft is set up, oil freely and be sure it is perfectly in line and 


machines and larger motors. 


A line shaftis used to drive a group of power tools from one permanently mounted 
In such a set-up, there is always some loss of power in the various belts 
Consequently, we recommend a 44-H.P. motor or larger to drive 


Rigid 


4 


turns easily before turning on motor. 


Catalog numbe Shpg. wt. Each” 
9 A 2833......]. .b-ineh x 24-inch Steel Shaft................).. 
99 A 02834.....|..4-inch x 48-inch Steel Shaft... . .|..3 Ibs 
991A 02830. ..5%-inch x 48 inch Steel Shaft... . 
995A 02835. ...)..%4- Hi 4 48-inch Steel Shaft. ... 
BAe | Se ala tags 
Ss . 46-1 ingh | igid Coupling........ 
a) 9A 2824. .4-inch Line Shaft Collar...... 
9 A 2825. -\-inch Line Shaft Collar......... i 
F - Flexible Coupling (Specify 44, 54 or 3% inc 
{k]] 9 A 2840 Flexible Coupling (Specify +4, 54 or 8% inch) 
9 A 2828. .%-inch Bronze bearing Shaft Hanger.........].. Bd gall 
9A 2829.. . 34-inch Bronze bearing Shaft Hanger.........}.. is ..}..1.90 
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REMEMBER—when order- 
ing CRAFTSMAN V-Pulleys 
be sure to state the exact 
size of bore wanted. 


RAFTSMAN V-Pulleys are available for most power tools 


CRAFTSMAN pulleys are scientifically designed for greatest working efficiency and are carefully and accurately made to give you top working performance from your 


machinery or power tools. All the belt grooves are painstakingly machined to run true. All bores arereamed to exact size. 


Diameters given in the table listings below 


refer to outer edge of pulleys, not to bottom of the groove. Before ordering, carefully check diameter and bore size wanted. 


Crarrsman single groove V-Pulleys 


Made of tough alloy die cast metal. Strong flanges 
and hubs; machined grooves and reamed bores. Two 
slotted head, hardened setscrews insure positive lock- 
ing of pulley on shaft. For %-(O section) or }4-(A 
section) inch wide V-belts, except 9A2800, which is 
for use with %-(O section) inch belt only. State bore size. 


We gec, al5iozs. |. 
“{}"Tib. 6 oz. 


Crarrsman hubless V-Pulleys 


Permit use of pulleys side by side for multiple 

drives. Sturdily built of tough alloy die cast metal. 
Machined grooves and reamed bores. Two slotted 
head, hardened setscrews lock pulley on shaft. For %- 
(O section) or 34-(A section) inch wide V-belts. State 
bore size. 


Cat. No. Diam. Bore | Shpg. wt. , Each 
9A 2901 .].2 inches .| .14, % inch. ....|.. 6 ounces .|. .45c 
9 A 2902 .| .214 inches .| .14, 54, % inch.|.. 9 ounces .|. .52c 
9A 2903.!.3 inches .| .}4, 4, % inch .|..11 ounces . |. .62c 


Caaftrsman cone type V-Pulleys 


Use in pairs for variablespeed applications. Made 
of tough alloy die cast metal. Three and four step. 
Two slotted head hardened setscrews lock pulley on 
shaft. For %-(O section) or 44-(A section) inch wide 
V-belts. Have 44, % or 84-inch bore. State bore size. 


Cat. No. | Size Diam., step, in. | Shpg. wt. Each: 
9A 2788. .|..35% in.. TH, ae a | a 


9A 2792..|..4  in..]. a 2 .- 1 Ib. 10 oz. 
9A2793..)..5  in..l. 6,4, dyp2......1..1 Ib. 14 02.. 


+. 155 


Hollow-Head Setscrews, Wrenches 


Hollow-Head Setscrews. Take the place 
of ordinary setscrews. Can be screwed 
down flush with the surface. Made of 
tough alloy steel. Shipping weight each 
2 ounces. 
9 A 2809— Please state diameter and length. 


Diameter | Length | Threads to in. | Each 
% inch | %@ inch 20 oc 
74 inch i) inch 20 Sc 
546 inch | 54¢ inch 18 Sc 
Se inch | 14 inch 18 5c 
% inch | % inch 16 Sse 


Wrenches for Hollow Head Setscrews. For 
above setscrews. Made of hardened 
and tempered tool steel. Shipping weight 
each 1 oz. 
9 A2813—Individual sizes. 
to state size wanted. 


Please be sure 


For 34-inch screw... ........- cece eee eee 9c 
Ror Sag-inchSCh@W). 5... ..0,4-02/-0 «07 90 0 os 9c 
For Sesinch CUE bdeMGaadeneb etapa’ o° 9c 
For “4e-inch screw. ...........0022ec eee 9c 
FOr eGsiChiSCPeWiicis eo. vedic wiv ain wingers 9c 


Shop at Sears and save! Buy the tools 
you need on Sears convenient Easy Terms 
. .. See inside front cover for details. 


Crarrsman two-groove V-Pulleys 


mouse oF 

Made of heavy cast iron. Balanced and true running, 

strong enough for heavy production work. Use on electric 
motors or gas engines on industrial. farm, workshop or house- 
hold machines. Standard keyways provided in all bores listed 
in table below. Two hardened, hollow head setscrews. With 
wrench. For V-belts 34 (A section) or % (B section) inch 
wide. State bore size wonted. 


Cat. No. 
9A2940...]... 


“. 9 Ibs. 11oz...|. 
..ll ibs. 807z...], 


9 A 2946.. ...13 Ibs.150z...}, 


Crarrsman single-groove V-Pulleys 


Mousa 


Made of heavy cast iron. Heavy duty for production 

work in the shop, household or on the farm. Use to re- 
place single groove V-pulleys on any type electric motor or 
gasengine. Positive grip grooves are expertly machined and 
bores are accurately reamed. CRAFTSMAN single groove V- 
pulleys have slotted-head, hardened setscrew. Standard 
keyways in %-inch or larger bores. The grooves fit V-belts 
¥-inch (0 section) or 44-inch (A section) wide. Order by 
catalog number and please remember to state clearly the size 
of bore which you require. 


Cat. No Shpg. wt. | Each 
9 A 2880 . 45¢ 
9A 2881...) .. 52c 
9A 2882..|.. 60c 
9 A 2883. .).. 3 70c 
9 A 2884... 90c 
9 A 2885... $1.00 
9A 2886. .|.. Gi4in..|. 14, 4%, %,1..]....3 Ibs...) 2. 1.20 
9 A 2808... 1.65 
9 A 2810 1.85 
9 A 2812 2.40 
9A 2814 4.85 
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Professional quality. An excellent sheave and 
pulley remover for removing small V-drive pul- 


CRAFTSMAN Pulleys and V-Belts save you time 
and money! They transmit maximum power with 
minimum friction loss and slippage . . . less vibra- 
tion and faster pickup. Use CRAFTSMAN single or 
double groove V-pulleys on bench saws, band saws, 
builders saws, etc. CRAFTSMAN cone type V- 
pulleys give multiple speeds when used in pairs on 
jig saws, lathes, etc. 


Table of Pulley Speeds 


Use this table to determine the speed of your 
machine with varying sizes of motor and 
machine pulleys. Figures given are for use 
with belt at proper tension and a standard 
motor speed of 1750 R.P.M. 

Diam. of 

Driving or 
Motor Pulley 


Diameter in inches of 
Machine or Driven Pulley 


134 inches. . 
2 inches... 
234 inches.. 
3 inches.. 
4 inches.. 
5 inches.. 
614 inches. . 


EXAMPLE—the machine has a 2-in. pulley 
and should run 3450 or 3500 R.P.M. What 
size pulley should be used with a 1750 R.P.M. 
motor? From the above table, follow down 
the vertical 2-in. column to the speed of 3450, 
then to the lett in column headed ‘‘ Diameter 
of Driving or Motor Pulley.’’ The answer is a 
“4-inch diameter pulley is required. 


CrartsmMaN Pulley Remover 


Gives a snug and 
evenly distributed 
non-slip grip. 


leys when frozen fast on electric motors or other 
power tool shafts and for removing single or multi- 
ple drive sheaves. 


Fits single or multiple groove pulleys, gears, bear- 
ings, etc. Eliminates the need for pulling on outer 
flange. So simple and easy to operate. Just clamp 
down in V-groove of sheaveor pulley. ... the pulling 
strain is evenly distributed around a great part of 
the circumference. Gives a positive non-slip grip. 
Has capacity of 1 to 434 inches. Strong steel 
construction. 


One of the handiest tools for the home workshop 
or for the man who does set-up and mechanical re- 
pair work. The perfect tool for solving many service 
and maintenance problems. Shipping weight 4 Ibs. 


9 A 4696—Pulley Remover............... $2.60 
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“EASI-BILD” full size Patterns 
Just 3 simple steps ... save money, time and effort... 


A 


TRACE 


Place pattern an wood 
and trace with pencil 


CUT OUT 


Saw along traced lines 
with power or handsaw 


ASSEMBLE 


J Put together according to 
easy-to-follaw directions 


NOW YOU can easily make your own household equipment, toys for the 
children, lawn or porch furniture, and gifts for your friends. . . with ‘‘Easi- 
Bild” full size Patterns. Build your own home, garage, poultry house and 
many other necessary out-buildings by using ‘‘Easi-Bild” Patterns. 

Here's the ideal way to save money and have fun doing it. You'll have a 
great time making any of these things. Anyone who can drive a nail can 
build them. It’s that simple! ‘‘Easi-Bild” Full Size Patterns take all the math- 
ematical mystery out of building furniture, toys, etc. It’s the dress pattern 
idea applied to the flat surface of lumber. 


Just three simple steps as described above... trace, saw and assemble. SS . No. 100 Child's 
No hard-to-read blueprints...no puzzling scale drawings... but, actual = Playhouse. .60¢ 
full-size patterns. Every pattern contains a list of needed materials, recom- 
mended kind of wood, easy-to-follow, step-by-step directions and assembly 
illustrations . .. even shows you where to use screws, nails, bolts, etc. 

The many things YOU can build with these patterns are shown on these 
pages, set up. Look them over carefully now and decide the patterns you 
want. Lumber and materials not included. Price and pattern number listed 
below each pattern. Postpaid. (Shipping weight 6 ounces.) 

9 A2990—"Easi-Bild” Full Size Patterns. State pattern number wanted. 


BIRD HOUSES 


mie 


se a4 


No. 1} Wren House. . 20¢ 


re, No. 51 Tool and Garden 
No. 110 Bluebird House..20¢ No. 10 Bird House. .20¢ pusen ns Ce 


LAWN AND PORCH FURNITURE 


No. 9 Bird Feeder. .20c 


No. 81 Lawn 
Ornaments. .25¢ 


No. 56 Foldaway Chair. NZ No. 55 Foldaway 


Settee. .35c No. 73 Outdoor 


Fireplace. .25c 
No. 15 Handy Workbench.. 25¢ 


No. 19 Window Box... 25¢ 


es 3 Le ee " 
= 


No. 78 Garden Chaise. . 35¢ 


ya—N 


A No. 75 Terrace Table. .35c 


No. 44 Sawhorse Tool 
Chest. .35¢ 


No. 94 California 
Sun Set. .$1.00 No. 76 Terrace Chair. . 25 No. 22 Picnic Table, .25¢ 
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No. 85 Utility Boot. .$1.00 No. 68 Single or Double Bed. .25¢ 


GIFTS AND TOYS 


No. 54 Hobby Horse. .20c 


\ 


~ 
~ 


No. 47 Wheel Toy.. 


No. 60 Derrick-Ship. .25¢ 


ER, No. 53 Pony Ride Rocker. . 35¢ Pe 


No. 58 Tommy Gun.. 


St 


No. 83 Animals, . 25¢ No. 48 Complete Circus. .25¢ No. 64 Colonial Cradle. .2 


x 


No. 49 Pipe Rack. .25¢ No. 62 Machine Gun. .25¢ 


an 
) 5 ¢ 


No. 59 Doll Carriage..35¢ No. 40 Express Wagon. .3. 


: => é 
No. 37 Storage Chest. .25¢ 


No. 65 Toy Chest. .25c 


i 


No. 29 Towel Rack. .20c No. 18 80okcase. .25¢ No. 24 Wall Shelf..25¢ 


No. 33 Doll House. .50c 


Sr 


No. 61 
=s @ MR Lv 
oF A 
No. 67 Ferry 80at. .25¢ » » Bs 


No. 50 Airplane Group. .25¢ 


Doll Carriage. .2: 


No. 72 Amphibious } 
Freighter. .25¢ No. 45 Shoeshine Box. .25¢ No. 70 Cargo Glider. .2 


CHILDREN’S EQUIPMENT 


No. 5 Kitchen Shelf. .25c 
a 


hs 


No. 117 Play table. .25¢ 


WGNG@u 


[10.0 


No. 77 Boat Sandbox..35¢ No. 63 Child’s Slide..50¢ No, 66 Wheelbarrow. .25c 


No. 3 Kitchen Unit. .50¢ No. 6 All Purpase Shelf. .25¢ No. 2 Peasant Shelf. .25¢ 
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Quality Hand Tools make work easier, faster 


Crarrsman Hammers and Mallets 
CRAFTSMAN Hammers. Mirror polished heads, drop forged from $225 
“‘Super-Tuff’”’ steel. Claws accurately spaced. Faces beveled to 
resist chipping. White hickory handles, double steel wedged in CurvedClaw 
tapered eye. Flared rubber tips on handles. 


{al 9 A3814—Curved Claw Carpenters’ Hommer. State size wonted. 
Size 2. 13-ounce head. Shipping weight 1 pound 12 ounces 


Size 114. 16-ounce head. Shipping weight 2 pounds 2 ounces.......... 

9 A 3816—Straight Claw (Rip) Hommer. Same quality as above. 
Size 1344. 16-oz. head. Shipping weight 2 Ibs. 2 oz................ $2.25 

9 A 3809—Straight Clow Tradesman's Hammer. Same quality as above. 

Size 1. 20-ounce head. Shipping weight 2 Ibs. 6 02............... 0.5. $2.35 
CRAFTSMAN Wood Mallet. Seasoned hickory head; size 4; 234x5}4 in. 
9 A3807—8-in. hardwood handle. Shpg. wt. 1 1b.50z..............5- 49e 
CRAFTSMAN RubberMallets.Rubber compositionhead.10-in. hardwood handle. 
9 A4579—12-ounce head. Shpg. wt. 1 Ib........... 0.0. e eee eee $1.15 


18-ounce head. Shpg. wt.11b.602..............2000 0008 


) 


RAFTSMAN- 


_— 
ad 


Push Drill 
CRAFTS- $955 


MAN new 
streamlined design. Preci- 
sion machined bronze spi- 
rals give smooth action. 4- 
jaw chuck of hardened 
steel holds drill points 
firmly. Heavy chrome 
plated finish. Blue enam- 
eled handle is grooved to 
prevent slipping. Com- 
plete with eight drill 
points, sizes 144 to!é4 ths 
in., in magazine type han- 
dle. Over-all length 9 in. 


9 A 4216—Shipping weight 
tupeond)« | eee. $2.55 


2 


= CRAFTS 


Crarrswan Hand Drills 
Streamlined die-cast frame. Double pin- $245 
ion gear. Machine cut pinion and gear. 
3-jaw chuck for round shank drill up to 4% in. Hardwood 
handle, mahogany finished. Over-all length 12 in. 
9 A4243—Shpg. wt. 2 Ibs. 100Z...........0 200 e ee eee $2.45 


Matched machine cut gears. 3-jaw chuck for round 
shank drills up to 4 in. Screw-cap hollow hardwood 


handle for storing drills. Over-all length 12% inches. 
9 A-4234—Shpg. wt.2 lbs. 1002............002000 ee $2.85 


(x) Aluminum die-cast frame. Driving gear cast as integral 
part of turning section. Hollow handle for storing drills. 
New type qccor 3-jaw chuck. Jaws held together with 


Neoprene. Takes round shank drills up-to 4 in. 

9\A4242—-Shpgs wt ibalioz ae eee cena $3.49 

9 A 4230—Set of 8 Drills. Fit all handdrills. Sizes 

144 to 1lf, in. by 64ths. Shpg. wt.40z.......-....,.,. 45c¢ “ 


Crarrsman Screwdrivers 


Combination Square 


Wood Dowel Assortment 


Heavy duty Screwdrivers. 
“Super-Tuff’’ steel blades. 

Amber color plastic handles. 

Square stock blades. 

9 A4148—Stote size wanted. 


Blade, in. Shpe. wt. Each 


Phillips-type Screwdrivers. 
“Super-Tuff” steel blades; 
amber color plastic handles. 
9 A4129—State size wanted. 


Blade |Shpg. wt. 


Each 


Screwholding Screwdrivers. 
Spring steel clips hold screw 

steel blade. 

Shockproof. amber-colored 

plastic handles. 

9 A 4112—Stote size wanted. 


to ‘“Super-Tuff”’ 


Blade, in. \Shpg.wt.; Each 
WS) re 4072. 4gc 
Un A §0z...J......49¢ 
RO ALG c's seh ic, Gi0Z., ecru) - 090 
DSP Ag an «<I: « 8o0z...]......79¢ 
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Automatic Screwdrivers and Accesso- 
ries. Professional quality; for heavy 
duty use. Polished steel frames. Pre- 
cision machined, hardened ‘‘Super- 
Tuff” steel spirals give powerful ac- 
tion. Drive or draw screws simply 
by pushing on handle. Left or right 
hand ratchet or can be set rigid. 
Comes complete with three bits 
(small, medium and large size). 


9 A 4138—Stondard size. Straight 
hardwood handle. Length extend- 
ed with bit 185% inches. 
Shipping weight 1 Ib. 8 0z..... $3.75 


9 A4134—Large size. Straight hard- 
wood handle. Length extended with 
bit 25 in. Shipping weight 

1 pound 12 ounces........ z.. $4.65 


9 A4140—Standard size. Pistol- 

grip plastic handle. Gives more 
leverage than straight-type handle. 
Handle of Tenite plastic; virtually 
unbreakable in ordinary use. Bits 
may be stored in handle. Length ex- 
tended with bit is 19 inches. 
Shpgawted UbaS! ozs es. ae $4.25 


9 A4143 — Chuck and 8 Drills. 
(Not shown.) Converts 9A4138 and 
9A4140 screwdrivers (above) into 
drills. Not suitable for use with 
9A4134. Eight drills, 14, and 

116, inch. Shpg. wt.30z........ 95e 


(P} CRAFTSMAN. Steel blade graduated in 
8ths and 16ths of aninch. Blade slotted 
so handle can be moved to any point on 


blade. Semi-steel handle has level and 

scriber. Shpg. wt. 1 lb. State size. 

9 A3954—9-in. blade...........-.- $1.19 
U2" DIAC eee ar: reverse a 1.29 


OUNLAP Sanding Block 
[R} 6-in, bright steel block frame with 
30x18-in. roll of medium grit sanding 
cloth, stretched over felt cushion. 
9 A 3681—Shpg. wt. 12 0z.........., 75 


Sanding Cloth Refill for above sanding 


block. 30x1%-in. rolls, medium grit. 
9 A3688—Shpg. wt. 3 oz.....3 rolls for 25c 


Self-centering Punch 


CRAFTSMAN. Steel; knurled for sure 
grip. Nickel plated. Length 3 in. 
9 A 4282—Shpg. wt. 40z........ Each 25¢ 


Crarrsman Rasps 


Shoe Rasps. Half round. Half surface 
rasp cut, half file cut. State size. 


Length.. 8-inch 10-inch 
Shpg. wt. eS OZ, 6 oz. 
DUNGT Die ae ass oa aes 45c 65c 


(u} Half round Rasps. Tapered sides. 
9 A6776—State length wanted. 


(v} For model building, furniture repairing, etc. 
14 sizes, 4 to 8 in. diameter. 16 in. long. 
Clear-grain hardwood. 

9 A 2909—Shpg. wt. 140z.....Pkg. of 14,..35¢ 


Crarrsman Sharpening Stone 


Keep your tools sharp. Vitrified silicon car- 

bide. Fine grit one side; coarse grit other 
side. Please state size. 

9 A6440—Size 5x2x34 in. Shpg. wt. 12 0z..98¢ 

Size 6x2x1 in. Shpg. wt. 1 Ib... . .$1.19 

Size 7x2x1 in. Shpg.wt.11b.80z. 1.35 


Medium Fine Slip Stone 


{x} DUNLAP. Round edge. Medium fin. For 
» gouges and other round shaped tools. Size 
4x13 in.; taper from 4 to 34¢ inch. 

9 A6454—Shpg. wt. 12 0z..............6- 65c¢ 


Crarrswan Lubricating Oil 


MELE AT Or. 


For electric motor and general shop use. 
Will not gum or become sticky. 
9 A6547—-pint. Shpg. wt.8o0z.......... 19¢ 


Stop-Rust ... safe to handle 


| DUNLAP. Protects tools from rust. Can be 
brushed, sprayed or dipped on. Non-inflam- 

mable. State number of cons wonted. 
9 A2927—8-o0z. can. Shpg. wt.90z........ 29¢ 
Four 8-oz. cans. Shpg. wt. 2 Ibs. 40z.98¢ 
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Quality Accessories for your power equipment 


Heavy Duty Clamps 


iron C Clamps. Strong clamps 

with Acme- threaded screw. 
Self-adjusting swivel head. 

9 A 6667—Please state size 


Opens to Shpg. wt. Each 
3 inches...]...1 1b. 80z....|...$0.75 
4inches...|... 2tbs. 202... . 1.00 
Siinches, ..]. .... Z1DS.18 02...caeae 110 
6inches...|... 3 lbs. 202... = 1:30, 
8 inches. . -4lbs. 8 02.. ml80) 


Gluing Clamp. Wood bar type. 
For any length wood bar. 
13% x 2% inches. Malleable iron, 


Gluing Clamp. Adjustable 

pipe style. Use with any 34- 
inch threaded pipe. Malleable 
iron. Convenient crank adjust- 
ment. Sliding jaw has 14%x1%- 
inch face; handy lever lock. 
With cap for end of pipe; with- 
out pipe. Shpg. wt.3 lbs. 14 ez. 
SENGGT Ai cieierete cb ciais she ova stots $2.45 


(v} Cabinet Makers’ Steel Clamp. 
T-bar type. Bar is 144x}4x 
3A, in. Sliding jaw has 1}%- 
inch face; locks in notches. 

99 A 06676—Please state size 


Sliding jaw has 13% x 134-inch Opens to Shpg. wt. Each 
face. Crank adjustment. Shpg. 3f oie all Sant 
wt. 4 Ibs. 8 oz. Sete guile awd IDS. << clk... $4:50 
DNA6673:.. = aeyterw ties) aes ite $2.10 4 feet Sua sie 


Crartsman Bench Leg Set 


Now you can build a strong, rigid $ 50 

work bench, machine table, or lathe 5 
bench with CRArrsMAwn steel legs and Set of 4 
your own lumber. Each leg is made from one piece 
of extra heavy cold rolled steel; punched at top for 
attaching to bench top; punched at bottom for fast- 
ening to floor or for attaching casters. Fach leg has 
perforations enabling you to install lower shelf or 
cross braces at 6 different heights. Side boards may 
be added if desired. 

Set includes 4 steel bench legs with shelf support 
brackets; lag screws, cadmium-plated bolts, lock 
washers and nuts for fastening brackets. Instruc- 
tions. Gray enameled tinish. Wood parts not included. 
99 A 02732—Ileight 26 in. Shpg. wt. 17 Ibs...... $5.50 
5.50 


Sawhorse Brackets 


$]30 


9 A 2889 


Two types for making your 
own sawhorses quickly and 
easily. Lumber not included. 


For use with 2x4’s. Made of heavy 
gauge, rust-resistant plated steel. Elec- 
trically welded into one solid unit for 
strength and rigidity. Wedge shaped. 
9 A 2889—Shpg. wt. 3ibs.........Pr. $1.30 


New type. Needs no nails, screws 
or bolts. Rust-resistant plated steel. 


498 99 4.02731 —Ileight 31 in. Shpg. wt. 18 Ibs 


9 A2848—For 1x4’s. Shipping weight 

GND OUNGS: wibiarecmataregsic ceretnin acdce's'e Pair $2.60 
9 A 2849—For 2x4's. Shipping 

WCiglit, #POUNGSacc.ce sicaeeareacs Pair 2.95 


Crrrrsman Circle Cutters 


{ry For small jobs. Tapered square shank for stand- 

ard bit brace. Cuts hole 1 to 544-inch diameter. 
Easy adjustment. Removable high specd steel bit. 
9 A 3640—Shipping weight 10 0z............. $2.29 


Heavy duty for larger jobs. Has %-inch shank 
for use in drill presses or electric drills. Easy, 
quick adjustment. Cut holes 2 to 8-inch diameter, 
up to 1l-inch deep; in sheet steel, aluminum, brass, 
wood, plastic, fiber, etc. For pipe or ventilator 
holes; instrument panels on radios, autos, etc. With 
removable high speed steel bit. 
9 A 3641—Shipping weight 10 oz............. $4.50 


CrartsmMan Masonry Drills 


(k] Made of steel with carbide tips. Accurate sizes. 

New type, with spiral flutes for faster, cleaner 
cutting. Drills stone, marble, concrete, etc. Round 
shank for use with electric or hand and breast drills. 
9 A 6731—Set of 6 CRAFTSMEN carbide-tipped Masanry 


Drills, One each of each size listed below. Come in neat 
fabric carrying or storage case. Shipping 


WEIGH? DOWNS «.ccscoia:c.cre:cto-e cues « RN SeeraRRTS $11.95 
9 A 6730—State size wanted when ordering. 

___ Size Shank Length | Shpg. wt. | Each — 

BAIN, 0.012 'SheiNene| 0-4 1n..'6 |, aad OZe a ae. gles 

in.. Vesela. [ee Ai0Zme |e crs 155 

sone AUN scale cOlOZs.91 5.x. 69 

» oF in. .| .. 8 Ozesengeereed 95) 

as -- Gin... 1002 iad a 2.45 

|... 6g Bi Var) aan 3.19 


Crartsman Drill Grinding Attachment 


There has been a tremendous demand for a moderately 

priced tool of this type! Now you can repoint your drills 
with factory accuracy right in your own shop. Drill manu- 
facturers always recommend use of drill grinding attachments 
and advise avoiding hand grinding. Gives more accurate 
points for sharper, smoother drills. 

Precision built with strong, non-rusting die cast aluminum 
frame. Overall height 7 inches. Designed to give exception- 
ally accurate adjustments... may be adjusted for all popular 
drill point angles, including countersinks. It’s amazingly 
easy and simple to operate. Complete casy-to-understand 
instructions included with each outtit. 

\Vill handle twist drills of the following sizes: }g-inch to 
%-inch fractional; No. 1 to No. 30 number size; A to Z letter 
size; 3.0 millimeter to 19.0 millimeter metric size. 

9 A 6677—Shipping weight 2 pounds 8 ounces.......... $5.25 


CrartsMaN Wood-Carving Tool Set 


(n) A great favorite with professional craftsmen, model 
makers and hobbyists for carving models, plaques, book 
ends, jewelry boxes, etc. Also for cutting linoleum, printing 
blocks, etc. Set includes one %-in. bent gouge, one %-in. 
bent chisel, one 3/32 in. *‘U” tool, one *{¢-in. straight chisel, 
and one 342 inch veining tool. Blades are 2!4 in. long, and 
are forged from high quality heat treated steel that takes 
and holds a razor-keen edge . . . will withstand repeated 
sharpenings. The comfortable 334-inch smooth-finished 
hardwood handles have sturdy metal ferrules. The 5-piece 
set comes packed in special cardboard box. 
9 A 2899—Set of 5 tools. Shipping weight 13 eunces.,...$3.25 


Crarrsmam Soldering Irons 


(1) 100-watt specialists’ soldering iron. Ap- 

proved by Underwriters’ Laboratories, 
Inc. For electrical and radio workers who do 
delicate soldering jobs. 214-0z. replaceable 
insert-type solid copper tip; 414 in. long. Heat 
concentrated at point by Nichrome element 
wound on Allegheny steel core insulated with 
mica. Hardwood handle. 6-foot insulated 
cord with plug. Jor any 110-120 volt current. 
9 A5381—Shpg. wt. 1 lb. 8 oz.... Each $4.10 


[P] 150-watt general purpose soldering iron. 
Approved by Underwriters’ Labs., Inc. 
214-0z. replaceable insert-type solid copper 
tip; 414 inches long. Can be filed to any shape. 
Nichrome element wound on mica insulated 
Allegheny steel core, concentrates heat almost 
instantly at point. 3 cooling tins. Hardwood 
handle. 6-foot insulated cord with plug. For 
any 110-120 volt current. 
9 A 5382—Shpg. wt. 1 lb. 8 oz.....Each $4.95 


(R] 200-watt heavy duty soldering iron. Ap- 
‘ proved by Underwriters’ Laboratories, 
Inc. 6-ounce inserted solid copper tip; length 
414 in; diameter % in. Pull out as it wears 
down. Blunt end for ‘“‘running” seams. File 
to any shape. Heat quickly concentrated at 
point by Nichrome element on mica insulated 
Allegheny steel core. 3 cooling fins. Hard- 
wood handle. 6-ft. insulated cord with plug. 
For any 110-120 volt current. 
9 A 5383—Shpg. wt. 1 ib. 80z..... Each $5.45 


Zone 149... POWER TOOL 


SEARS ROEBUCK and CO. 


: "Satisfaction Guarariteed or Your Money Back... 


